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	Reason for change:
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	1. Missing references in NOTE in Table A.8a

2. With the introduction of a new Test Cases covering A-GNSS, it is necessary to clarify that the existing Capability Table for A-GPS capabilities only cover UEs that support A-GPS L1 C/A only.
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2. It will be unclear which capabilities apply to UEs that only support A-GPS.
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	See R5-110128 for associated changes to Table 1 and 1a


A.4.2.1.4
Service Capabilities

Table A.8: Service Capabilities

	Item
	Services Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Mobile station Execution Environment (MExE)
	22.057
	R99
	
	

	2
	Location Service (LCS)
	22.071
	R99
	
	

	3
	USIM Application Toolkit (USAT)
	31.111
	R99
	
	

	NOTE:
Test cases for these features will not be included in R99 of TS 34.123-1.


Table A.8a: UE positioning capability

	Item
	Services Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support for IPDL
	25.306, 4.8
	R99
	pc_UE_PositioningIPDL_Sup
	

	2
	Support of GPS timing of cell frames
	25.306, 4.8
	R99
	pc_UE_PositioningGPS_TimingOfCellFramesSup
	

	3
	UE-based OTDOA is supporting by UE
	25.306, 4.8
	R99
	pc_UE_PositioningBasedOTDOA_Sup
	

	4
	Standalone location method is supporting by UE
	25.306, 4.8
	R99
	pc_UE_PositioningStandaloneLocMethodsSup
	

	5
	Support of UE-Based A-GANSS
	25.306, 4.8
	Rel-7
	pc_UEB_A-GANSS
	

	6
	Support of UE-Assisted A-GANSS
	25.306, 4.8
	Rel-7
	pc_UEA_A-GANSS
	

	7
	Support for GLONASS
	25.306, 4.8
	Rel-8
	pc_GLONASS
	NOTE

	8
	Support for Modernized GPS
	25.306, 4.8
	Rel-8
	pc_MGPS
	NOTE

	9
	Support for Galileo
	25.306, 4.8
	Rel-7
	pc_GALILEO
	NOTE

	NOTE: If the capability is supported by the UE, then A.8a/5 or A.8a/6 must be supported as well.


NEXT CHANGED SECTION
A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities
	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	pc_SupportForSF_512
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SupportOfPDSCH
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	pc_SimultaneousSCCPCH_DPCH_Reception
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SimultaneousSCCPCH_DPCH_DPDCH_Reception
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99 and Rel-4 only
	pc_SupportOfPCPCH
	

	8
	Need of inter-frequency uplink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_UL_CompressedModeRequired
	

	8a
	Need of interRAT uplink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_UL_CompressedModeRequired
	

	9
	Need of inter-frequency downlink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_DL_CompressedModeRequired
	

	9a
	Need of interRAT downlink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_DL_CompressedModeRequired
	

	10
	Void
	
	
	
	

	11
	Void
	
	
	
	

	12
	Support of UE based Network Assisted GPS L1 C/A
	25.306, 4.8
	R99
	pc_UeBasedAgps
	

	13
	Support of UE assisted Network Assisted GPS L1 C/A
	25.306, 4.8
	R99
	pc_UeAssistedAgps
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	

	15
	Simultaneous reception of SCCPCH, DPCH and HSDSCH
	25.306, 4.11
	Rel-5
	pc_SimultaneousSCCPCH_DPCH_HSDSCH_Reception
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