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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

-
For a Release 5 UE, references to 3GPP documents are to version 5.x.y, when available.

-
For a Release 6 UE, references to 3GPP documents are to version 6.x.y, when available.

-
For a Release 7 UE, references to 3GPP documents are to version 7.x.y, when available.

-
For a Release 8 UE, references to 3GPP documents are to version 8.x.y, when available.

-
For a Release 9 UE, references to 3GPP documents are to version 9.x.y, when available.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
<### Text skipped ###>
[nn]
3GPP TS 36. 523-1: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification".

<End of modified section>
<Start of second modified section>
C.20
Generic Test Procedure for IMS emergency registration over E-UTRA

The procedure is applicable for a UE with E-UTRA support (TS 34.229-2 A.18/1) only.
The generic emergency registration test procedure:
Expected sequence
1-9.
 Refer to TS 36.523-1 [nn] table 8.1.2.11.3.2-1.


Expected sequence, parallel behaviour
1.
The UE initiates IMS emergency registration. SS waits for the UE to send an initial REGISTER request.

2.
The SS responds to the initial REGISTER request with a valid 401 Unauthorized response.
3.
The SS waits for the UE to set up a temporary set of security associations and to send another REGISTER request, over those security associations.
4.
The SS responds to the second REGISTER request with valid 200 OK response, sent over the same temporary set of security associations that the UE used for sending the REGISTER request.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1-9
	
	
	 RRC connection establishment of emergency call according TS 36.523-1 [nn] table 8.1.2.11.3.2-1

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Expected sequence, parallel behaviour
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	REGISTER
	The UE sends initial IMS emergency registration

	2
	(
	401 Unauthorized
	The SS responds with a valid AKAv1-MD5 authentication challenge and security mechanisms supported by the network.

	3
	(
	REGISTER
	The UE completes the security negotiation procedures, sets up a temporary set of SAs and uses those for sending another REGISTER with AKAv1-MD5 credentials.

	4
	(
	200 OK
	The SS responds with 200 OK.


NOTE:
The default message contents in annex A are used with the following exceptions:

Specific Message Contents:



REGISTER (Step 1)

Use the default message “REGISTER” in annex A.1.1 with condition A1 "Initial unprotected REGISTER" and condition A7 “Initial IMS emergency registration” simultaneously applying. 
The contents of From and To headers of the REGISTER request shall be according to condition A7.401 Unauthorized for REGISTER (Step 4)

Use the default message “401 Unauthorized for REGISTER” in annex A.1.2
REGISTER (Step 3)

Use the default message “REGISTER” in annex A.1.1 with condition A2 "Subsequent REGISTER sent over security associations" and condition A7 “Initial IMS emergency registration” simultaneously applying.

The contents of From and To headers of the REGISTER request shall be according to condition A7.

200 OK for REGISTER (Step 4)

Use the default message “200 OK for REGISTER” in annex A.1.3 with condition A3 “Response for an emergency registration”
<End of modified section>
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