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Introduction

Total Number of CRs agreed for this WI: 9. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  6 CR(s)

· 34.123-2 - 
  3 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-110814
	34.123-1
	2941
	-
	F
	Rel-9
	9.3.0
	Addition of new idle mode test case for manual CSG ID selection accross PLMNs
	EHNB-LTE_UEConTest

	R5-110815
	34.123-1
	2942
	-
	F
	Rel-9
	9.3.0
	Addition of new idle mode test case for inter-freq cell reselection to hybrid cell based on CSG autonomous search
	EHNB-LTE_UEConTest

	R5-110870
	34.123-1
	2944
	-
	F
	Rel-9
	9.3.0
	Addition of new test case for Intra-frequency inbound handover to UMTS CSG cell without reporting proximity indication
	EHNB-LTE_UEConTest

	R5-110871
	34.123-1
	2946
	-
	F
	Rel-9
	9.3.0
	Addition of a New TC for Intra-frequency measurements for UMTS CSG cell for non-member UE
	EHNB-LTE_UEConTest

	R5-110872
	34.123-1
	2947
	-
	F
	Rel-9
	9.3.0
	Addition of a New TC for Intra-frequency inbound handover to UMTS hybrid cell
	EHNB-LTE_UEConTest

	R5-110873
	34.123-1
	2948
	-
	F
	Rel-9
	9.3.0
	Addition of a New TC for Intra-frequency inbound handover to UMTS hybrid cell for non-member UE
	EHNB-LTE_UEConTest

	R5-110874
	34.123-2
	0519
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for some new Rel-9 HNB Test Cases
	EHNB-LTE_UEConTest

	R5-110339
	34.123-2
	0520
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new idle mode test case on manual CSG ID selection accross PLMNs
	EHNB-LTE_UEConTest

	R5-110340
	34.123-2
	0521
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new idle mode test case on inter-freq cell reselection to hybrid cell based on CSG autonomous search
	EHNB-LTE_UEConTest
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