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7
Functions of NBAP

The NBAP protocol provides the following functions:

-
Cell Configuration Management. This function gives the CRNC the possibility to manage the cell configuration information in a Node B.

-
Common Transport Channel Management. This function gives the CRNC the possibility to manage the configuration of Common Transport Channels in a Node B.

-
System Information Management. This function gives the CRNC the ability to manage the scheduling of System Information to be broadcast in a cell.

-
Resource Event Management. This function gives the Node B the ability to inform the CRNC about the status of Node B resources.
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The mapping between the above functions and NBAP elementary procedures is shown in the table below.

Table 1: Mapping between functions and NBAP elementary procedures

	Function
	Elementary Procedure(s)

	Cell Configuration Management
	a) Cell Setup
b) Cell Reconfiguration
c) Cell Deletion

	Common Transport Channel Management
	a) Common Transport Channel Setup
b) Common Transport Channel Reconfiguration
c) Common Transport Channel Deletion

	System Information Management
	System Information Update

	Resource Event Management
	a) Block Resource
b) Unblock Resource
c) Resource Status Indication

	Configuration Alignment
	a) Audit Required
b) Audit

c) Reset

	Measurements on Common Resources
	a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

	Radio Link Management.
	a) Radio Link Setup
b) Radio Link Addition
c) Radio Link Deletion
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

h) Radio Link Pre-emption

i) Radio Link Activation

j) Radio Link Parameter Update

	Radio Link Supervision.
	a) Radio Link Failure
b) Radio Link Restoration

	Compressed Mode Control [FDD]
	a) Radio Link Setup
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

	Measurements on Dedicated Resources
	a) Dedicated Measurement Initiation
b) Dedicated Measurement Reporting
c) Dedicated Measurement Termination
d) Dedicated Measurement Failure

	DL Power Drifting Correction [FDD]
	Downlink Power Control

	Reporting of General Error Situations
	Error Indication

	Physical Shared Channel Management
	Physical Shared Channel Reconfiguration

	DL Power Timeslot Correction [TDD]
	Downlink Power Timeslot Control

	Cell Synchronisation [1.28 Mcps TDD and 3.84 Mcps TDD]
	a) Cell Synchronisation Initiation

b) Cell Synchronisation Reconfiguration
c) Cell Synchronisation Reporting
d) Cell Synchronisation Termination
e) Cell Synchronisation Failure
f) Cell Synchronisation Adjustment

	Information Exchange
	a) Information Exchange Initiation

b) Information Reporting

c) Information Exchange Termination

d) Information Exchange Failure

	Bearer Re-arrangement
	a) Bearer Re-arrangement Indication

b) Unsynchronised Radio Link Reconfiguration
c) Synchronised Radio Link Reconfiguration Preparation
d) Synchronised Radio Link Reconfiguration Commit
e) Synchronised Radio Link Reconfiguration Cancellation

	MBMS Notification
	a) MBMS Notification Update

	UE Status Notification [FDD and 1.28 Mcps TDD]
	a) UE Status Update
b) UE Status Update Confirmation

	Exchanging information about the secondary UL frequency
	a) Secondary UL Frequency Reporting

b) Secondary UL Frequency Update
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8.1
Elementary Procedures

NBAP procedures are divided into common procedures and dedicated procedures.

-
NBAP common procedures are procedures that request initiation of a Node B Communication Context for a specific UE in Node B or are not related to a specific UE. NBAP common procedures also incorporate logical O&M [1] procedures.

-
NBAP dedicated procedures are procedures that are related to a specific Node B Communication Context in Node B. This Node B Communication Context is identified by a Node B Communication Context identity.

The two types of procedures may be carried on separate signalling links.

In the following tables, all EPs are divided into Class 1 and Class 2 EPs:

Table 2: Class 1

	Elementary Procedure
	Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Cell Setup
	CELL SETUP REQUEST
	CELL SETUP RESPONSE
	CELL SETUP FAILURE

	Cell Reconfiguration
	CELL RECONFIGURATION REQUEST
	CELL RECONFIGURATION RESPONSE
	CELL RECONFIGURATION FAILURE

	Cell Deletion
	CELL DELETION REQUEST
	CELL DELETION RESPONSE
	

	Common Transport Channel Setup
	COMMON TRANSPORT CHANNEL SETUP REQUEST
	COMMON TRANSPORT CHANNEL SETUP RESPONSE
	COMMON TRANSPORT CHANNEL SETUP FAILURE

	Common Transport Channel Reconfiguration
	COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST 
	COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE
	COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE

	Common Transport Channel Deletion
	COMMON TRANSPORT CHANNEL DELETION REQUEST
	COMMON TRANSPORT CHANNEL DELETION RESPONSE
	

	Physical Shared Channel Reconfiguration
	PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST 
	PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
	PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE

	Audit
	AUDIT REQUEST 
	AUDIT RESPONSE
	AUDIT FAILURE

	Block Resource
	BLOCK RESOURCE REQUEST
	BLOCK RESOURCE RESPONSE
	BLOCK RESOURCE FAILURE

	Radio Link Setup
	RADIO LINK SETUP REQUEST
	RADIO LINK SETUP RESPONSE
	RADIO LINK SETUP FAILURE

	System Information Update 
	SYSTEM INFORMATION UPDATE REQUEST
	SYSTEM INFORMATION UPDATE RESPONSE
	SYSTEM INFORMATION UPDATE FAILURE

	Common Measurement Initiation
	COMMON MEASUREMENT INITIATION REQUEST
	COMMON MEASUREMENT INITIATION RESPONSE
	COMMON MEASUREMENT INITIATION FAILURE

	Radio Link Addition
	RADIO LINK ADDITION REQUEST
	RADIO LINK ADDITION RESPONSE
	RADIO LINK ADDITION FAILURE

	Radio Link Deletion
	RADIO LINK DELETION REQUEST
	RADIO LINK DELETION RESPONSE
	

	Synchronised Radio Link Reconfiguration Preparation
	RADIO LINK RECONFIGURATION PREPARE
	RADIO LINK RECONFIGURATION READY
	RADIO LINK RECONFIGURATION FAILURE

	Unsynchronised Radio Link Reconfiguration
	RADIO LINK RECONFIGURATION REQUEST
	RADIO LINK RECONFIGURATION RESPONSE
	RADIO LINK RECONFIGURATION FAILURE

	Dedicated Measurement Initiation
	DEDICATED MEASUREMENT INITIATION REQUEST
	DEDICATED MEASUREMENT INITIATION RESPONSE
	DEDICATED MEASUREMENT INITIATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Cell Synchronisation Initiation [TDD]
	CELL SYNCHRONISATION INITIATION REQUEST
	CELL SYNCHRONISATION INITIATION RESPONSE
	CELL SYNCHRONISATION INITIATION FAILURE

	Cell Synchronisation Reconfiguration [TDD]
	CELL SYNCHRONISATION RECONFIGURATION REQUEST
	CELL SYNCHRONISATION RECONFIGURATION RESPONSE
	CELL SYNCHRONISATION RECONFIGURATION FAILURE

	Cell Synchronisation Adjustment [TDD]
	CELL SYNCHRONISATION ADJUSTMENT REQUEST
	CELL SYNCHRONISATION ADJUSTMENT RESPONSE
	CELL SYNCHRONISATION ADJUSTMENT FAILURE

	Information Exchange Initiation
	INFORMATION EXCHANGE INITIATION REQUEST
	INFORMATION EXCHANGE INITIATION RESPONSE
	INFORMATION EXCHANGE INITIATION FAILURE

	UE Status Update Confirmation
	UE STATUS UPDATE CONFIRM REQUEST
	UE STATUS UPDATE CONFIRM RESPONSE
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8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation
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[FDD – Common E-DCH Operation]:
[[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE, then the Node B shall: 

-
If the Common E-DCH UL DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Common E-DCH E-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH 2-Index-Step IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 2-Index-Step IE is not present, the NodeB shall use the default value defined in [18].
-
If the E-RGCH 3-Index-Step IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 3-Index-Step IE is not present, the NodeB shall use the default value defined in [18].
-
If the Common E-DCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-DCH Reference Power Offset IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-i PDU and to determine the value of the actual HARQ power offset.

-
If the E-DCH Power Offset for Scheduling Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-is PDUs.

-
If the Maximum TB Sizes IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the Node B scheduler in the new configuration.
-
If the Common E-DCH HS-DPCCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
-
If the Common E-DCH CQI Information is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the information for CQI operation in the new configuration. 
-
If the Common E-DCH Preamble Control Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-AI Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value for configuration of E-AIs on the AICH.

-
If the Common E-DCH AICH Information IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall  use this information for configuration of AICH.

-
If the Common E-DCH F-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration. 
-
If the Initial DL Transmission Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Initial DL Transmission Power on the F-DPCH.

-
If the Maximum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Maximum DL Power on the F-DPCH.
-
If the Minimum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Minimum DL Power on the F-DPCH.
-
If the Common E-DCH E-AGCH Channelisation Code Number IE is included, then the Node B shall use the indicated channelization code for the E-AGCH for the common E-DCH in the new configuration. 

-
If the Common E-DCH Resource Combination Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH Signature Sequence IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall configure the E-RGCH for the combination and use indicated signature sequence. 

-
If the UL Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.
-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the Bundling Mode Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow, otherwise the Node B shall use the non-bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the related resource allocation operation.] 
-
If the E-RNTI List Request IE is included, then the Node B shall, if supported, include the E-RNTI List IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.  
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
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[1.28Mcps TDD – Common E-DCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, then the Node B shall: 

-
If the UL Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B shall use this information for the related resource allocation operation.]
-
If the Common E-PUCH Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

-
If the E-TFCS Information TDD IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.   
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8.2.XX
UE Status Update Confirmation [FDD and 1.28Mcps TDD]

8.2.XX.1
General

This procedure is used by the CRNC to inform the Node B that one or several E-RNTIs, previously allocated to UEs in CELL_FACH state, may be released as the UE no longer use the E-RNTI. The Node B then responds with the status of releasing procedure.
8.2.XX.2
Successful Operation
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Figure X.X: UE Status Update Confirmation procedure, Successful Operation

The procedure is initiated with a UE STATUS UPDATE CONFIRM REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the UE STATUS UPDATE CONFIRM REQUEST message, the Node B may use the information about vacant E-RNTI in Vacant E-RNTI IE in Cell E-RNTI status information IE to determine which E-RNTIs are no longer used in the cell and thus allowed to be allocated to another UE using E-DCH. The Node B shall, if supported, sends UE STATUS UPDATE CONFIRM RESPONSE to indicate that the releasing procedure is performed properly in the Node B. 
8.2.XX31.3
Abnormal Conditions
-
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9.1.XX
UE STATUS UPDATE CONFIRM REQUEST
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Cell E-RNTI Status Information
	
	1..<maxCellinNode B>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	> Vacant E-RNTI 
	
	1..<maxErntiToRelease >
	
	
	EACH
	ignore

	>>E-RNTI
	M
	
	9.2.1.75
	
	-
	-


	Range Bound
	Explanation

	maxCellinNode B
	Maximum number of Cells in a Node B

	maxErntiToRelease
	Maximum number of E-RNTI to release per cell


9.1.XX
UE STATUS UPDATE CONFIRM RESPONSE
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	E-RNTI Release Status
	M
	
	9.2.X.XX
	
	YES
	ignore
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9.2.1.46
Message Type

The Message Type uniquely identifies the message being sent.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Procedure ID
	M
	1
	
	

	>Procedure Code
	M
	
	INTEGER (0..255)
	"0" = Audit
"1" = Audit Required
"2" = Block Resource
"3" = Cell Deletion
"4" = Cell Reconfiguration
"5" = Cell Setup
"6" = Common Measurement Failure
"7" = Common Measurement Initiation
"8" = Common Measurement Report
"9" = Common Measurement Termination
"10" = Common Transport Channel Delete
"11" = Common Transport Channel Reconfigure
"12" = Common Transport Channel Setup
"13" = Reset
"14" = Compressed Mode Command
"16" = Dedicated Measurement Failure
"17" = Dedicated Measurement Initiation
"18" = Dedicated Measurement Report
"19" = Dedicated Measurement Termination
"20" = Downlink Power Control
"21" = Error Indication (For Dedicated Procedures)
"23" = Radio Link Addition
"24" = Radio Link Deletion
"25" = Radio Link Failure
"26" = Radio Link Restoration
"27" = Radio Link Setup
"28" = Resource Status Indication
"29" = Synchronised Radio Link Reconfiguration Cancellation
"30" = Synchronised Radio Link Reconfiguration Commit
"31" = Synchronised Radio Link Reconfiguration Preparation
"32" = System Information Update
"33" = Unblock Resource
"34" = Unsynchronised Radio Link Reconfiguration
"35" = Error Indication (For Common Procedures)
"37" = Physical Shared Channel Reconfiguration
"38" = Downlink Power Timeslot Control
"39" = Radio Link Preemption
"40" = Information Exchange Failure
"41" = Information Exchange Initiation
"42" = Information Exchange Termination
"43" = Information Reporting
"44" = Cell Synchronisation Adjustment
"45" = Cell Synchronisation Initiation
"46" = Cell Synchronisation Reconfiguration
"47" = Cell Synchronisation Reporting
"48" = Cell Synchronisation Termination
"49" = Cell Synchronisation Failure
"50" = Bearer Rearrangement
"51" = Radio Link Activation

“52” = Radio Link Parameter Update

"53" = MBMS Notification Update

"54" = UE Status Update

"55" = Secondary UL Frequency Reporting

"56" = Secondary UL Frequency Update
“57”= UE Status Update Confirmation

	>Ddmode
	M
	
	ENUMERATED (

TDD, 

FDD,

Common, 

…)
	Common = common to FDD and TDD.

	Type of Message
	M
	
	ENUMERATED (

Initiating Message, 

Successful Outcome, 

Unsuccessful Outcome, 

Outcome)
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9.2.X.XX
E-RNTI Release Status
Indicates the E-RNTI is released or not.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-RNTI Release Status
	
	
	ENUMERATED (released, not-released)
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9.2.2.104
Common E-DCH System Information Response

The Common E-DCH System Information Response IE provides information for E-DCH configured for UE in Cell_FACH and Idle state that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL Common MAC Flow Specific Information Response
	
	1..><maxnoofCommonMACFlows>>
	
	
	–
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	Serving Grant Value
	M
	
	INTEGER (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in [32]; Index 38 is not allowed
	–
	

	E-RNTI List
	O
	
	9.2.2.139
	The Node B shall not allocate any E-RNTIs listed in this IE for a UE
	YES
	ignore

	UE Status Update Confirm Indicator
	O
	
	BOOLEAN
	TRUE means that the Node B supports UE Status Update Confirmation Procedure
	YES
	ignore
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9.2.3.80
Common E-DCH System Information Response LCR

The Common E-DCH System Information Response LCR IE provides information for E-DCH configured for UE in Cell_FACH and Idle state that have been established or modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL Common MAC Flow Specific Information Response LCR
	
	0..<maxnoofEDCHMACFlowsLCR>
	
	See Note 1 below
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID LCR

9.2.3.76
	
	-
	-

	>Binding ID
	O
	
	9.2.1.4
	
	-
	-

	>Transport Layer Address
	O
	
	9.2.1.63
	
	-
	-

	E-AGCH Specific Information Response TDD
	
	0..<maxNoofEAGCHsLCR> 
	
	
	
	

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	-
	-

	E-HICH Specific Information Response 1.28Mcps TDD 
	
	0..<maxNoOfEHICHsLCR>
	
	1.28Mcps TDD only
	
	

	>EI
	M
	
	INTEGER (0..3)
	E-HICH indication which is used to indicate UE on which E-HICH the feedback info is carried.
	-
	-

	>E-HICH ID TDD LCR
	M
	
	9.2.3.51a
	
	-
	-

	CCCH E-RNTI Information LCR
	O
	
	9.2.3.84
	
	-
	-

	UE Status Update Confirm Indicator
	O
	
	BOOLEAN
	TRUE means that the Node B supports UE Status Update Confirmation Procedure
	YES
	ignore

	Note1: This information element is a simplified representation of the ASN.1. Repetitions 1 to maxnoofEDCHMACFlows and Repetition maxnoofEDCHMACFlows+1 to maxnoofEDCHMACFlowsLCR are represented by separate ASN.1 structures with different criticality.


9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditFailure,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,


CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


InformationExchangeInitiationRequest,


InformationExchangeInitiationResponse,


InformationExchangeInitiationFailure,


InformationReport,


InformationExchangeTerminationRequest,


InformationExchangeFailureIndication,


BearerRearrangementIndication,

ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


ResetRequest,


ResetResponse,


RadioLinkActivationCommandFDD,


RadioLinkActivationCommandTDD,


RadioLinkPreemptionRequiredIndication,

RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkParameterUpdateIndicationFDD,


RadioLinkParameterUpdateIndicationTDD,

RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModeCommand,


ErrorIndication,


PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationRequestFDD,


PhysicalSharedChannelReconfigurationResponse,


PhysicalSharedChannelReconfigurationFailure,


CellSynchronisationInitiationRequestTDD,


CellSynchronisationInitiationResponseTDD,


CellSynchronisationInitiationFailureTDD,


CellSynchronisationReconfigurationRequestTDD,


CellSynchronisationReconfigurationResponseTDD,


CellSynchronisationReconfigurationFailureTDD,


CellSynchronisationAdjustmentRequestTDD,


CellSynchronisationAdjustmentResponseTDD,


CellSynchronisationAdjustmentFailureTDD,


CellSynchronisationReportTDD,


CellSynchronisationTerminationRequestTDD,


CellSynchronisationFailureIndicationTDD,


MBMSNotificationUpdateCommand,


UEStatusUpdateCommand,

SecondaryULFrequencyReport,


SecondaryULFrequencyUpdateIndication,


UEStatusUpdateConfirmRequest,


UEStatusUpdateConfirmResponse

FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-cellSynchronisationInitiation,


id-cellSynchronisationReconfiguration,


id-cellSynchronisationReporting,


id-cellSynchronisationTermination,


id-cellSynchronisationFailure,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,


id-commonTransportChannelSetup,


id-compressedModeCommand,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-downlinkPowerTimeslotControl,


id-errorIndicationForDedicated,


id-errorIndicationForCommon,


id-informationExchangeFailure,


id-informationExchangeInitiation,


id-informationReporting,


id-informationExchangeTermination,


id-BearerRearrangement,


id-mBMSNotificationUpdate,


id-physicalSharedChannelReconfiguration,


id-privateMessageForDedicated,


id-privateMessageForCommon,


id-radioLinkActivation,

id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkParameterUpdate,

id-radioLinkPreemption,

id-radioLinkRestoration,


id-radioLinkSetup,


id-reset,


id-resourceStatusIndication,


id-cellSynchronisationAdjustment,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration,


id-uEStatusUpdate,


id-secondaryULFrequencyReporting,


id-secondaryULFrequencyUpdate,


id-uEStatusUpdateConfirmation
FROM NBAP-Constants;
SKIP UNCHANGED TEXT

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|


radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|


radioLinkAdditionFDD







|


radioLinkAdditionTDD







|


radioLinkDeletion








|


reset











|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfigurationTDD



,


...,


informationExchangeInitiation





|


cellSynchronisationInitiationTDD




|


cellSynchronisationReconfigurationTDD



|


cellSynchronisationAdjustmentTDD




|


physicalSharedChannelReconfigurationFDD



|


ueStatusUpdateConfirmation

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|


commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|


radioLinkPreemption








|


radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|


downlinkPowerTimeslotControl





|


compressedModeCommand







|


unblockResource









|


errorIndicationForDedicated






|


errorIndicationForCommon






|


privateMessageForDedicated






|


privateMessageForCommon







,


...,


informationReporting







|


informationExchangeTermination





|


informationExchangeFailure






|


cellSynchronisationReportingTDD





|


cellSynchronisationTerminationTDD




|


cellSynchronisationFailureTDD





|


bearerRearrangement








|


radioLinkActivationFDD







|


radioLinkActivationTDD







|


radioLinkParameterUpdateFDD






|


radioLinkParameterUpdateTDD






|


mBMSNotificationUpdate







|


uEStatusUpdate









|


secondaryULFrequencyReportingFDD




|


secondaryULFrequencyUpdateFDD


}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

SKIP UNCHANGED TEXT

-- *** CellSynchronisationAdjustment (TDD only) ***

cellSynchronisationAdjustmentTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSynchronisationAdjustmentRequestTDD


SUCCESSFUL OUTCOME
CellSynchronisationAdjustmentResponseTDD


UNSUCCESSFUL OUTCOME
CellSynchronisationAdjustmentFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 
{ procedureCode id-cellSynchronisationAdjustment, ddMode tdd } 


CRITICALITY 
reject

}

-- *** UEStatusUpdateConfirmation ***

ueStatusUpdateConfirm NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UEStatusUpdateConfirmRequest


SUCCESSFUL OUTCOME
UEStatusUpdateConfirmResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 
{ procedureCode id-uEStatusUpdateConfirmation, ddMode common } 


CRITICALITY 
reject

}

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

SKIP UNCHANGED TEXT


MU-MIMO-InformationLCR,


MU-MIMO-Information-Response,


MU-MIMO-Information-To-ReconfigureLCR,


Adaptive-Special-Burst-Power-CapabilityLCR,


Usefulness-Of-Battery-Optimization,


ERNTI-Release-Status
FROM NBAP-IEs

SKIP UNCHANGED TEXT


id-UPPCH-LCR-InformationList-ResourceStatusInd,


id-UPPCH-LCR-InformationItem-ResourceStatusInd,

id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,


id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp,


id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd,


id-UARFCNSpecificCauseList,id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD,

id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-HS-SCCH-ID,

id-Extended-HS-SICH-ID,

id-HSSICH-InfoExt-DM-Rqst,

id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst,

id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst,

id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst,


id-PowerControlGAP,

id-PowerControlGAP-For-CellFACHLCR,


id-IdleIntervalInformation,

id-MBSFN-SpecialTimeSlot-LCR,

id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp,


id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd,


id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst,


id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDU-SizeCapability,


id-E-HICH-TimeOffset-Extension,

id-MultipleFreq-E-HICH-TimeOffsetLCR,


id-PLCCH-parameters,


id-E-RUCCH-parameters,


id-E-RUCCH-768-parameters,


id-HS-Cause,


id-E-Cause,


id-AdditionalTimeSlotListLCR,


id-AdditionalMeasurementValueList,

id-HSDSCH-Paging-System-InformationLCR,


id-HSDSCH-Paging-System-Information-ResponseLCR,


id-HSDSCH-Common-System-InformationLCR,


id-HSDSCH-Common-System-Information-ResponseLCR,


id-Paging-MACFlows-to-DeleteLCR,


id-Enhanced-UE-DRX-CapabilityLCR,


id-Enhanced-UE-DRX-InformationLCR,


id-Common-EDCH-MACdFlows-to-DeleteLCR,


id-Common-EDCH-System-InformationLCR,


id-Common-EDCH-System-Information-ResponseLCR,


id-Common-MACFlows-to-DeleteLCR,


id-Common-UL-MACFlows-to-DeleteLCR,

id-HSDSCH-PreconfigurationSetup,


id-HSDSCH-PreconfigurationInfo,


id-NoOfTargetCellHS-SCCH-Order,


id-EnhancedHSServingCC-Abort,


id-GANSS-Time-ID,


id-Additional-HS-Cell-Information-RL-Setup,


id-Additional-HS-Cell-Information-Response,


id-Additional-HS-Cell-Information-RL-Addition,


id-Additional-HS-Cell-Change-Information-Response,


id-Additional-HS-Cell-Information-RL-Reconf-Prep,


id-Additional-HS-Cell-Information-RL-Reconf-Req,

id-Additional-HS-Cell-Information-RL-Param-Upd,


id-Multi-Cell-Capability-Info,

id-MinimumReducedE-DPDCH-GainFactor,


id-IMB-Parameters,

id-E-RNTI,

id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,

id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information, 


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-TimeSlotMeasurementValueListLCR,


id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-UE-AggregateMaximumBitRate,

id-Single-Stream-MIMO-Capability,

id-ActivationInformation, 

id-Cell-Capability-Container, 

id-DormantModeIndicator, 


id-Additional-EDCH-Cell-Information-RL-Setup-Req,

id-Additional-EDCH-Cell-Information-Response,

id-Additional-EDCH-Cell-Information-RL-Add-Req,

id-Additional-EDCH-Cell-Information-Response-RL-Add,

id-Additional-EDCH-Cell-Information-RL-Reconf-Prep,

id-Additional-EDCH-Cell-Information-RL-Reconf-Req,

id-Additional-EDCH-Cell-Information-Bearer-Rearrangement,

id-Additional-EDCH-Cell-Information-RL-Param-Upd,

id-Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst,

id-E-HICH-TimeOffset-ReconfFailureTDD,

id-Common-System-Information-ResponseLCR,

id-TS0-CapabilityLCR,

id-HSSCCH-TPC-StepSize,

id-Out-of-Sychronization-Window, 

id-DCH-MeasurementOccasion-Information,

id-Additional-EDCH-Cell-Information-ResponseRLReconf, 

id-PrecodingWeightSetRestriction,

id-HSDSCH-RNTI-For-FACH,


id-E-RNTI-For-FACH,

id-Treset-Usage-Indicator,

id-Non-Serving-RL-Preconfig-Info,


id-Non-Serving-RL-Preconfig-Setup,


id-Non-Serving-RL-Preconfig-Removal,


id-Cell-Capability-Container-TDD-LCR,


id-Multi-Carrier-EDCH-Setup,


id-Multi-Carrier-EDCH-Reconfigure,


id-Multi-Carrier-EDCH-Response,


id-MU-MIMO-Capability-ContainerLCR,


id-MU-MIMO-InformationLCR,


id-MU-MIMO-Information-Response,


id-MU-MIMO-Information-To-ReconfigureLCR,


id-Adaptive-Special-Burst-Power-CapabilityLCR,

id-Usefulness-Of-Battery-Optimization,

id-ERNTI-Release-Status,

id-UE-Status-Update-Confirm-Indicator,

maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,


maxNrOfDCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDPCHs,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHLCRs,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfDPCHs768,

maxNrOfDPCHs768PerRL-1,

maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPDSCHs,


maxNrOfPUSCHs,

maxNrOfPUSCHs-1,


maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,


maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,


maxNrOfSCCPCHs,


maxNrOfSCCPCHsinExt,


maxNrOfSCCPCHLCRs,


maxNrOfSCCPCHsLCRinExt,


maxNrOfSCCPCHs768,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxFACHCell,


maxFPACHCell,


maxRACHCell,


maxPLCCHCell,


maxPRACHCell,


maxSCCPCHCell,


maxSCCPCHCell768,


maxSCCPCHCellinExt,


maxSCCPCHCellinExtLCR,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,


maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG,


maxNrOfCellPortionsPerCell,


maxNrOfHSSCCHs,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfHSPDSCHs,


maxNrOfHSPDSCHs768,


maxNrOfSyncFramesLCR,


maxNrOfReceptionsperSyncFrameLCR,


maxNrOfSyncDLCodesLCR,

maxNrOfMACdFlows,


maxNrOfEDCHMACdFlows,


maxE-RUCCHCell,


maxNrOfE-PUCHSlots,


maxNrOfEAGCHs,


maxNrOfEAGCHCodes,


maxNrOfE-PUCHSlotsLCR,


maxNrOfEPUCHcodes,


maxNrOfEHICHs,


maxFrequencyinCell,


maxFrequencyinCell-1,


maxNrOfHSSCCHsinExt,


maxNrOfHSSCCHsLCR,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,

maxNrOfHSDSCH-1,

maxNrOfEDCH-1,


maxNrOfULCarriersLCR-1

FROM NBAP-Constants;

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD

--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs
ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}
OPTIONAL,


...

}

SKIP UNCHANGED TEXT

-- **************************************************************

--

-- UE STATUS UPDATE CONFIRM REQUEST
--

-- **************************************************************

UEStatusUpdateConfirmRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{UEStatusUpdateConfirmRequest-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{UEStatusUpdateConfirmRequest-Extensions}}
OPTIONAL,


...

}

UEStatusUpdateConfirmRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-ERNTI-Status-Information




CRITICALITY ignore
TYPE Cell-ERNTI-Status-Information






PRESENCE mandatory },


...

}

UEStatusUpdateConfirmRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UE STATUS UPDATE CONFIRM RESPONSE
--

-- **************************************************************

UEStatusUpdateConfirmResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{UEStatusUpdateConfirmResponse-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{UEStatusUpdateConfirmResponse-Extensions}}
OPTIONAL,


...

}

UEStatusUpdateConfirmResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-ERNTI-Release-Status




CRITICALITY ignore
TYPE ERNTI-Release-Status






PRESENCE mandatory },


...

}

UEStatusUpdateConfirmResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SKIP UNCHANGED TEXT

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

SKIP UNCHANGED TEXT

-- ==========================================

--
C

-- ==========================================

SKIP UNCHANGED TEXT

Common-EDCH-System-Information-ResponseFDD

 ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InfoResponse


Ul-common-E-DCH-MACflow-Specific-InfoResponseList,


serving-Grant-Value









E-Serving-Grant-Value,


iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseFDD-ExtIEs} }




OPTIONAL,


...

}

Common-EDCH-System-Information-ResponseFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-RNTI-List
CRITICALITY ignore

EXTENSION
E-RNTI-List
PRESENCE optional}|

{ ID id-UE-Status-Update-Confirm-Indicator
CRITICALITY ignore

EXTENSION BOOLEAN

PRESENCE optional },


...

}

SKIP UNCHANGED TEXT

Common-EDCH-System-Information-ResponseLCR ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InfoResponseLCR


Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR

OPTIONAL,


common-E-AGCH-ListLCR









Common-E-AGCH-ListLCR





OPTIONAL,

common-E-HICH-ListLCR









Common-E-HICH-ListLCR





OPTIONAL,

common-E-RNTI-Info-LCR









Common-E-RNTI-Info-LCR





OPTIONAL,

iE-Extensions











ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseLCR-ExtIEs} }




OPTIONAL,


...

}

Common-EDCH-System-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext 
CRITICALITY ignore
 EXTENSION Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext 
PRESENCE optional}|

{ ID id-UE-Status-Update-Confirm-Indicator
CRITICALITY ignore

EXTENSION BOOLEAN

PRESENCE optional },

...

}

SKIP UNCHANGED TEXT

-- ==========================================

--
E

-- ==========================================

ERNTI-Release-Status ::= ENUMERATED {

released,

not-released
}
SKIP UNCHANGED TEXT

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

id-cellSynchronisationReconfiguration




ProcedureCode ::= 46

id-cellSynchronisationReporting






ProcedureCode ::= 47

id-cellSynchronisationTermination





ProcedureCode ::= 48

id-cellSynchronisationFailure






ProcedureCode ::= 49

id-commonMeasurementFailure 






ProcedureCode ::= 6

id-commonMeasurementInitiation 






ProcedureCode ::= 7

id-commonMeasurementReport 







ProcedureCode ::= 8

id-commonMeasurementTermination 





ProcedureCode ::= 9

id-commonTransportChannelDelete 





ProcedureCode ::= 10

id-commonTransportChannelReconfigure 




ProcedureCode ::= 11

id-commonTransportChannelSetup 






ProcedureCode ::= 12

id-compressedModeCommand 







ProcedureCode ::= 14

id-dedicatedMeasurementFailure 






ProcedureCode ::= 16

id-dedicatedMeasurementInitiation 





ProcedureCode ::= 17

id-dedicatedMeasurementReport 






ProcedureCode ::= 18

id-dedicatedMeasurementTermination 





ProcedureCode ::= 19

id-downlinkPowerControl 







ProcedureCode ::= 20

id-downlinkPowerTimeslotControl 





ProcedureCode ::= 38

id-errorIndicationForCommon







ProcedureCode ::= 35

id-errorIndicationForDedicated






ProcedureCode ::= 21

id-informationExchangeFailure






ProcedureCode ::= 40

id-informationExchangeInitiation
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