3GPP TSG-RAN Meeting #51





RP-110268
Kansas City, USA, March 15 - 18, 2011
Source
TSG RAN WG2
9.2.4.2
RP-110268
Collection of agreed RAN2 CRs on various REL-8 WIs
	Tdoc
	Title
	Source
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	CR #
	rev
	cat
	Release
	SI/WI

	R2-110746
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0285
	-
	F
	REL-8
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110747
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0286
	-
	A
	REL-9
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110748
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0287
	-
	A
	REL-10
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110761
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4439
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-110762
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4440
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-110763
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4441
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-111412
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0079
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-111413
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0080
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-111414
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0081
	-
	A
	REL-10
	RANimp-UplinkL2dataRates

	R2-110769
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4447
	-
	F
	REL-8
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-110770
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4448
	-
	A
	REL-9
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-110771
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4449
	-
	A
	REL-10
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-111438
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4524
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-111439
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4525
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-111440
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4526
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-111428
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4467
	-
	F
	REL-8
	PPACR

	R2-111429
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4468
	-
	A
	REL-9
	PPACR

	R2-111430
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4469
	-
	A
	REL-10
	PPACR

	R2-111422
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4556
	-
	F
	REL-8
	RANimp-DRX

	R2-111423
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4557
	-
	A
	REL-9
	RANimp-DRX

	R2-111424
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4558
	-
	A
	REL-10
	RANimp-DRX
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