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Agreed RAN2 CRs for Technical small enhancements and improvements for REL-10 related to UTRA
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	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111462
	Extend the carrier capability for Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0289
	-
	F
	REL-10
	TEI10

	R2-110772
	Correction to SRNC relocation asn1 to include Rel-10 measurement types
	Renesas Electronics Europe, Alcatel-Lucent
	25.331
	4450
	-
	F
	REL-10
	TEI10, TDD_MC_HSUPA, Interf_dset_meas_UMTS

	R2-111460
	Addition of MAC-ehs in total RLC AM buffer size in RLC capability
	Ericsson, ST-Ericsson
	25.331
	4496
	-
	F
	REL-10
	TEI10

	R2-111461
	Extend the carrier capability for Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.331
	4520
	-
	F
	REL-10
	TEI10

	R2-111463
	Adding the default Configuration for 12.2/7.4/5.9/4.75 kbps speech + 3.4 kbps (without SRB#5)
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Swisscom
	25.331
	4566
	-
	B
	REL-10
	TEI10
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