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8.2.5
UTRAN to E-UTRA Cell Re-Selection

<< Unchanged sections omitted >>
8.2.5.2
E-UTRA is of lower priority

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· 
· Statistical testing of cell re-selection delay performance requirements is undefined
8.2.5.2.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels, to the moment when the UE camps on a new cell, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on the new cell.

The requirements and this test apply to the combined FDD and E-UTRA UE.
8.2.5.2.2
Minimum requirement

The cell re-selection delay shall be less than 21 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: TevaluateEUTRA + TSI-EUTRA, where:

TevaluateEUTRA
See Table 4.2 in section 4.2.2 of TS 25.133 [2].

TSI-EUTRA

Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.

This gives a total of 20.48 s, within the allowance of 21 s in the test case.
The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2 and A.4.5.2.

8.2.5.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.2.5.2.4
Method of test

8.2.5.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

This scenario implies the presence of 1 UTRAN serving cell, and 1 E-UTRAN cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UTRAN carrier and 1 E-UTRAN carrier. Test parameters are given in Table 8.2.5.2.1 to 8.2.5.2.5. The test consists of two successive time periods, with time duration of T1 and T2, respectively. Both UTRA cell 1 and E-UTRA cell 2 are already identified by the UE prior to the start of the test. Cell 2 is of lower priority than cell 1. Cell 1 and cell 2 shall belong to different tracking areas.
Table 8.2.5.2.1: General test parameters for UTRAN to E-UTRAN Cell Re-selection

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell 1
	UTRAN cell

	
	Neighbour cell
	
	Cell 2
	E-UTRAN cell

	Final condition
	Active cell 
	
	Cell 2
	UE shall perform reselection to cell 2 during T2

	DRX cycle length
	s
	1.28
	

	HCS
	
	
	Not used

	E-UTRA PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	E-UTRA access barring information
	
	Not sent
	No additional delays in random access procedure

	T1
	s
	85
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	25
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 8.2.5.2.2: Cell specific test parameters for UTRAN to E-UTRA cell reselection (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10

	PCCPCH_Ec/Ior
	dB
	 -12

	SCH_Ec/Ior
	dB
	 -12

	PICH_Ec/Ior
	dB
	 -15

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3,84 MHz
	-70

	CPICH_Ec/Io
	dB
	-10.33
	-16.19

	CPICH_RSCP
	dBm
	-69
	-85

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent

	Sprioritysearch1
	dB
	62

	Sprioritysearch2
	dB
	0

	Threshserving, low
	dB
	36

	Threshx, low  (Note 1)
	dB
	50

	Note 1:
This refers to the value of  Threshx, low  which is included in UTRA system information, and is a threshold for the E-UTRA target cell


Table 8.2.5.2.3: Cell specific test parameters for UTRAN to E-UTRA cell reselection (cell 2)

	Parameter
	Unit
	Cell 2 (E-UTRA)

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-84
	-84
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	dB
	14
	14

	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	50

	Threshx, high
	dB
	40

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that cell 2 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


8.2.5.2.4.2
Procedure

1)
The SS activates cell 1 and 2 with T1 parameters defined in tables 8.2.5.2.4 and 8.2.5.2.5 and monitors cell 1 and 2 for random access requests from the UE.

2)
The UE is switched on.
3)
The SS and the UE shall perform a location registration procedure on cell 1.

4)
After T1 s from the end of step 3, the parameters are changed as described for T2 in tables 8.2.5.2.4 and 8.2.5.2.5. 
5)
The SS waits for random acesss request information from the UE to perform cell re-selection procedure on cell 2. 
6)
If the UE camps on cell 2 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2 within 21 s, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
7)
When T2 expries, the parameters are changed as defined for T1 in tables 8.2.5.2.4 and 8.2.5.2.5.

8)
Repeat step 3) to 7)  until the confidence level according to annex F.6.2 is achieved.
8.2.5.1.4.3
Message contents

All messages indicated above shall use the same content as described in the default message content in TS 36.508 [33] clause 4.4 and 4.6 with the following exceptions:
SystemInformationBlockType19: for inter-RAT UTRA FDD - EUTRAN FDD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [33] clause 4.4.4.1, Table 4.4.4.1-1 SystemInformationBlockType19

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	5
	E-UTRA is of lower priority
	

	        s-PrioritySearch1
	62
	
	

	        s-PrioritySearch2
	0
	
	

	        threshServingLow
	36 dB
	
	

	      }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	
	
	

	      priority
	3
	E-UTRA is of lower priority
	

	      qRxLevMinEUTRA
	-70 (-140 dBm)
	
	

	      Threshx, low 
	50 dB
	
	

	    }
	
	
	

	}
	
	
	


PRACH-ConfCommonDEFAULT: (FDD) for Inter-RAT cell re-selection
	Derivation Path: TS 36.508 [33] clause 4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigInfo SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
	
	
	


8.2.5.2.5
Test requirements
Table 8.2.5.2.4: Cell specific test parameters for UTRAN to E-UTRA cell reselection (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3,84 MHz
	-70.10

	CPICH_Ec/Io
	dB
	-10.27
	-16.74

	CPICH_RSCP
	dBm
	 -68.20
	 -85.80

	Propagation Condition 
	
	AWGN

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qhyst1
	dB
	0

	Sprioritysearch1
	dB
	62

	Sprioritysearch2
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent

	Threshserving, low
	dB
	37

	Threshx, low  (Note 1)
	dB
	50

	Note 1: This refers to the value of  Threshx, low  which is included in UTRA system information, and is a threshold for the E-UTRA target cell


Table 8.2.5.2.5: Cell specific test parameters for UTRAN to E-UTRA cell reselection (cell 2)

	Parameter
	Unit
	Cell 2 (E-UTRA)

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-83.20
	-83.20
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	dB
	14.80
	14.80

	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	50

	Threshx, high
	dB
	40

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that cell 2 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


For the test to pass, the total number of successful tests shall be at least 90% of the cases with a confidence level of 95 %.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

<< Unchanged sections omitted >>
F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
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During T1:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.2.2.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.5 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.2.3.2 Scenario 2: Only UTRA level changed
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	Same as 8.2.3.1

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
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	Same as 8.2.3.1

	8.2.4 FDD/TDD cell re-selection
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For multi-band UE with Band I and VI
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	Same as 8.2.2.2

	8.2.5 UTRA to E-UTRA Cell Re-Selection
	
	

	8.2.5.1 E-UTRA is of higher priority
	UTRA cell

Ioc ±0.7 dB
Ior / Ioc ±0.3 dB

CPICH Ec / Ior ±0.1 dB
E-UTRA cell

Noc ±0.7 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig

	Notes:

Ioc is the AWGN  on cell 1 (UTRA) frequency
Ior / Ioc is the ratio of cell 1 signal / AWGN

CPICH Ec / Ior is the fraction of cell 1 power assigned to the CPICH Physical channel
Noc is the AWGN on cell 2 (E-UTRA )frequency 

Ês / Noc is the ratio of cell 12signal / AWGN

	8.2.5.2 E-UTRA is of lower priority
	Same as 8.2.5.1
	


<< Unchanged sections omitted >>
F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
+0.70 dB for all Cell 1 Ec/Ior ratios

-0.80 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.70 dB for all Cell 2 Ec/Ior ratios

-0.80 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)

Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5, 6)

No change for Ioc(2)

	8.2.3 UTRAN to GSM Cell Re-Selection
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	0.3 dB for 
[image: image51.wmf]oc

or

I

I

ˆ


0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.3.2 Scenario 2: Only UTRA level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
	0.3 dB for 
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	8.2.4 FDD/TDD cell re-selection
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2
For multi-band UE with Band I and VI

0.5 dB for Ioc1/Ioc2

	8.2.5 UTRA to E-UTRA Cell Re-Selection
	

	8.2.5.2 E-UTRA is of lower priority
	UTRA cell during T1:
-0.10dB for Ioc
+0.90dB for Ior/Ioc

0dB for CPICH_Ec/Ior
E-UTRA cell during T1:
0dB for Noc
+0.80dB for Ês / Noc
UTRA cell during T2:
-0.10dB for Ioc
-0.70dB for Ior/Ioc

0dB for CPICH_Ec/Ior
E-UTRA cell during T2:
0dB for Noc
+0.80dB for Ês / Noc



<< Unchanged sections omitted >>
F.4.4
Requirements for support of RRM

Table F.4.4: Derivation of Test Requirements (RRM tests)

	Test 
	Test Parameters in TS 25.133 [2]
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	8.2.2.1 Scenario 1: Single carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)


	During T1 and T2:

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ior(3, 4, 5, 6) Minimum Requirement + TT

	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) Minimum Requirement + TT

Ior(2) Minimum Requirement + TT 

	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) Minimum Requirement + TT

Ior(2) Minimum Requirement + TT

	8.2.2.2 Scenario 2: Multi carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 1 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 1 during T1:

Ior(1) = -73.39 dBm 

Ior(3, 4) = -77.39 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT

oc(1) Minimum Requirement + TT

	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) Minimum Requirement + TT

Ior(3, 4) Minimum Requirement + TT 

Ioc(1) Minimum Requirement + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 2 during T1 and T2:
Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement  + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

Ec/Ior Minimum Requirement + TT

	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)


	Channel 2 during T1:

Minimum Requirement (Ior(2)) + TT

Minimum Requirement (Ior(5, 6)) + TT 

Minimum Requirement (Ioc(2)) + TT

	
	Channel 2 during T2:

Ior(2) = -73.39 dBm 

Ior(5, 6) = -77.39 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) Minimum Requirement + TT

Ior(5, 6) Minimum Requirement + TT 

Ioc(2) Minimum Requirement + TT

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	During T1:
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Ior/Ioc = 0 dB

RXLEV=-90 dBm
	During T1:
0.1 dB for 
[image: image56.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:


[image: image57.wmf]or
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Ior/Ioc = Minimum Requirement + TT

RXLEV - TT

Ior/Ioc = 0.3 dB



[image: image58.wmf]or
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –90 dBm (Threshold for GSM).

	
	During T2:


[image: image59.wmf]or
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Ior/Ioc = - 5 dB

RXLEV=-75 dBm
	During T2:
0.1 dB for 
[image: image60.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:

Formulas:
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Ior/Ioc = Minimum Requirement - TT

RXLEV + TT

Ior/Ioc = -5.3 dB
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= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –75 dBm (Threshold for GSM).

	8.2.3.2 Scenario 2: Only UTRA level changed
	During T1:


[image: image63.wmf]or
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 = -10 dB

Ior/Ioc = 20 dB

RXLEV=-80 dBm
	During T1:
0.1 dB for 
[image: image64.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:
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Ior/Ioc = Minimum Requirement + TT

RXLEV - TT

Ior/Ioc = 20.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –80 dBm (Threshold for GSM).

	
	During T2:
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 = -10 dB

Ior/Ioc = -9 dB

RXLEV=-80 dBm
	During T2:
0.1 dB for 
[image: image68.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:

Formulas:
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Ior/Ioc = Minimum Requirement - TT

RXLEV + TT

Ior/Ioc = -9.3 dB
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= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM).

	8.2.3.3 Scenario 3: HCS with only UTRA level changed
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Ior/Ioc = 40 dB


	0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV
	Formulas:
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Ior/Ioc = Minimum Requirement + TT

RXLEV + TT

Ior/Ioc = 40.3 dB
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= -9.9 dB:
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 = -10 dB

Ior/Ioc =  10 dB


	0.1 dB for 
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV
	Formulas:
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 = ratio - TT

Ior/Ioc = ratio - TT

RXLEV + TT

Ior/Ioc = 9.7 dB
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= -10.1 dB:

	8.2.4 FDD/TDD cell re-selection
	TBD
	
	

	8.2.5 UTRA to E-UTRA Cell Re-Selection
	
	
	

	8.2.5.2 E-UTRA is of lower priority
	UTRA cell during T1:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: +11.00dB
CPICH_Ec/Ior: -10.00dB
E-UTRA cell during T1:
Noc: -98.00dBm/15kHz
Ês / Noc: +14.00dB
UTRA cell during T2:
Ioc: -70.00dBm/3.84MHz
Ior / Ioc: -5.00dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T2:
Noc: -98.00dBm/15kHz
Ês / Noc: +14.00dB

	UTRA cell during T1:
-0.10dB
+0.90dB
0dB

E-UTRA cell during T1:
0dB

+0.80dB

UTRA cell during T2:
-0.10dB
-0.70dB
0dB

E-UTRA cell during T2:
0dB

+0.80dB


	UTRA cell during T1:
Ioc: -70.10dBm/3.84MHz
Ior / Ioc: +11.90dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T1:
Noc: -98.00dBm/15kHz
Ês / Noc: +14.80dB
UTRA cell during T2:
Ioc: -70.10dBm/3.84MHz
Ior / Ioc: -5.70dB
CPICH_Ec/Ior: -10.00dB

E-UTRA cell during T2:
Noc: -98.00dBm/15kHz
Ês / Noc: +14.80dB



<< End of changes >>
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