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	Reason for change:
(

	Section 7 test procedures are not standardized in term of the sequence to set the UL and DL signal level. 
In the test procedure in some of the test cases in section 7 (7.4, 7.5) is indicated to set the downlink cell power first and then the uplink power of interest to make the measurement:

For example test case 7.4, 7.5:

1) set the DL cell power first then

2) set the UL power 

Some other test cases (7.3, 7.6…) on the other hand indicate:

1) set UL power first then

2) set DL cell power  

It’s proposed to standardize one approach for the section 7 the test cases.

In addition, setting UL power first and then the DL cell power has potential problems because during the test execution the UE is driven to a particular uplink power level of interest to make measurements, but then, modifying the DL cell power will have the side affect of changing the uplink power due to UE uplink power control. UE will eventually adjust the uplink power if we change DL power as the PL will change.
Setting DL power first is more reliable approach.

In addition, for test cases that need to be perfomed at very low power level (REFSENS) there should not be any problems to send power control commands to the UE at REFSENS power level and drive the UE at the desired uplink power level.
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7.3.4.2
Test procedure
1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.5-1. Send continuously uplink power control “up” commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

< Unchanged sections omitted >

7.4.4.2
Test procedure
1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.4.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.4.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the Downlink signal level to the value defined in Table 7.4.5-1. Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the  target level in Table 7.4.5-1 for at least the duration of the Throughput measurement.
4. 
5. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.
< Unchanged sections omitted >

7.5.4.2
Test procedure
1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.5.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.5.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the Downlink signal level to the value as defined in Table 7.5.5-2 (Case 1). Send Uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in Table 7.5.5-2 (Case 1) for at least the duration of the Throughput measurement.
4. 
5. Set the Interferer signal level to the value as defined in Table 7.5.5-2 (Case 1), using a modulated interferer bandwidth as defined in Annex D of the present document.

6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7. Set the Downlink signal level to the value as defined in Table 7.5.5-3 (Case 2). Send Uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in Table 7.5.5-3 (Case 2) for at least the duration of the Throughput measurement.
8. 
9. Set the Interferer signal level to the value as defined in Table 7.5.5-3 (Case 2), using a modulated interferer bandwidth as defined in Annex D of the present document.

10. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

11. Repeat for applicable channel bandwidths and operating band combinations in both Case 1 and Case 2.
< Unchanged sections omitted >

7.6.1.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.
Set the parameters of the signal generator for an interfering signal below the wanted signal in Case 1 according to Tables 7.6.1.5-1 and 7.6.1.5-2.


4.
Set the downlink signal level according to the table 7.6.1.5-1. Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.1.5-1 for at least the duration of the throughput measurement.
5.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

6.
Repeat steps from 3 to 5, using an interfering signal above the wanted signal in Case 1 at step 3.

7.
Repeat steps from 3 to 6, using interfering signals in Case 2 at step 3and 6. The ranges of case 2 are covered in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to table 7.6.1.4.2-1.

8.
Repeat steps from 3 to 5, using successively all interfering signals in Case 3 and Case 4 at step 3.
< Unchanged sections omitted >

7.6.1.5
Test Requirement

The throughput measurement derived in test procedure  shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2  with parameters specified in Tables  7.6.1.5-1 and 7.6.1.5-2.

Table 7.6.1.5-1: In band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm


	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FIoffset, case 1
	MHz
	2.1+0.0125
	4.5+0.0075
	7.5+0.0125
	7.5+0.0025
	7.5+0.0075
	7.5+0.0125

	FIoffset, case 2
	MHz
	3.5+0.0075
	7.5+0.0075
	12.5+0.0075
	12.5+0.0125
	12.5+0.0025
	12.5+0.0075

	NOTE 1: The transmitter shall be set to 4dB below PCMAX_L  with PCMAX_L  as defined in clause 6.2.5.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2  with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.


Table 7.6.1.5-2: In-band blocking

	E-UTRA band
	Parameter
	 Unit
	Case 1
	Case 2
	Case 3
	Case 4

	
	 PInterferer
	 dBm
	-56
	-44
	-30
	 [-30]

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 – FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 – FIoffset,case 2
	-BW/2 – 15

&

-BW/2 – 9
	-BW/2 – 10

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 13, 18, 19, 20, 21,33,34,35, 36,37,38,39, 40, 41
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15

to

FDL_high + 15
	
	

	12
	FInterferer
	MHz
	(Note 2)
	FDL_low – 10

to

FDL_high + 15
	
	FDL_low – 10



	17
	FInterferer
	MHz
	(Note 2)
	FDL_low – 9

to

FDL_high + 15
	FDL_low – 15

and

FDL_low – 9


	

	Note 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 

Note 2:
For each carrier frequency the requirement is valid for two frequencies: 




a. the carrier frequency -BW/2 - FIoffset, case 1  and




b. the carrier frequency +BW/2 + FIoffset, case 1
Note 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 
Note 4:
Case 3 and Case 4 only apply to assigned UE channel bandwidth of 5 MHz 


< Unchanged sections omitted >

7.6.2.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. 

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the parameters of the CW signal generator for an interfering signal according to Table 7.6.2.5-2. The frequency step size is 1MHz.

4. 
5. Set the downlink signal level according to the table 7.6.2.5-1. Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2.5-1 for at least the duration of the throughput measurement.
6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7. Record the frequencies for which the throughput doesn’t meet the requirements.
< Unchanged sections omitted >

7.6.3.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the parameters of the CW signal generator for an interfering signal according to Table 7.6.3.5-1.

4. 
5. Set the downlink signal level according to the table 7.6.3.5-1. Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.3.5-1 for at least the duration of the throughput measurement.
6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.
< Unchanged sections omitted >

7.7.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the parameters of the CW signal generator for an interfering signal according to Table 7.7.5-2. The spurious frequencies are taken from   records in the final step of test procedures in clause 7.6.2.4.2.

4. 
5. Set the downlink signal level according to the table 7.7.5-1. Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.7.5-1 for at least the duration of the throughput measurement.
6. For the spurious frequency, measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

< Unchanged sections omitted >

7.8.1.4.2
Test procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.8.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.8.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. 
4. Set the Downlink signal level to the value as defined in Table 7.8.1.5-1. Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in Table 7.8.1.5-1 for at least the duration of the Throughput measurement.
5. Set the Interfering signal levels to the values as defined in Table 7.8.1.5-1, using a modulated interferer bandwidth as defined in Annex D of the present document.

6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.
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