
3GPP TSG RAN WG5 Testing
(
R5s110118

01 Jan – 31 Dec 2011

CR-Form-v9.7

CHANGE REQUEST



(

36.523-3
CR
 557
(

rev
-
(

Current version:
8.6.0
(




For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.



Proposed change affects:
(

UICC apps(


ME

Radio Access Network

Core Network




Title:
(

Correction to EMM test cases 9.2.1.1.1 and 9.2.1.1.20




Source to WG:
(

Anite

Source to TSG:
(

R5




Work item code:
(

LTE-UEConTest_SIG

Date: (

04/03/2011







Category:
(

F

Release: (

Rel-8


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)




Reason for change:
(

When UE is configured in multi RAT mode, UE can take a long time to camp on to EUTRA cell as the UE scans through all the other RAT cells to find a suitable cell. This time is further increased if the cell to be camped on does not belong on UEs home plmn. To allow sufficient time for the UE to camp on in such cases, the guard timer should be increased




Summary of change:
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Guard timer is increased for affected test cases
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not approved:
Test case might not pass with UEs configured in multi-RAT mode
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9.2.1.1.1, 9.2.1.1.20
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Corrections required for test case 9.2.1.1.1 and 9.2.1.1.20

Change 1

Testcase name
9.2.1.1.1

Reason for change
1) As per pre-test conditions in the prose, UE is initially registered on cellH. Since that does not belong to home plmn, UE might take a long time to camp initially and hence guard timer should be increased.

Summary of change
1) Increased the guard timer for the TC 9.2.1.1.1 to 9 minutes 

Source of change
..\LTE_EPS_TS_Testcases_11wk04.ttcn

Before:

 testcase TC_9_2_1_1_1() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / Success / Valid GUTI

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(360);

    f_MTC_ConnectPTCs(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000);

    v_EUTRA.start   (f_TC_9_2_1_1_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }

After:

testcase TC_9_2_1_1_1() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / Success / Valid GUTI

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(540);

    f_MTC_ConnectPTCs(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000);

    v_EUTRA.start   (f_TC_9_2_1_1_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }

Change 2

Testcase name
9.2.1.1.20

Reason for change
1) As per pre-test conditions in the prose, UE is initially registered on cellK. Since that does not belong to home plmn of the UE, UE might take a long time to camp initially and hence guard timer should be increased.

Summary of change
1) Increased the guard timer for the TC 9.2.1.1.20 to 9 minutes 

Source of change
..\LTE_EPS_TS_Testcases_11wk04.ttcn

Before:

 testcase TC_9_2_1_1_20() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(360);

    f_MTC_ConnectPTCs(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000);

    v_EUTRA.start   (f_TC_9_2_1_1_20_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }



After:

testcase TC_9_2_1_1_20() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(540);

    f_MTC_ConnectPTCs(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000);

    v_EUTRA.start   (f_TC_9_2_1_1_20_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
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