Page 1



3GPP TSG RAN WG5 Meeting #51 
(
 R5-112392
Barcelona, Spain, 9 – 13 May 11

	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	1312
	(

rev
	-
	(

Current version:
	9.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update of idle mode section Table 6.0.1-2

	
	

	Source to WG:
(

	Qualcomm Incorporated

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	EHNB-LTE_UEConTest
	
	Date: (

	22/04/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	As per AP#50.04, cell 23 needs to be added to Table 6.0.1-2 since TC 6.4.2 refers to that table for TA info of cell 23.

	
	

	Summary of change:
(

	Cell 23 was added to Table 6.0.1-2.

	
	

	Consequences if 
(

not approved:
	TA info for cell 23 will be missing from Table 6.0.1-2.

	
	

	Clauses affected:
(

	6.0.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>
6.0.1
PLMN and TAC

The PLMN numbers indicated in Table 6.0.1-1 are used in test cases to associate a cell with an MCC and MNC for that cell. If no PLMN is explicitly specified, the default value is PLMN 1.

Table 6.0.1-1: Tracking Area Identity (TAI) in System Information Block Type 1
broadcast on the BCCH (E-UTRAN)

	PLMN
	MCC1
	MCC2
	MCC3
	MNC1
	MNC2
	MNC3
	TAC

	1
	0
	0
	1
	0
	1
	Not present
	See Table 6.0.1-2

	2
	0
	0
	2
	1
	1
	Not present
	

	3
	0
	0
	3
	2
	1
	Not present
	

	4
	0
	0
	4
	3
	1
	Not present
	

	5
	0
	0
	5
	4
	1
	Not present
	

	6
	0
	0
	6
	5
	1
	Not present
	

	7
	0
	0
	7
	6
	1
	Not present
	

	8
	0
	0
	8
	7
	1
	Not present
	

	9
	0
	0
	9
	0
	2
	Not present
	

	10
	0
	1
	0
	1
	2
	Not present
	

	11
	0
	1
	1
	2
	2
	Not present
	

	12
	0
	1
	2
	3
	2
	Not present
	

	13
	0
	0
	2
	8
	1
	Not present
	

	14
	0
	0
	2
	9
	1
	Not present
	

	15
	0
	0
	1
	1
	1
	Not present
	

	16
	0
	0
	1
	2
	1
	Not present
	


NOTE:
The Location Area Information (LAI) for UTRA and GSM could be re-used from TS 34.123-1 clause 6.

If no TAC for E-UTRAN cell is explicitly specified in the test case description, the TACs for E-UTRAN cells indicated in Table 6.0.1-2 are used in the test case.
Table 6.0.1-2: Tracking Area Code (TAC) for E-UTRAN cells

	cell ID
	TAC

	Cell 1
	1

	Cell 2
	2

	Cell 3
	3

	Cell 4
	4

	Cell 6
	6

	Cell 10
	10

	Cell 11
	11

	Cell 12
	12

	Cell 13
	13

	Cell 14
	14

	Cell 23
	23


If no RAI for UTRAN cell is explicitly specified in the test case description, the RAI for UTRAN cells indicated in Table 4.4.4-2 in [18] are used in the test case.

<End of modified section>
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