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8.3.8
Dedicated Measurement Initiation

/* ommited */
[1.28Mcps TDD - If the Number Of Reported Cell Portions LCR IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message, the value shall be used to determine how many Cell Portion LCR ID IEs and RSCP Value IEs shall be included in Best Cell Portions LCR IE in the DEDICATED MEASUREMENT REPORT message or in the DEDICATED MEASUREMENT INITIATION RESPONSE message.]

[1.28Mcps TDD - If the Dedicated Measurement Type IE is set to "AOA per Cell Portion LCR", the Node B shall initiate measurements of the Angle Of Arrival LCR for all Best CELL Portions in the CELL.]
/* ommited */
8.3.8.4
Abnormal Conditions

The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations

	Dedicated Measurement Type
	Report Characteristics Type

	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	SIR
	X
	X
	X
	X
	X
	X
	X
	X
	

	SIR Error
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Code Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	RSCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation
	X
	X
	X
	X
	
	
	X
	X
	

	Round Trip Time
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation LCR
	X
	X
	X
	X
	
	
	X
	X
	

	HS-SICH reception quality
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions
	X
	X
	
	
	
	
	
	
	

	Angle Of Arrival LCR
	X
	X
	
	
	
	
	
	
	

	Rx Timing Deviation 7.68Mcps
	X
	X
	X
	X
	
	
	X
	X
	

	Rx Timing Deviation 3.84Mcps Extended
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions LCR
	X
	X
	
	
	
	
	
	
	X

	AOA per Cell Portion LCR
	X
	X
	
	
	
	
	
	
	


9.2.1.23
Dedicated Measurement Type

The Dedicated Measurement Type identifies the type of measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Dedicated Measurement Type
	
	
	ENUMERATED (

SIR,

SIR Error,

Transmitted Code Power,

RSCP,

Rx Timing Deviation,

Round Trip Time,

…,

Rx Timing Deviation LCR, 

Angle Of Arrival LCR,

HS-SICH reception quality, 

Best Cell Portions, Rx Timing Deviation 7.68Mcps,

Rx Timing Deviation 3.84 Mcps Extended, Best Cell Portions LCR,

AOA per Cell Portion LCR)
	"RSCP" and "HS-SICH reception quality" are used by TDD only.

"Rx Timing Deviation" and "Rx Timing Deviation 3.84 Mcps Extended" are used by 3.84Mcps TDD only.

"Rx Timing Deviation LCR", "Angle Of Arrival LCR" are used by 1.28Mcps TDD only.

"Round Trip Time", "SIR Error" are used by FDD only.

“Best Cell Portions” is used by FDD only. 

“Best Cell Portions LCR” is used by 1.28Mcps TDD only.

"Rx Timing Deviation 7.68Mcps" is used by 7.68Mcps TDD only.



	Note:
For definitions of the measurement types refer to TS 25.215 [4] and TS 25.225 [5].


9.2.1.24
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Dedicated Measurement Value
	M
	
	
	
	–
	

	>SIR Value
	
	
	
	
	
	

	>>SIR Value
	M
	
	INTEGER (0..63)
	According to mapping in TS 25.133 [22] and TS 25.123 [23]
	–
	

	>SIR Error Value
	
	
	
	FDD only
	
	

	>>SIR Error Value
	M
	
	INTEGER (0..125)
	According to mapping in TS 25.133 [22]
	–
	

	>Transmitted Code Power Value
	
	
	
	
	
	

	>>Transmitted Code Power Value
	M
	
	INTEGER (0..127)
	According to mapping in TS 25.133 [22] and TS 25.123 [23].

Values 0 to 9 and 123 to 127 shall not be used.
	–
	

	>RSCP
	
	
	
	TDD only
	
	

	>>RSCP
	M
	
	INTEGER (0..127)
	According to mapping in TS 25.123 [23]
	–
	

	>Rx Timing Deviation Value
	
	
	
	Applicable to 3.84Mcps TDD only
	
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0..8191)
	According to mapping in TS 25.123 [23]
	–
	

	>Round Trip Time
	
	
	
	FDD only
	
	

	>>Round Trip Time
	M
	
	INTEGER (0..32767)
	According to mapping in TS 25.133 [22]
	–
	

	>Additional Dedicated Measurement Values
	
	
	
	See  Note 1.
	
	

	>>Rx Timing Deviation Value LCR
	
	
	
	Applicable to 1.28Mcps TDD only
	
	

	>>>Rx Timing Deviation LCR
	M
	
	INTEGER (0..511)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Angle Of Arrival Value LCR
	
	
	
	Applicable to 1.28Mcps TDD only
	
	

	>>>AOA Value LCR
	
	1
	
	
	YES
	reject

	>>>>AOA LCR
	M
	
	INTEGER (0..719)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>AOA LCR Accuracy Class
	M
	
	ENUMERATED (

A, B, C, D, E, F, G, H,...)
	According to mapping in TS 25.123 [23]
	–
	

	>>HS-SICH Reception Quality
	
	
	
	Applicable to TDD only
	
	

	>>>HS-SICH Reception Quality Value 
	
	1
	
	
	YES
	reject

	>>>>Failed HS-SICH
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Missed HS-SICH 
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Total HS-SICH
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Failed HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 failed HS-SICH 
	YES
	reject

	>>>>Missed HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 missed HS-SICH
	YES
	reject

	>>>>Total HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 total HS-SICH
	YES
	reject

	>>Best Cell Portions
	
	
	
	FDD only
	
	

	>>>Best Cell Portions
	M
	
	9.2.2.1Ba
	
	YES
	reject

	>>Rx Timing Deviation Value 7.68Mcps
	
	
	
	Applicable to 7.68Mcps TDD only
	
	

	>>>Rx Timing Deviation 7.68Mcps 
	M
	
	INTEGER (0..65535)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Rx Timing Deviation Value 3.84Mcps Extended
	
	
	
	Applicable to 3.84Mcps TDD only
	
	

	>>>Rx Timing Deviation 3.84Mcps Extended
	M
	
	INTEGER (0..32767)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Extended Round Trip Time
	
	
	
	FDD only
	
	

	>>>Extended Round Trip Time Value
	M
	
	INTEGER (32767..103041)
	Continuation of intervals with step size as defined in TS 25.133 [22].
	YES
	reject

	>>Best Cell Portions LCR
	
	
	
	1.28Mcps TDD only
	
	

	>>>Best Cell Portions LCR
	M
	
	9.2.3.105
	
	YES
	reject

	>>AOA per Cell Portion LCR
	
	
	
	1.28Mcps TDD only
	
	

	>>>AOA per Cell Portion LCR
	M
	
	9.2.3.xxx
	
	YES
	reject

	Note 1:
This information element is a simplified representation of the ASN.1. The choice is performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.


9.2.3.xxx
AOA per Cell Portion LCR

The AOA per Cell Portion LCR  IE indicates the AOA measurement in each cell portion for 1.28 Mcps TDD..

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	AOA per Cell Portion LCR
	
	1..<MaxNrOfCellPortionsLCR>
	
	

	>Cell Portion LCR ID
	M
	
	9.2.3.107
	

	>AOA LCR
	M
	
	INTEGER (0..719)
	According to mapping in TS 25.123 [23]

	>AOA LCR Accuracy Class
	M
	
	ENUMERATED (

A, B, C, D, E, F, G, H,...)
	According to mapping in TS 25.123 [23]


	Range Bound
	Explanation

	MaxNrOfCellPortionsLCR
	Maximum number of Cell Portions in a cell for 1.28 Mcps TDD


9.3.4
Information Elements Definitions


id-CommonEDCH-AdditionalTransmissionBackOff,


id-Puncturing-in-First-Rate-Matching-Stage,
id-UE-Status-Update-Confirm-Indicator,

id-AOA-per-CELL-Portion-LCR
FROM NBAP-Constants

DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


rx-timing-deviation,

round-trip-time,


...,


rx-timing-deviation-LCR,

angle-Of-Arrival-LCR,


hs-sich-quality,


best-Cell-Portions,


rx-timing-deviation-768,

rx-timing-deviation-384-extended,


best-Cell-PortionsLCR,


aOA-per-CELL-Portion-LCR
}

/* ommited */
Angle-Of-Arrival-Value-LCR ::= SEQUENCE {


aOA-LCR





AOA-LCR,


aOA-LCR-Accuracy-Class

AOA-LCR-Accuracy-Class,


iE-Extensions



ProtocolExtensionContainer { {Angle-Of-Arrival-Value-LCR-ExtIEs} } OPTIONAL,

...

}

Angle-Of-Arrival-Value-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AOA-LCR ::= INTEGER (0..719)

-- Angle Of Arrival for 1.28Mcps TDD

AOA-LCR-Accuracy-Class
::= ENUMERATED {a,b,c,d,e,f,g,h,...}

AOA-per-CELL-Portion-LCR ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCellLCR)) OF AOA-per-CELL-Portion-LCR-Item

AOA-per-CELL-Portion-LCR-Item ::= SEQUENCE{


cellPortionLCRID


CellPortionLCRID,


aOA-LCR





AOA-LCR,


aOA-LCR-Accuracy-Class

AOA-LCR-Accuracy-Class,


iE-Extensions



ProtocolExtensionContainer { { AOA-per-CELL-Portion-LCR-Item-ExtIEs} }
OPTIONAL,


...

}

AOA-per-CELL-Portion-LCR-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* ommited */
DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,


rSCP







RSCP-Value,


rxTimingDeviationValue



Rx-Timing-Deviation-Value,

roundTripTime





Round-Trip-Time-Value,


...,


extension-DedicatedMeasurementValue

Extension-DedicatedMeasurementValue
}

Extension-DedicatedMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-DedicatedMeasurementValueIE }}
Extension-DedicatedMeasurementValueIE NBAP-PROTOCOL-IES ::= {


{ ID id-Rx-Timing-Deviation-Value-LCR
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR



PRESENCE mandatory }|

{ ID id-Angle-Of-Arrival-Value-LCR


CRITICALITY reject
TYPE Angle-Of-Arrival-Value-LCR



PRESENCE mandatory }|


{ ID id-HS-SICH-Reception-Quality


CRITICALITY reject
TYPE HS-SICH-Reception-Quality-Value

PRESENCE mandatory }|

{ ID id-Best-Cell-Portions-Value


CRITICALITY reject
TYPE Best-Cell-Portions-Value




PRESENCE mandatory }|


{ ID id-Rx-Timing-Deviation-Value-768

CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-768


PRESENCE mandatory }|

{ ID id-Rx-Timing-Deviation-Value-384-ext
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-384-ext

PRESENCE mandatory }|

{ ID id-Extended-Round-Trip-Time-Value

CRITICALITY reject
TYPE Extended-Round-Trip-Time-Value


PRESENCE mandatory }|

{ ID id-Best-Cell-Portions-ValueLCR


CRITICALITY reject
TYPE Best-Cell-Portions-ValueLCR



PRESENCE mandatory }|

{ ID id-AOA-per-CELL-Portion-LCR



CRITICALITY reject
TYPE AOA-per-CELL-Portion-LCR




PRESENCE mandatory },

...
}

9.3.6
Constant Definitions

id-AOA-per-CELL-Portion-LCR
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