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<Start of changes>

10
Performance requirement (MBMS)
10.1 FDD (Fixed Reference Channel)

The parameters specified in Table 10.1-1 are valid for all FDD tests unless otherwise stated. For the requirements defined in this section, the difference between CRS EPRE and the MBSFN RS EPRE should be set to 0 dB as the UE demodulation performance might be different when this condition is not met (e.g. in scenarios where power offsets are present, such as scenarios when reserved cells are present).
<End of changes>

<Start of changes>
10.2 TDD (Fixed Reference Channel)

The parameters specified in Table 10.2-1 are valid for all TDD tests unless otherwise stated. For the requirements defined in this section, the difference between CRS EPRE and the MBSFN RS EPRE should be set to 0 dB as the UE demodulation performance might be different when this condition is not met (e.g. in scenarios where power offsets are present, such as scenarios when reserved cells are present).
<End of changes>

<Start of changes>
C.3.2
Measurement of Performance requirements

Table C.3.2-1 is applicable for measurements in which uniform RS-to-EPRE boosting for all downlink physical channels.

Table C.3.2-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)
	Physical Channel
	EPRE Ratio
	

	PBCH
	PBCH_RA = A
	

	
	PBCH_RB = B
	

	PSS
	PSS_RA = A
	

	SSS
	SSS_RA = A
	

	PCFICH
	PCFICH_RB = B
	

	PDCCH
	PDCCH_RA = A
	

	
	PDCCH_RB = B
	

	PDSCH
	PDSCH_RA = A
	

	
	PDSCH_RB = B
	

	PMCH
	PMCH_RA = A
	

	
	PMCH_RB = B
	

	MBSFN RS
	MBSFN RS_RA = A
	

	
	MBSFN RS_RB = B
	

	OCNG
	OCNG_RA = A
	

	
	OCNG_RB = B
	


NOTE 1: A= B = 0 dB means no RS boosting. 
NOTE 2: MBSFN RS and OCNG are not defined downlink physical channels in [4].
<End of changes>
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