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	Isolated impact analysis:
The correction in this CR has isolated impact. It solely affects the UE behaviour in PDSCH transmission.The correction would not affect implementations behaving like indicated in the CR, and would affect implementations supporting the corrected functionality otherwise. The clarified UE behaviour can be implemented by Rel-8/9 UEs.


5.3.3.1.3A
Format 1B

DCI format 1B is used for the compact scheduling of one PDSCH codeword in one cell with precoding information. 

The following information is transmitted by means of the DCI format 1B:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Localized/Distributed VRB assignment flag – 1 bit as defined in section 7.1.6.3 of [3]

- Resource block assignment – 
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- 1 bit, the MSB indicates the gap value, where value 0 indicates 
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 bits provide the resource allocation 
- Modulation and coding scheme – 5bits as defined in section 7.1.7 of [3]

- HARQ process number – 3 bits (FDD) , 4 bits (TDD)

- New data indicator – 1 bit

- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink –downlink configurations and only applies to TDD operation with uplink –downlink configuration 1-6. This field is not present in FDD) – 2 bits

- TPMI information for precoding – number of bits as specified in Table 5.3.3.1.3A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2] corresponding to the single-layer transmission.

- PMI confirmation for precoding – 1 bit as specified in Table 5.3.3.1.3A-2
If PMI confirmation indicates that the eNodeB has applied precoding according to PMI(s) reported by the UE, the precoding for the corresponding RB(s) in subframe n is according to the latest PMI(s) in an aperiodic CSI reported on or before subframe n-4.
Table 5.3.3.1.3A-1: Number of bits for TPMI information.

	Number of antenna ports 
at eNodeB
	Number 
of bits

	2
	2

	4
	4


Table 5.3.3.1.3A-2: Content of PMI confirmation.

	Bit field mapped to index
	Message

	0
	Precoding according to the indicated TPMI in the TPMI information field

	1
	Precoding using the precoder(s) according to PMI(s)  indicated in the latest aperiodic CSI report.
For aperiodic CSI mode 2-2: 

  - Precoding of scheduled resource blocks belonging to the reported preferred M subband(s), use precoder(s) according to the preferred M subband PMI(s) indicated in the latest aperiodic CSI report; 

  - Precoding of scheduled resource blocks not belonging to the reported preferred M subband(s), precoding using a precoder according to the wideband PMI indicated in the latest aperiodic CSI report.

	
	


If the number of information bits in format 1B belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 1B.

5.3.3.1.4
Format 1C

DCI format 1C is used for very compact scheduling of one PDSCH codeword and notifying MCCH change [6]. 

The following information is transmitted by means of the DCI format 1C:


If the format 1C is used for very compact scheduling of one PDSCH codeword
- 1 bit indicates the gap value, where value 0 indicates 
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- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

Else
- Information for MCCH change notification – 8 bits as defined in section 5.8.1.3 of [6]

- Reserved information bits are added until the size is equal to that of format 1C used for very compact scheduling of one PDSCH codeword
5.3.3.1.4A
Format 1D

DCI format 1D is used for the compact scheduling of one PDSCH codeword in one cell with precoding and power offset information. 

The following information is transmitted by means of the DCI format 1D:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Localized/Distributed VRB assignment flag – 1 bit as defined in section 7.1.6.3 of [3]
- Resource block assignment – 
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- For localized VRB: 
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- 1 bit, the MSB indicates the gap value, where value 0 indicates 
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 bits provide the resource allocation 
- Modulation and coding scheme – 5bits as defined in section 7.1.7 of [3]

- HARQ process number – 3 bits (FDD), 4 bits (TDD)

- New data indicator – 1 bit

- Redundancy version – 2 bits

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink –downlink configurations and only applies to TDD operation with uplink –downlink configuration 1-6. This field is not present in FDD) – 2 bits

- TPMI information for precoding – number of bits as specified in Table 5.3.3.1.4A-1
TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2] corresponding to the single-layer transmission.

- Downlink power offset – 1 bit as defined in section 7.1.5 of [3]
Table 5.3.3.1.4A-1: Number of bits for TPMI information.

	Number of antenna ports 
at eNodeB
	Number 
of bits

	2
	2

	4
	4


If the number of information bits in format 1D belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 1D.
5.3.3.1.5
Format 2

The following information is transmitted by means of the DCI format 2:

- Carrier indicator – 0 or 3 bits. The field is present according to the definitions in [3].

- Resource allocation header (resource allocation type 0 / type 1) – 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource allocation type 0 is assumed.
- Resource block assignment:

- For resource allocation type 0 defined in section 7.1.6.1 of [3]: 

- 
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- For resource allocation type 1 as defined in section 7.1.6.2 of [3]: 
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- 1 bit indicates a shift of the resource allocation span
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where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]

- TPC command for PUCCH – 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink –downlink configurations and only applies to TDD operation with uplink –downlink configuration 1-6. This field is not present in FDD) – 2 bits

- HARQ process number - 3 bits (FDD), 4 bits (TDD)

- Transport block to codeword swap flag – 1 bit

In addition, for transport block 1: 

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

In addition, for transport block 2:

- Modulation and coding scheme – 5 bits as defined in section 7.1.7 of [3]

- New data indicator – 1 bit

- Redundancy version – 2 bits

Precoding information – number of bits as specified in Table 5.3.3.1.5-3

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑1.

In case one of the transport blocks is disabled as specified in section 7.1.7.2 of [3], the transport block to codeword swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5‑2.

Table 5.3.3.1.5-1: Transport block to codeword mapping
(two transport blocks enabled).

	transport block
to codeword
swap flag value
	codeword 0
(enabled)
	codeword 1
(enabled)

	0
	transport block 1
	transport block 2

	1
	transport block 2
	transport block 1


Table 5.3.3.1.5-2: Transport block to codeword mapping
(one transport block enabled).

	transport block 1
	transport block 2
	codeword 0
(enabled)
	codeword 1
(disabled)

	enabled
	disabled
	transport block 1
	-

	disabled
	enabled
	transport block 2
	-


The interpretation of the precoding information field depends on the number of enabled codewords according to Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5.  Note that TPMI indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]. For a single enabled codeword, indices 18 to 34 inclusive in Table 5.3.3.1.5-5 are only supported for retransmission of the corresponding transport block if that transport block has previously been transmitted using two layers with closed-loop spatial multiplexing.

If the number of information bits in format 2 belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 2.

Some entries in Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5 are used for indicating that the eNodeB has applied precoding according to PMI(s) reported by the UE. In these cases the precoding for the corresponding RB(s) in subframe n is according to the latest PMI(s) in an aperiodic CSI reported on or before subframe n-4. For aperiodic CSI mode 2-2: Precoding of scheduled resource blocks belonging to the reported preferred M subband(s) use precoder(s) according to the preferred M subband PMI indicated by the latest aperiodic CSI report; Precoding of scheduled resource blocks not belonging to the reported preferred M subband(s) use a precoder according to the wideband PMI indicated by the latest aperiodic CSI report.
Table 5.3.3.1.5-3: Number of bits for precoding information.

	Number of antenna ports at eNodeB
	Number of bits for precoding information

	2
	3

	4
	6


Table 5.3.3.1.5-4: Content of precoding information field for 2 antenna ports.

	One codeword: 

Codeword 0 enabled, 

Codeword 1 disabled
	Two codewords: 

Codeword 0 enabled, 

Codeword 1 enabled

	Bit field mapped to index
	Message
	Bit field mapped to index
	Message

	0
	2 layers: Transmit diversity
	0
	2 layers: Precoding corresponding to precoder matrix 
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	1
	1 layer: Precoding corresponding to precoding vector 
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	1
	2 layers: Precoding corresponding to precoder matrix 
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	2
	1 layer: Precoding corresponding to precoder vector 
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	2
	2 layers: Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s)



	3
	1 layer: Precoding corresponding to precoder vector 
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	3
	reserved

	4
	1 layer: Precoding corresponding to precoder vector 
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	4
	reserved

	5
	1 layer: 

Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s),

if RI=2 was reported, using 1st column multiplied by 
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	5
	reserved

	6
	1 layer:

Precoding according to the latest PMI report on PUSCH, using the precoder(s) indicated by the reported PMI(s),

if RI=2 was reported, using 2nd column multiplied by 
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	6
	reserved

	7
	reserved
	7
	reserved


Table 5.3.3.1.5-5: Content of precoding information field for 4 antenna ports.

	One codeword: 

Codeword 0 enabled, 

Codeword 1 disabled
	Two codewords: 

Codeword 0 enabled, 

Codeword 1 enabled

	Bit field mapped to index
	Message
	Bit field mapped to index
	Message

	0
	4 layers: Transmit diversity
	0
	2 layers: TPMI=0

	1
	1 layer: TPMI=0
	1
	2 layers: TPMI=1

	2
	1 layer: TPMI=1
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	15
	2 layers: TPMI=15

	16
	1 layer: TPMI=15
	16
	2 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	17
	1 layer: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)
	17
	3 layers: TPMI=0

	18
	2 layers: TPMI=0
	18
	3 layers: TPMI=1

	19
	2 layers: TPMI=1
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	32
	3 layers: TPMI=15

	33
	2 layers: TPMI=15
	33
	 3 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	34
	2 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)
	34
	4 layers: TPMI=0

	35 – 63
	reserved
	35
	4 layers: TPMI=1
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	49
	4 layers: TPMI=15

	
	
	50
	4 layers: Precoding according to the latest PMI report on PUSCH using the precoder(s) indicated by the reported PMI(s)

	
	
	51 – 63
	Reserved
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