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	Reason for change:
(

	Current 25.331 subclause 10.3.6.74a defines IE "Serving HS-DSCH cell information" with IE "Primary CPICH info" defined as optional. If this IE "Serving HS-DSCH cell information" is included in the IE "Target cell preconfiguration information (10.3.6.79a)", the IE "Primary CPICH info" is redundant as it is known already from IE "Radio link addition information". If the UTRAN was to include the IE "Primary CPICH info" and set it differently from that indicated in the IE "Radio link addition information" then it would not be clear how the UE should behave. 



	
	

	Summary of change:
(

	Specify that the IE "Primary CPICH info"  received in the IE "Serving HS-DSCH cell information" as part of the IE "Target cell preconfiguration information" should be consistent with the IE "Primary CPICH info" received as part of the IE " Radio Link Addition Information", else UE behaviour is unspecified.  
Impact analysis

Impacted functionality

HS-DSCH serving cell change with target cell preconfiguration. Impacts only the corrected functionality.
Inter-operability for change
If UE is implemented according to this CR but NW isn’t, then there could be inconsitency when there is a Primary CPICH info mismatch.
If NW is implemented according to this CR but UE isn’t, no interoperability issues are identified.


	
	

	Consequences if 
(

not approved:
	The ambiguity remains in the with regard to the operation of HS-DSCH serving cell change with target cell preconfiguration. These could lead to the UE failing to peform HS-DSCH cell change when intended by the network, or could lead to the UE attempting to perform a cell change when not intended by the network. 
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8.5.52
Actions related to TARGET_CELL_PRECONFIGURATION variable (FDD only)
When all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the UE has indicated support of Target Cell Pre-Configuration;

1>
the IE "Target cell preconfiguration information" is included in the Radio link addition information in the Active Set Update message;

the UE shall:

1>
in case the "Target cell preconfiguration information" IE is present for more than one radio link in the received active set update message, if the IE "Secondary E-DCH info common" is included in the IE "Target cell preconfiguration information" for this radio link, and the IE "Secondary E-DCH info common" has already been stored in the variable TARGET_CELL_PRECONFIGURATION for other radio links, the UE behaviour is unspecified;

1>
if the variable TARGET_CELL_PRECONFIGURATION already contains the information for this radio link:

2>
clear the old entry from the variable TARGET_CELL_PRECONFIGURATION.

1>
store the "Target cell preconfiguration information" in the variable TARGET_CELL_PRECONFIGURATION so that the configurations are to be applied later once the Target cell HS-SCCH order has been read from the target cell;

1>
store the configuration given in the IEs "Serving Cell Change MAC reset", "Serving Cell Change Message Type" and "Serving Cell Change Transaction Id" in the variable TARGET_CELL_PRECONFIGURATION to be applied later once the Target cell HS-SCCH order has been read from the target cell.

NOTE: 
If the IE "Primary CPICH info" is received in IE "Serving HS-DSCH cell information" as part of the IE "Target cell preconfiguration information" and is not the same value as the IE "Primary CPICH info" of the corresponding IE "Radio Link Addition Information" then the UE behaviour is unspecified.
If any of the above conditions is not met and the Radio Link is included in the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION, the UE shall:

1>
clear the entry from the variable TARGET_CELL_PRECONFIGURATION.
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