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<Start of modified section>

9.2.2.1.7
UE initiated detach / Abnormal case / Detach procedure collision

9.2.2.1.7.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE receives the DETACH REQUEST message from the network }

   then { the UE aborts the UE initiated detach procedure and completes the network initiated detach procedure }

}

(2)

with { UE in EMM-DEREGISTERED state }

ensure that {

  when { the UE has completed the network initiated detach procedure with re-attach required and the UE supports re-attach after DETACH collision }
   then { the UE initiates the attach procedure }

}
(3)

with { UE in EMM-DEREGISTERED state }

ensure that {

  when { the UE has completed the network initiated detach procedure with re-attach required and the UE does not support re-attach after DETACH collision }

   then { the UE does not initiate the attach procedure }

}
9.2.2.1.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4 and 5.5.2.3.2.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

d)
Detach procedure collision


If the UE receives a DETACH REQUEST message before the UE initiated detach procedure has been completed, it shall treat the message as specified in subclause 5.5.2.3.2  with the following modification: if the DETACH REQUEST message received by the UE contains detach type "re-attach required", and the UE initiated detach procedure is with detach type "EPS detach" or "combined EPS/IMSI detach", the UE need not initiate the attach or combined attach procedure.

[TS 24.301, clause 5.5.2.3.2]

When receiving the DETACH REQUEST message and the detach type indicates "re-attach required", the UE shall deactivate the EPS bearer context(s) including the default EPS bearer context locally without peer-to-peer signalling between the UE and the MME. The UE shall then send a DETACH ACCEPT message to the network and enter state EMM-DEREGISTERED. Furthermore, the UE shall, after the completion of the detach procedure, and the existing NAS signalling connection has been released, initiate an attach or combined attach procedure.

NOTE 1:
When detach type indicates "re-attach required", user interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
9.2.2.1.7.3
Test description

9.2.2.1.7.3.1
Pre-test conditions

System Simulator:

-
cell A.
UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (State 2) according to TS 36.508 [18].

9.2.2.1.7.3.2
Test procedure sequence

Table 9.2.2.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message. The UE starts timer T3421.
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	With T3421 still running the SS shall send DETACH REQUEST message with the Detach type IE indicating "re-attach required".
	<--
	DETACH REQUEST
	-
	-

	5
	Check: Does the UE transmit a DETACH ACCEPT message?
	-->
	DETACH ACCEPT
	1
	P

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 7a1-7b1 describe a behaviour which depends on the UE capability
	-
	-
	-
	-

	7a1
	VOID
	
	
	
	

	7a2
	IF pc_EPC_AutomaticAttachSwitchOn THEN
Check: The UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? 
	-->
	ATTACH REQUEST
	2
	P

	7a3-7a14
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	7a15
	 Cause UE to initiate detach.
	-
	-
	-
	-

	7a16
	Check: Does the UE transmit a DETACH REQUEST with the Detach Type IE indicating "normal detach" and "combined EPS/IMSI detach" or "EPS detach" depending on the UE configuration?
	-->
	DETACH REQUEST
	-
	-

	7a17
	The SS responds with DETACH ACCEPT message
	<--
	DETACH ACCEPT
	-
	-

	7a18
	The SS releases the RRC connection
	-
	-
	-
	-

	7b1
	ELSE IF NOT pc_Re_Attach_AfterDetachColl THEN Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message in the next 30s?
	-->
	ATTACH REQUEST
	3
	F

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA deregistered (E4) according to TS 36.508.
	-
	-
	-
	-


9.2.2.1.7.3.3
Specific message contents

Table 9.2.2.1.7.3.3-1: DETACH REQUEST (steps 2 and 7a16 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.7.3.3-2: DETACH REQUEST (step 4 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-12

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001
	re-attach required
	


Table 9.2.2.1.7.3.3-3: Message ATTACH REQUEST (step 7a2, Table 9.2.2.1.7.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	0001 or 0010
	EPS attach or  combined EPS/IMSI attach
	


<End of modified section>
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