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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	…..
	
	
	
	
	
	
	

	9.2.1.2.3
	Combined attach / Success / EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.4
	Combined attach / Success / EPS services only / CS domain not available
	Rel-8
	CXX
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and (CS/PS Mode 2 or CS/PS Mode 1 with IMS Support)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.5
	Combined attach / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.6
	Combined attach / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.7
	Combined attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.8
	Combined attach / Rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.9
	Combined attach / Rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.10
	Combined attach / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.11
	Combined attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.12
	Combined attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.13
	Combined attach / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.1.2.14
	Combined attach / rejected / Not authorized for this CSG
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.1.2.15
	Combined attach / Abnormal case / Handling of the EPS attach attempt counter
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down 
	pc_eFDD, pc_USIM_Removal
	
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	
	

	9.2.2.1.3
	UE initiated detach / EPS capability of the UE is disabled
	Rel-8
	C74
	UEs supporting E-UTRA and Disable EPS capability.
	pc_eFDD
pc_EPS_Disable
	
	

	
	
	
	
	
	pc_eTDD
pc_EPS_Disable
	
	

	9.2.2.1.4
	UE initiated detach / detach for non-EPS services
	Rel-8
	C106
	UEs supporting E-UTRA and detach for non-EPS services .
	pc_eFDD
pc_IMSI_Detach
	
	

	
	
	
	
	
	pc_eTDD
pc_IMSI_Detach
	
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / Local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.7
	UE initiated detach / Abnormal case / Detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.8
	UE initiated detach / Abnormal case / Detach and EMM common procedure collision
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.9
	UE initiated detach / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.1.10
	UE initiated detach / Mapped security context
	Rel-8
	C01
	UEs supporting E-UTRA and UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.1
	NW initiated detach / Re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.2.2.14
	NW initiated detach / Abnormal case / EMM cause not included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.1
	Normal tracking area update / Accepted
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.2
	Normal tracking area update / Accepted / "Active" flag set
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.4
	Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.5
	Periodic tracking area update / Accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.9
	Normal tracking area update / Correct handling of CSG list
	Rel-8
	C79
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	
	
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.12
	Normal tracking area update / Rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.13
	Normal tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and   EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.14
	Normal tracking area update / Rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.16
	Normal tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.19
	Normal tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.20
	Normal tracking area update / Rejected / Not authorized for this CSG
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.22
	Normal tracking area update / Abnormal case / access barred due to access class control or NAS signalling connection establishment rejected by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.25
	Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	 C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.26
	Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.27
	Normal tracking area update / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.28
	Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1
	Combined tracking area update / Successful
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1a
	Combined tracking area update / Successful / Check of last visited TAI and handling of TAI list, LAI and TMSI
	Rel-8
	C121
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.1b
	Combined tracking area update / successful / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined attach and registration to CS for SMS only
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.1c
	Combined tracking area update / Success / CS Fallback not preferred
	Rel-8
	C87
	UEs supporting E-UTRA , UTRA, combined EPS/IMSI attach (with or without pre-configuration) ,not sending “SMS only” in the “Additional update type” IE and configured to data centric.
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.2
	Combined tracking area update / Successful for EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.3
	Combined tracking area update / Successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.2.4
	Combined tracking area update / successful for EPS services only / CS domain not available 
	Rel-8
	CXX
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and (CS/PS Mode 2 or CS/PS Mode 1 with IMS Support
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.2.5
	Combined tracking area update / Rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.4-2/1 THEN R ELSE N/A

	C05
IF A.4.1-1/7 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
Void

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
Void

	C13
IF A.4.1-1/6 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 AND A.4.5-1/7 THEN R ELSE N/A

	C20
IF A.4.1-1/7  AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF A.4.1-1/6 AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF A.4.1-1/6 AND A.4.4-1/8 AND A.4.5-2/2 THEN R ELSE N/A

	C38
IF A.4.1-1/7 AND A.4.5-1/10 AND A.4.5-1/23 THEN R ELSE N/A

	C39
IF A.4.1-1/6 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.1-1/7 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/3 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 AND A.4.5-1/26 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 AND A.4.4-2/1THEN R ELSE N/A

	C48
IF A.4.1-1/6 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C49
IF A.4.4-1/6 AND A.4.4-1/10 THEN R ELSE N/A

	C50
Void

	C51
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/9 AND (A.4.4-1/12 OR A.4.4-1/13 OR A.4.4-1/14 OR A.4.4-1/15) THEN R ELSE N/A

	C52
IF A.4.1-1/4 AND A.4.4-1/16 THEN R ELSE N/A

	C53
IF A.4.4-1/17 THEN R ELSE N/A

	C54
IF A.4.4-1/18 THEN R ELSE N/A

	C55
IF A.4.4-1/19 THEN R ELSE N/A

	C56
IF (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C58
IF A.4.5-1/21 THEN R ELSE N/A

	C59
IF A.4.1-1/6 AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C62
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.1-1/7 THEN R ELSE N/A

	C63
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/30 THEN R ELSE N/A

	C64
IF A.4.4-1/20 THEN R ELSE N/A

	C65
Void

	C66
IF [8]A.1/4 AND A.4.4-1/21 THEN R ELSE N/A

	C67
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C68
IF A.4.4-1/6 AND A.4.4-1/22 THEN R ELSE N/A

	C69
IF A.4.4-1/6 AND A.4.4-1/23 THEN R ELSE N/A

	C70
IF A.4.4-1/24 THEN R ELSE N/A

	C71
IF A.4.2.1.1-1/4 THEN R ELSE N/A

	C72
IF [8]A.1/1 AND A.4.4-1/2 THEN O ELSE N/A 

	C73
IF [8]A.1/1 AND A.4.4-1/2 THEN R ELSE N/A

	C74
IF A.4.4-1/26 THEN R ELSE N/A

	C75
IF A.4.1-1/6 AND A.4.4-1/2 THEN O ELSE N/A

	C76
IF A.4.1-1/6 AND A.4.4-1/2 THEN R ELSE N/A

	C77
IF A.4.1-1/6 AND A.4.5-2/1THEN R ELSE N/A

	C78
IF A.4.1-1/6 AND A.4.5-2/2 THEN R ELSE N/A

	C79
IF A.4.4-1/2 THEN O ELSE N/A

	C80
IF A.4.4-1/2 THEN R ELSE N/A

	C81
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C82
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN O ELSE N/A

	C83
Void

	C84
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C85
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C86
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/4 THEN R ELSE N/A

	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A

	C89
IF A.4.1-1/7 AND A.4.4-1/29 THEN R ELSE N/A

	C90
IF A.4.1-1/7  AND A.4.5-1/23 THEN R ELSE N/A

	C91
IF A.4.1-1/6 AND A.4.5-1/22 THEN R ELSE N/A

	C92
IF A.4.1-1/3 AND A.4.5-1/26 THEN R ELSE N/A

	C93
IF A.4.1-1/4 AND A.4.5-1/24 THEN R ELSE N/A

	C94
IF A.4.1-1/7 AND A.4.4-1/2 THEN O ELSE N/A

	C95
IF A.4.1-1/7 AND A.4.4-1/2 THEN R ELSE N/A

	C96
IF A.4.5-1/10 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C97
IF A.4.4-1/30 THEN R ELSE N/A

	C98
IF (A.4.4-1/18  AND A.4.4-1/30) THEN R ELSE N/A

	C99
IF A.4.5-1/28 AND A.4.5-1/7 THEN R ELSE N/A

	C100
IF A.4.5-1/29 AND A.4.5-1/7 THEN R ELSE N/A

	C101
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3) THEN R ELSE N/A

	C102
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) TEN R ELSE N/A

	C103
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.2-1/1 THEN R ELSE N/A

	C104
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.4-1/31 THEN R ELSE N/A

	C105
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C106
IF A.4.4-1/34 THEN R ELSE N/A

	C107
IF A.4.1-1/7 AND A.4.5-1/9 AND A.4.5-1/23 THEN R ELSE N/A

	C108
IF A.4.1-1/7 AND A.4.5-1/9 AND A.4.5-1/23 THEN R ELSE N/A

	C109
IF A.4.2.1.1-1/4 AND (4.4-1/35 OR 4.4-1/36 OR A.4.4-1/37) THEN R ELSE N/A

	C110
IF A.4.5-1/9 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C111
IFA4.4-1/38 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C112
IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.4-1/32 AND A.4.4-1/33 THEN R ELSE N/A

	C113
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C114
IF A.4.1-1/7 AND A.4.4-1/39 THEN R ELSE N/A

	C115
IF ( A.4.1-1/7 AND NOT  A.4.4-2/5 ) THEN R ELSE N/A

	C116
IF A.4.1-1/4 AND A.4.2.1.1-1/6 THEN R ELSE N/A

	C117
IF A.4.1-1/6 AND (([8]A.18a/14 AND [8]A.18a/18) OR  ([8]A.18b/10 AND [8]A.18b/14))  AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C118
IF A.4.4-1/2 AND A.4.5-1/25 THEN R ELSE N/A

	C119
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-1/22 THEN R ELSE N/A

	C120
IF A.4.5-1/3 AND A.4.5-1/7 AND A.4.4-1/40 AND A.4.4-1/41 THEN R ELSE N/A

	C121
IF A.4.4-2/2 AND A.4.1-1/6 THEN R ELSE N/A

	C122
IF A.4.1-1/7 AND A.4.4-1/5 THEN R ELSE N/A

	CXX
IF A.4.4-2/2 AND (A.4.4-2/5 or (A.4.4-2/4 AND A.4.4-1/25)) THEN R ELSE N/A
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