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Change 1

Method name(s)
fl_TC_9_2_1_1_24_Body 

Reason for change
At step 14 UE will camp to cell A but if SS transmit the DL timing advance during contention resolution, UE will consider Contention Resolution not successful.

According to 36.321, clasue 5.1.5:

Once Msg3 is transmitted, the UE shall:

-
if notification of a reception of a PDCCH transmission is received from lower layers, the UE shall:

…

-
else if the CCCH SDU was included in Msg3 and the PDCCH transmission is addressed to its Temporary C-RNTI:

-
if the MAC PDU is successfully decoded:

-
stop mac-ContentionResolutionTimer;

-
if the MAC PDU contains a UE Contention Resolution Identity MAC control element; and

-
if the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in Msg3:

-
consider this Contention Resolution successful and finish the disassembly and demultiplexing of the MAC PDU;

-
set the C-RNTI to the value of the Temporary C-RNTI;

-
discard the Temporary C-RNTI;

-
consider this Random Access procedure successfully completed.

-
else

-
discard the Temporary C-RNTI;

-
consider this Contention Resolution not successful and discard the successfully decoded MAC PDU.

Summary of change
Disable TA on Cell A after Step 2.

Source of change
NAS_Attach_EOnly.ttcn

Before change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

………

   //@siclog "Step 2" siclog@

    v_NAS_Ind:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    //@siclog "Step 3" siclog@
    v_CellPowerList := {

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE )

    } 

…..

}

After change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

…………

 //@siclog "Step 2" siclog@

    v_NAS_Ind:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_StopULGrantTransmission_No_PUCCH_Sync(eutra_CellA, cs_TimingInfo_Now);  //Anite Change
    //@siclog "Step 3" siclog@

    v_CellPowerList := {

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE )

    }

…………..

}

4.1 Change 2

Testcase name
9.2.1.1.24

Reason for change
TAI list in Attach Accept at Step 11 should include the TAI of Cell B (TAC 2).

Summary of change
Changed TAI list to include TAC of Cell B (TAC 2)

Source of change
NAS_Attach_EOnly.ttcn

Before change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

………

//@siclog "Step 11" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

    // @sic R5s110116 change 1 sic@

    v_AttachAccept := cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                     cs_508_ATTACH_ACCEPT (v_AttachType,

                                                                           cs_TrackingAreaIdListDef_lv,
                                                                           f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams1),

                                                                           v_LAI,

                                                                           v_MSId,

                                                                           omit,

                                                                           f_GetAdditionalUpdateResult(v_NAS_Ind.Pdu.Msg.aTTACH_REQUEST.addUpdateType,EPS_Only)), // @sic R5s110176 sic@

                                                     cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                               v_EPS_TI,

                                                                                               v_APN,

                                                                                               f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                                               -,

                                                                                               f_GetDefPCOforPCSCFAddress (v_Pco)));

    v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_CellB );

…..

}

After change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

………

//@siclog "Step 11" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

    // @sic R5s110116 change 1 sic@

    v_AttachAccept := cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                     cs_508_ATTACH_ACCEPT (v_AttachType,

                                                                            cs_TrackingAreaIdListDef_lv_TAC2,   //Anite Change
                                                                           f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams1),

                                                                           v_LAI,

                                                                           v_MSId,

                                                                           omit,

                                                                           f_GetAdditionalUpdateResult(v_NAS_Ind.Pdu.Msg.aTTACH_REQUEST.addUpdateType,EPS_Only)), // @sic R5s110176 sic@

                                                     cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                               v_EPS_TI,

                                                                                               v_APN,

                                                                                               f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                                               -,

                                                                                               f_GetDefPCOforPCSCFAddress (v_Pco)));

    v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_CellB );

….

}

Change 3

Method name(s)
EPS_NAS_Templates

Reason for change
Refer to details in Change 2

Summary of change
Added template for Cell B (TAC 2)

Source of change
EPS_NAS_Templates.ttcn

Before Change:

module EPS_NAS_Templates {

…..

template (value) TrackingAreaIdList cs_TrackingAreaIdListDef_lv := cs_TAIListNonConsecutive_lv (tsc_PLMN1, {tsc_TAC1});    /* @status    APPROVED */

template (value) TrackingAreaIdList cs_TrackingAreaIdListDef_tlv := cds_TAIListNonConsecutive_tlv (tsc_PLMN1, {tsc_TAC1}); /* @status    APPROVED */

template TrafficFlowTemplate cr_Tft (B3_Type p_Code) :=

{ /* 24.301 cl. 9.9.4.13 -> 24.008 cl. 10.5.6.12 */

  /* @status    APPROVED */

  iei := omit, /* present in case of TLV; omit in case of LV */

  iel := ?,

  tftOperationCode := p_Code,

  eBit := ?,

  noOfPktFilter := complement ('0000'B), // value must be greater than 0 and <= 16 (only 4 bits)

  packetFilterList := ?,

  parameterList := *

};

….

}

After Change:

module EPS_NAS_Templates {

…..

template (value) TrackingAreaIdList cs_TrackingAreaIdListDef_lv := cs_TAIListNonConsecutive_lv (tsc_PLMN1, {tsc_TAC1});    /* @status    APPROVED */

template (value) TrackingAreaIdList cs_TrackingAreaIdListDef_tlv := cds_TAIListNonConsecutive_tlv (tsc_PLMN1, {tsc_TAC1}); /* @status    APPROVED */

template (value) TrackingAreaIdList cs_TrackingAreaIdListDef_lv_TAC2 := cs_TAIListNonConsecutive_lv (tsc_PLMN1, {tsc_TAC2});  //Anite Change
template TrafficFlowTemplate cr_Tft (B3_Type p_Code) :=

{ /* 24.301 cl. 9.9.4.13 -> 24.008 cl. 10.5.6.12 */

  /* @status    APPROVED */

  iei := omit, /* present in case of TLV; omit in case of LV */

  iel := ?,

  tftOperationCode := p_Code,

  eBit := ?,

  noOfPktFilter := complement ('0000'B), // value must be greater than 0 and <= 16 (only 4 bits)

  packetFilterList := ?,

  parameterList := *

};

….

}

Change 4

Method name(s)
fl_TC_9_2_1_1_24_Body

Reason for change
Refer to Change 2) above for details. UE will transmit the TAI of Cell B as the last visited TAI in the Attach Request at Step 16.

Summary of change
Changed to expected TAI of Cell B (TAC 2)

Source of change
NAS_Attach_EOnly.ttcn

Before change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

………..

//@siclog "Step 16" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                    cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                      cdr_ATTACH_REQUEST_WithGuti(v_AttachType,

                                                                                                  v_AdditionalUpdateType,

                                                                                                  f_EUTRA_SecurityKSIasme_Get(),

                                                                                                  f_GutiParameters2MobileIdentity(omit, v_GutiParams1),

                                                                                                  cr_TAI( v_PLMN, tsc_TAC1)),

                                                                      cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                      f_GetPdnType() ))))-> value v_ReceivedAsp;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "step 16"); 

…….

}

After change:

function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC

  { 

…………

//@siclog "Step 16" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                    cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                      cdr_ATTACH_REQUEST_WithGuti(v_AttachType,

                                                                                                  v_AdditionalUpdateType,

                                                                                                  f_EUTRA_SecurityKSIasme_Get(),

                                                                                                  f_GutiParameters2MobileIdentity(omit, v_GutiParams1),

                                                                                                  cr_TAI( v_PLMN, tsc_TAC2)),

                                                                      cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                      f_GetPdnType() ))))-> value v_ReceivedAsp;

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "step 16");

………..

}
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