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11.2.3.1
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Work Item
	Clauses affected
	Remarks

	25.211
	0289
	-
	Rel-11
	Introduction of Uplink Closed Loop Transmit Diversity for HSPA
	B
	10.0.0
	R1-114372
	HSPA_UL_TxDiv-CL-Core
	2, 3.2, 5.2.0 (new section), 5.2.1, 5.3.1, 5.3.2, 5.3.3, 6.1, 7.1, 7.6.3, 7.14(new section)
	

	25.212
	0297
	1
	Rel-11
	Introduction of Uplink Closed Loop Transmit Diversity for HSPA
	B
	10.1.0
	R1-114381
	HSPA_UL_TxDiv-CL-Core
	3.3, 4.4.2B (new section), 4.4.4, 4.6C.2.2.3 (New section)
	

	25.213
	0110
	1
	Rel-11
	Introduction of Uplink Closed Loop Transmit Diversity for HSPA
	B
	10.0.0
	R1-114382
	HSPA_UL_TxDiv-CL-Core
	3.2, 4.2.1, 4.2.1.4 (new section), 4.2.4 (new section), 4.3.1.2.1, 4.4.2, 5.2.1, 5.2.2
	

	25.214
	0663
	-
	Rel-11
	Introduction of Uplink Closed Loop Transmit Diversity for HSPA
	B
	10.4.0
	R1-114374
	HSPA_UL_TxDiv-CL-Core
	3.2, 4.3.4, 5.1.2.5D (new section), 5.1.2.6, 5.2.17 (new section), 6C.2, 10 (new section), 10.1, 10.2, 10.3, 10.4, 10.5
	

	25.215
	0199
	-
	Rel-11
	Introduction of Uplink Closed Loop Transmit Diversity for HSPA
	B
	10.0.0
	R1-114373
	HSPA_UL_TxDiv-CL-Core
	5.1.7
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