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	Tmeasure for lower priority carriers provide for measurement of interfrequency and interRAT carriers at a lower rate to allow for UE power saving. In the context of higher priority reselection, search is performed every 60s rather than continuously so shorter values of  Tmeasure can be used to reduce reselection delay. 
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	For higher priority cells, a UE may optionally use a shorter value for TmeasureFDD and TmeasureE-UTRA ,which shall not be less than Max(0.64 s, one DRX cycle).
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4.2.2.7
Maximum interruption in paging reception

UE shall perform the cell re-selection with minimum interruption in monitoring downlink channels for paging reception.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed 50 ms.
At inter-frequency and inter-RAT cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels for paging reception of the target inter-frequency cell. For inter-frequency cell re-selection the interruption time must not exceed - TSI + 50 ms. For inter-RAT cell re-selection the interruption time must not exceed TBCCH + 50 ms for GSM or TSI-EUTRA + [50 ms] for E-UTRA.

TSI is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell.

TBCCH is the maximum time allowed to read BCCH data from a GSM cell [21]. 

TSI-EUTRA is the maximum time allowed to read system information from a E-UTRA cell [24].

These requirements assume sufficient radio conditions, so that decoding of system information can be made without errors and does not take into account cell re-selection failure.

Table 4.1: TmeasureFDD, TevaluateFDD, TmeasureTDD, TevaluateTDD, and TmeasureGSM
	DRX cycle length [s]
	Nserv [number of DRX cycles]
	TmeasureFDD [s] (number of DRX cycles)
	TevaluateFDD [s] (number of DRX cycles)
	TmeasureTDD [s] (number of DRX cycles)
	TevaluateTDD [s] (number of DRX cycles)
	TmeasureGSM [s] (number of DRX cycles)

	0.08
	4
	0.64 (8 DRX cycles)
	2.56 (32 DRX cycles)
	0.64 (8 DRX cycles)
	2.56 (32 DRX cycles)
	2.56 (32 DRX cycles)

	0.16
	4
	0.64 (4)
	2.56 (16)
	0.64 (4)
	2.56 (16)
	2.56 (16)

	0.32
	4
	1.28 (4)
	5.12 (16)
	1.28 (4)
	5.12 (16)
	5.12 (16)

	0.64
	4
	1.28 (2)
	5.12 (8)
	1.28 (2)
	5.12 (8)
	5.12 (8)

	1.28
	2
	1.28 (1)
	6.4 (5)
	1.28 (1)
	6.4 (5)
	6.4 (5)

	2.56
	2
	2.56 (1)
	7.68 (3) 
	2.56 (1)
	7.68 (3) 
	7.68 (3)

	5.12
	1
	5.12 (1)
	10.24 (2)
	5.12 (1)
	10.24 (2)
	10.24 (2)


Table 4.2: TdetectE-UTRA, TmeasureE-UTRA and TevaluateEUTRA
	DRX cycle length [s]
	TdetectE-UTRA [s]
	TmeasureE-UTRA [s]

(number of DRX cycles)
	TevaluateEUTRA [s] (number of DRX cycles)

	0.08
	30
	2.56 (32)
	7.68 (96)

	0.16
	
	2.56 (16)
	7.68 (48)

	0.32
	
	5.12 (16)
	15.36 (48)

	0.64
	
	5.12 (8)
	15.36 (24)

	1.28
	
	6.4 (5)
	19.2 (15)

	2.56
	60
	7.68 (3)
	23.04 (9)

	5.12
	
	10.24 (2)
	30.72 (6)


For higher priority cells, a UE may optionally use a shorter value for TmeasureFDD and TmeasureE-UTRA ,which shall not be less than Max(0.64 s, one DRX cycle).
In idle mode, UE shall support DRX cycles lengths 0.64, 1.28, 2.56 and 5.12 s, according to [16].
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