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<START OF FIRST MODIFIED SECTION>
10.3.4.0
Default configuration identity

This information element identifies a default radio parameter configuration.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Default configuration identity
	MP
	
	Integer (0..10
	The corresponding default configurations are specified in 13.7. 
For TDD, default configurations 0, 1, 5, 6 and 7 are incorrect and they should not be used in this version of the specification.
	

	
	
	
	11, 12
	Default configuration 12 is incorrect and it should not be used in this version of the specification
	REL-4

	
	
	
	13)
	Default configuration ID 2 is not used.
	REL-5


<START OF NEXT MODIFIED SECTION>
13.7
Parameter values for default radio configurations

The UE shall support the use of the default radio configurations that are specified in the following.

NOTE 1:
These configurations are based on [41] and cover a number of RAB and signalling connection configurations.

In the table that is used to specify the parameter values for these default configurations, the following principles are used:

-
Optional IEs that are not used are omitted;

-
In case no parameter value is specified in a column, this means the value given the previous (left side) column applies.

NOTE 2:
If needed, signalling radio bearer RB4 is established after the completion of handover.

NOTE 3:
For each default configuration, the value of FDD, 3.84 Mcps TDD and 1.28 Mcps TDD parameters are specified. All parameters apply to FDD, 3.84 Mcps TDD and 1.28 Mcps TDD modes, unless explicitly stated otherwise. It should be noted that in this respect default configurations differ from pre-defined configurations, which only include parameter values for one mode.

NOTE 4:
The transport format sizes, indicated in the following table, concern the RLC PDU size, since all configurations concern dedicated channels. The transport block sizes indicated in TS 34.108 are different since these include the size of the MAC header.

NOTE 5:
The tabular values included in this subclause, represent the actual IE values as in clause 10, and not the ASN.1 representation of these values.
NOTE 6: 
Default configuration 12 is incorrect and it should not be used in this version of the specification.
NOTE 7:
For TDD, default configurations 0, 1, 5, 6 and 7 are incorrect and they should not be used in this version of the specification.
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