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9.1
RSRP

9.1.1
FDD Intra frequency RSRP Accuracy

9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy

9.1.1.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.1.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
---------- there are many sections skipped here ----
9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP

9.1.1.2.1
Test purpose

To verify that the FDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.

9.1.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.1.1.2.3
Minimum conformance requirements

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
----- there are many sections skipped here -----
9.1.2
TDD Intra frequency RSRP Accuracy

9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy

9.1.2.1.1
Test purpose

To verify that the TDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.1.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
----------- there are many sections skipped here ----

9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP

9.1.2.2.1
Test purpose

To verify that the TDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.
9.1.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.1.2.2.3
Minimum conformance requirements
The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
----------- there are many sections skipped here ----
9.1.3
FDD Inter frequency RSRP Accuracy

9.1.3.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy

9.1.3.1.1
Test purpose

To verify that the FDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
------- there are many sections skipped here ---------

9.1.3.2
FDD - FDD Inter Frequency Relative Accuracy of RSRP

9.1.3.2.1
Test purpose

To verify that the FDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.

9.1.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.3.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
---------- there are many sections skipped here ----

9.1.4
TDD Inter frequency RSRP Accuracy

9.1.4.1
TDD - TDD Inter Frequency Absolute RSRP Accuracy

9.1.4.1.1
Test purpose

To verify that the TDD inter-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
-------- there are many sections skipped here -----------

9.1.4.2
TDD - TDD Inter Frequency Relative Accuracy of RSRP

9.1.4.2.1
Test purpose

To verify that the TDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for all bands.

9.1.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.4.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
-------- there are many sections skipped here -----

9.2
RSRQ

9.2.1
FDD Intra frequency RSRQ Accuracy

9.2.1.1
FDD Intra Frequency Absolute RSRQ Accuracy

9.2.1.1.1
Test purpose

To verify that the FDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.

9.2.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.2.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
------ there are many sections skipped here ------------

9.2.2
TDD Intra frequency RSRQ Accuracy

9.2.2.1
TDD Intra Frequency Absolute RSRQ Accuracy

9.2.2.1.1
Test purpose

To verify that the TDD intra frequency absolute RSRQ measurement accuracy is within the specified limit for all TDD bands.

9.2.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 16.
9.2.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
---- there are many sections skipped here ---

9.2.3
FDD - FDD Inter frequency RSRQ Accuracy

9.2.3.1
FDD - FDD Inter Frequency Absolute RSRQ Accuracy

9.2.3.1.1
Test purpose

To verify that the FDD - FDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.

9.2.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.3.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
---------- there are many sections skipped here ----

9.2.3.2
FDD - FDD Inter Frequency Relative Accuracy of RSRQ

9.2.3.2.1
Test purpose

To verify that the FDD - FDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands.

9.2.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.3.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
 ---- there are many sections skipped here ----

9.2.4
TDD - TDD Inter frequency RSRQ Accuracy

9.2.4.1
TDD - TDD Inter Frequency Absolute RSRQ Accuracy

9.2.4.1.1
Test purpose

To verify that the TDD - TDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for all bands.

9.2.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.4.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
---- there are many sections skipped here ----

9.2.4.2
TDD - TDD Inter Frequency Relative Accuracy of RSRQ

9.2.4.2.1
Test purpose

To verify that the TDD - TDDinter frequency relative accuracy measurement of RSRQ is within the specified limit for all bands. 

9.2.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 16 and 25.

9.2.4.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
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