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{Start of modified sections}
7.1
UE Transmit Timing

7.1.1
E-UTRAN FDD - UE Transmit Timing Accuracy

Editor’s note: The applicability of this test case for Release 8 UEs not supporting FGI bit 5 is TBD.

Editor’s note: This test case is incomplete. The following aspects are either missing or not determined:

· The Test Tolerances and Test limits for the UE Transmit Timing Accuracy test cases do not currently include the effects of allowed UE frequency error, or UE time adjustment quantisation
· It is not clear whether the Core requirements in TS 36.133 are complete
7.1.1.1
Test purpose

To verify the UE have the capability to follow the frame timing change of the connected System Simulator. The method used is that the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, and the minimum and maximum adjustment rate are within the specified limits based on the requirements.
<<Unchanged sections omitted>>
7.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 7.1.1.4.3-1: Common Exception messages for UE transmit timing accuracy for E-UTRAN FDD test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-2


Table 7.1.1.4.3-2: RRCConnectionReconfiguration: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            explicitValue
	MAC-MainConfig-RBC
	
	

	        }
	
	
	

	        physicalConfigDedicated 
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	      }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.4.3-3: SoundingRS-RL-ConfigCommon-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-21 SoundingRS-UL-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	setup SEQUENCE {
	
	
	

	  srs-BandwidthConfig
	
	Set according to specific test; bw5 for Test 1 and Test 2 and bw7 for Test 3
	

	  srs-SubframeConfig
	
	Set according to specific test; sc1 for Test 1 and Test 3 and sc3 for Test 2
	FDD

	  ackNackSRS-SimultaneousTransmission
	FALSE
	
	

	  srsMaxUpPts
	Not present
	
	FDD

	}
	
	
	


Table 7.1.1.4.3-4: SoudingRS-UL-ConfigDedicated-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-22 SoundingRS-UL-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw0
	bw0 used with no frequency hopping. bw3 used with frequency hopping
	

	    srs-HoppingBandwidth
	hbw0
	
	

	    freqDomainPosition
	0
	
	

	    Duration
	TRUE
	Indefinite duration
	

	    srs-ConfigIndex
	
	Set according to specific test; 0 for Test 1 and 77 for Test 2 and 0 for Test 3
	

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	No cyclic shift
	

	  }
	
	
	

	 }
	
	
	


Table 7.1.1.4.3-5: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement for Test 2
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  dl-SCH-Config SEQUENCE {}
	Not present
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_S

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	sf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf80 typical value in simulations
	

	        sf80
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	


Table 7.1.1.4.3-6: CQI-ReportConfig-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	This IE should be ommited for test 3
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


Table 7.1.1.4.3-7: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  timeAlignmentTimerDedicated
	Infinity
	
	


7.1.1.5
Test requirement

Tables 7.1.1.5-1, 7.1.1.5-2 and 7.1.1.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN FDD test. 

Tables 7.1.1.5-4, 7.1.1.5-5 and the rules for adjustments made to the UE uplink timing include Test Tolerances.

<<Unchanged sections omitted>>
7.1.2
E-UTRAN TDD - UE Transmit Timing Accuracy

Editor’s note: The applicability of this test case for Release 8 UEs not supporting FGI bit 5 is TBD.

Editor’s note: This test case is incomplete. The following aspects are either missing or not determined:

· The Test Tolerances and Test limits for the UE Transmit Timing Accuracy test cases do not currently include the effects of allowed UE frequency error, or UE time adjustment quantisation
· It is not clear whether the Core requirements in TS 36.133 are complete
7.1.2.1
Test purpose

To verify the UE have the capability to follow the frame timing change of the connected System Simulator. The method used is that the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, and the minimum and maximum adjustment rate are within the specified limits based on the requirements.
<<Unchanged sections omitted>>

Table 7.1.2.4.3-6: CQI-ReportConfig-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN TDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	This IE should be ommited for test 3
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


<<Unchanged sections omitted>>

{End of modified sections}
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