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	Reason for change:
(

	Currently TS 36.508 doesn't allow to include PCO information element in the following messages:

DEACTIVATE EPS BEARER CONTEXT ACCEPT
MODIFY EPS BEARER CONTEXT ACCEPT
PDN DISCONNECT REQUEST
However as per core specification it is allowed to include PCO in these messages.

24.301 section 6.6.1.3:
“The UE may include a Protocol configuration options IE on EPS bearer context activation, EPS bearer context deactivation, EPS bearer context modification, PDN connectivity request, PDN disconnect request, bearer resource allocation request and bearer resource modification request if the UE wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the PDN GW.
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	Update the relevant sections to allow UE to include PCO.
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	Compliant UEs which send PCO in TC using these messages will haved unjustified failed verdict.
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4.7.3
Contents of ESM messages

Text skip
-
DEACTIVATE EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.

Table 4.7.3-11: DEACTIVATE EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.9

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in DEACTIVATE EPS BEARER CONTEXT REQUEST message.
	
	

	Procedure transaction identity
	'0000 0000'B
	No procedure transaction identity assigned
	

	Deactivate EPS bearer context accept message identity
	'1100 1110'B
	Deactivate EPS bearer context accept
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

Text skip
-
MODIFY EPS BEARER CONTEXT ACCEPT
This message is sent by the UE to the SS.

Table 4.7.3-16: MODIFY EPS BEARER CONTEXT ACCEPT

	Derivation Path: 24.301 clause 8.3.14

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	The same value as the value set in MODIFY EPS BEARER CONTEXT REQUEST message.
	
	

	Procedure transaction identity
	'0000 0000'B
	No procedure transaction identity assigned
	

	Modify EPS bearer context accept message identity
	'1100 1010'B
	Modify EPS bearer context accept
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

Text skip
-
PDN DISCONNECT REQUEST
This message is sent by the UE to the SS.

Table 4.7.3-22: PDN DISCONNECT REQUEST

	Derivation Path: 24.301 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN disconnect request message identity
	'1101 0010'B
	PDN disconnect request
	

	Linked EPS bearer identity
	The EPS bearer identity of the associated default bearer.
	
	

	Spare half octet
	'0000'B
	
	

	Protocol configuration options
	Not present or any allowed value
	
	


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.
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