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	Reason for change:
(

	With current default settings in section 4.8.2.1.6, the UE does not get the cqi-ReportConfig and soundingRS-LU-ConfigDedicated during RRC connection establishment, it gets the configuration later on during RRC connection reconfiguration. On the other hand, current TTCN implementation is such that the SS gets configured with these 2 parameters from the beginning of the test case and it does not need to be reconfigured. This simplifies the TTCN implementation as scheduled RRC connection reconfiguration can be avoided but at the same time produces an inconsistency between the SS and UE configuration with regards to CQI reporting and UL SRS between the RRC connection establishment and the RRC connection reconfiguration. This can result in HARQ errors as the SS is expecting CQI reporting and applying UL SRS decoding rules while the UE is not. 
In order to solve the inconsistency, it is proposed to configure QCI reporting and UL SRS during RRC connection establishment. 



	
	

	Summary of change:
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	New section 6.6B was added for Physical Layer configurations for SIG test cases. The configuration in new table Table 6.6B.1.1.1-1 differs from the configuration in default table 4.8.2.1.6-1 in 2 settings: cqi-ReportConfig and soundingRS-LU-ConfigDedicated are also configured for SRB1 condition. 
A note was added to table 4.8.2.1.6-1 indicating that for signaling tests, table 6.6B.1.1.1-1 applies. 

Fixed typo in soundingRS-UL-ConfigDedicated in tables 4.8.2.1.6-1 and 5.5.1.2-1.
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4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC or RBC-HO

	  soundingRS-UL-ConfigDedicated
	Not present
	
	SRB1

	
	SoundingRS-UL-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	
	Not present
	
	RBC

	}
	
	
	

	Note: For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover


<<Section Skipped here>>
5.5.1.2
Physical Layer configurations

Table 5.5.1.2-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC

	  cqi-ReportConfig
	Not present
	
	SRB1

	
	Not present
	
	RBC

	  soundingRS-UL-ConfigDedicated
	Not present
	
	SRB1

	
	Not present
	
	RBC

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	Not present
	
	SRB1

	
	Not present
	See subclause 4.6.3
	RBC

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


<<Section Skipped here>>
6.6B
Reference radio bearer configurations
6.6B.1
SRB and DRB parameters and combinations

6.6B.1.1
SRB and DRB parameters

6.6B.1.1.1
Physical Layer configurations

Table 6.6B.1.1.1-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO

	  soundingRS-UL-ConfigDedicated
	SoundingRS-UL-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	
	Not present
	
	RBC

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover
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