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Overview

This document lists a TTCN change needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D11wk49’.
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Corrections 

Change 1 – Correction to f_GERAN_SwitchPowerOff()

Template name
f_GERAN_SwitchPowerOff

Reason for change
TLLI has to be deleted upon GPRS detach of the UE; this is not considered in f_GERAN_SwitchPowerOff().

Summary of change
Reset of TLLI is handled in new sub-module.

TTCN module
GERAN_CommonFunctions.ttcn

MCC160 Comment


Before change

  //----------------------------------------------------------------------------
  /*
   * @desc      To switch off the UE and potentially receive the Detach Request message
   * @param     p_CellId
   * @param     p_AttachType
   * @status    APPROVED
   */
  function f_GERAN_SwitchPowerOff(GERAN_CellId_Type p_CellId, UTRAN_GERAN_ATTACH_Type p_AttachType) runs on GERAN_PTC
  {
    var B2_Type v_Nmo := f_GERAN_NMO_Get ( p_CellId );
    var GERAN_POSTAMBLE_CONDITIONS v_Geran_Postamble_Condition := fl_GERAN_SetPostambleCondition (p_AttachType); // @sic R5s110176 sic@
    if (pc_SwitchOnOff) // The UE can actually be switched off
      {
        f_UT_SwitchOffUE (UT, false);
        if ((v_Geran_Postamble_Condition == GERAN_C3) or (v_Geran_Postamble_Condition == GERAN_C2 and v_Nmo == '01'B)) {
          // Then expect an IMSI Detach
          G_L2.receive (car_G_L2_Estab_IND (p_CellId, ?, ?, ?, cr_G_Imsi_DetachInd));
        }
        if (v_Geran_Postamble_Condition != GERAN_C3) { // as long as GPRS is supported
          f_GPRS_ReceiveUplinkMsg (p_CellId, car_G_LLC_UnitData_IND ( cr_G_DetachRequest( cr_DetachTypeOnSwitchOff, cdr_MobileIdTMSI_tlv(?))));
        }
      }
    else
      {// The power must be removed from the UE
        f_UT_PowerOffUE (UT);
      }
  }// end of f_GERAN_DetachOnSwitchOff


After change

  //----------------------------------------------------------------------------
  /*
   * @desc      To switch off the UE and potentially receive the Detach Request message
   * @param     p_CellId
   * @param     p_AttachType
   * @status    APPROVED
   */
  function f_GERAN_SwitchPowerOff(GERAN_CellId_Type p_CellId, UTRAN_GERAN_ATTACH_Type p_AttachType) runs on GERAN_PTC
  {
    var B2_Type v_Nmo := f_GERAN_NMO_Get ( p_CellId );
    var GERAN_POSTAMBLE_CONDITIONS v_Geran_Postamble_Condition := fl_GERAN_SetPostambleCondition (p_AttachType); // @sic R5s110176 sic@

var TLLI v_NewTLLI, v_TLLI;
    if (pc_SwitchOnOff) // The UE can actually be switched off
      {
        f_UT_SwitchOffUE (UT, false);
        if ((v_Geran_Postamble_Condition == GERAN_C3) or (v_Geran_Postamble_Condition == GERAN_C2 and v_Nmo == '01'B)) {
          // Then expect an IMSI Detach
          G_L2.receive (car_G_L2_Estab_IND (p_CellId, ?, ?, ?, cr_G_Imsi_DetachInd));
        }
        if (v_Geran_Postamble_Condition != GERAN_C3) { // as long as GPRS is supported
          f_GPRS_ReceiveUplinkMsg (p_CellId, car_G_LLC_UnitData_IND ( cr_G_DetachRequest( cr_DetachTypeOnSwitchOff, cdr_MobileIdTMSI_tlv(?))));
        }
      }
    else
      {// The power must be removed from the UE
        f_UT_PowerOffUE (UT);
      }

v_TLLI := f_GERAN_TLLI_Get(p_CellId);

if (tsc_TLLI_Initial != v_TLLI)  //if the TLLI hasn't changed, don't bother calling LLCAssignReq

{

  f_LLC_TLLI_Assign (p_CellId, v_TLLI, tsc_TLLI_Initial);

  f_GERAN_OldTLLI_Set(p_CellId, v_TLLI);
      f_GERAN_TLLI_Set(p_CellId, tsc_TLLI_Initial);
    }

}// end of f_GERAN_DetachOnSwitchOff
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