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Change 1

Testcase name
7.2.3.8

Protocol
RLC

Function Name
fl_EUTRA_7_2_3_8_TestBody

Reason for change
This test case involves transmission and reception of 512 RLC PDU’s in 2 sets. In order to achieve this SS needs to be preconfigured well in advance. However this is not taken care in the expected sequence

Note: Similar changes were added for test case 7.2.3.6, 7.2.3.7. prose CR will be submitted at the next RAN5 meeting.

Summary of change
Added 50 frames to configuring SS.

Source of change
File : RLC_AM_Testcases.ttcn

Before:
function fl_EUTRA_7_2_3_8_TestBody(inout RLC_SS_State p_RLC_Rec)

  runs on EUTRA_PTC

{ // @sic R5s090375 sic@

---

---

  // 3. send the list of SDUs

  // at least 100 ms to wait for having an accurate reference to start

  // subframe number 0 required to fit with the TDD subframe offsets

  v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1);
  DRB.send (cas_DRB1_RLCAmDataReq_List (eutra_Cell1,

                                        cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                        v_SubframeDataList));

  //@siclog "Step 2" siclog@

---

---

} // fl_EUTRA_7_2_3_8_TestBody

After:
function fl_EUTRA_7_2_3_8_TestBody(inout RLC_SS_State p_RLC_Rec)

  runs on EUTRA_PTC

{ // @sic R5s090375 sic@

---

---

  // 3. send the list of SDUs

  // at least 100 ms to wait for having an accurate reference to start

  // subframe number 0 required to fit with the TDD subframe offsets

  v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, 500);
  DRB.send (cas_DRB1_RLCAmDataReq_List (eutra_Cell1,

                                        cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                        v_SubframeDataList));

  //@siclog "Step 2" siclog@

---

---

} // fl_EUTRA_7_2_3_8_TestBody

Change 2

Testcase name
7.1.7.2.1

Protocol
MAC

Function Name
TC_7_1_7_2_1

Reason for change
The guard timer is not sufficient to pass the test case as  a result of Prose CR R5-115620 changes.

Summary of change
Increased the guard timer to 600 sec.

Source of change
File : LTE_EPS_TS_Testcases_11wk49.ttcn

Before:
  testcase TC_7_1_7_2_1() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   UL-SCH Transport Block Size selection / DCI format 0

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;  

    timer t_GuardTimer := int2float(360);

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000, v_IMS);

    v_EUTRA.start(f_TC_7_1_7_2_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }

After:
  testcase TC_7_1_7_2_1() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   UL-SCH Transport Block Size selection / DCI format 0

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;  

    timer t_GuardTimer := int2float(600);

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000, v_IMS);

    v_EUTRA.start(f_TC_7_1_7_2_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
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