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Change 1

Method name(s)
f_UT_ConfigureCombinedAttach

Reason for change
TTCN is calling “f_UT_ConfigureCombinedAttach (UT);” i.e. with only one argument and in this case, default second parameter value will be “VOICE_CENTRIC” and independent of pc_data_centric value (TRUE or FALSE), always mode goes as 1 (voice centric). 

Summary of change
Second argument is removed from the function and decision is taking according to PICS (pc_data_centric ) value

Seocnd argument from the function calls in test cases 9.2.3.2.1c and 9.2.1.2.1d are removed as TC is applicable only for specific type of device.

Source of change
UpperTesterFunctions.ttcn

Before change:

  function f_UT_ConfigureCombinedAttach(UT_PTC_MTC_PORT p_Port, CS_PS_MODE p_Centric := VOICE_CENTRIC)

  {

    var integer v_Mode := 1; // PS/CS Mode 1 // @sic R5-106675 sic@

    if (pc_Combined_Attach and pc_Attach) { // The message is only needed if both options are supported; @sic R5-103815 sic@

      if (p_Centric == DATA_CENTRIC) {// @sic R5-106675 sic@

        v_Mode := 2; // PS/CS Mode 2

        }

      fl_UT_ApplyCommand(p_Port, cas_UT_Req(CONFIGURE_CEMODE, CNF_REQUIRED, cs_CEMode(int2str(v_Mode)))); // @sic R5-106675 sic@

    }

  }

NAS_Attach_UG.ttcn

  function f_TC_9_2_1_2_1d_EUTRA() runs on EUTRA_PTC

   {

----------------------------

----------------------------

----------------------------

    // create cell and send out system information

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c4);

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach (UT, DATA_CENTRIC);
----------------------------

----------------------------

----------------------------

   }

NAS_TrackingArea_UG.ttcn

function f_TC_9_2_3_2_1c_EUTRA() runs on EUTRA_PTC

  {

  ----------------------------

----------------------------

----------------------------

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach (UT, DATA_CENTRIC);
----------------------------

----------------------------

----------------------------

  }

After change:

  function f_UT_ConfigureCombinedAttach(UT_PTC_MTC_PORT p_Port)

  {

    var integer v_Mode := 1; // PS/CS Mode 1 // @sic R5-106675 sic@

    if (pc_Combined_Attach and pc_Attach) { // The message is only needed if both options are supported; @sic R5-103815 sic@

      if (pc_data_centric) {// @sic R5-106675 sic@

        v_Mode := 2; // PS/CS Mode 2

        }           

      fl_UT_ApplyCommand(p_Port, cas_UT_Req(CONFIGURE_CEMODE, CNF_REQUIRED, cs_CEMode(int2str(v_Mode)))); // @sic R5-106675 sic@

    }

  }

NAS_Attach_UG.ttcn

  function f_TC_9_2_1_2_1d_EUTRA() runs on EUTRA_PTC

   {

----------------------------

----------------------------

----------------------------

    // create cell and send out system information

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c4);

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureCombinedAttach (UT);
----------------------------

----------------------------

----------------------------

   }

NAS_TrackingArea_UG.ttcn

function f_TC_9_2_3_2_1c_EUTRA() runs on EUTRA_PTC

  {

  ----------------------------

----------------------------

----------------------------

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach (UT);
----------------------------

----------------------------

----------------------------

  }

Change 2

Method name(s)
function fl_TC_9_2_1_2_3_Body

Reason for change
At test step 7, TTCN is doing the IP configurations for Cell B using f_IP_ChangeEutraCell although at this step DRBs are configured for Cell A.

Summary of change
At test tep 7, Cell B is change to Cell A while calling function f_IP_ChangeEutraCell. 

Source of change
NAS_Attach_EOnly.ttcn

Before change:

    //@siclog "Step 7" siclog@

    //The SS transmits an ATTACH ACCEPT message with IE EPS Bearer Identity set to default EPS bearer context. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

    //message is piggybacked in ATTACH ACCEPT.

    //Note 1: SS allocates a PDN address of a PDN type which is compliant with from the PDN type requested by the UE.

    f_IP_ChangeEutraCell(IP, eutra_CellB);       /* @sic R5-113734 change 8 sic@ */

After change:

    //@siclog "Step 7" siclog@

    //The SS transmits an ATTACH ACCEPT message with IE EPS Bearer Identity set to default EPS bearer context. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

    //message is piggybacked in ATTACH ACCEPT.

    //Note 1: SS allocates a PDN address of a PDN type which is compliant with from the PDN type requested by the UE.

    f_IP_ChangeEutraCell(IP, eutra_CellA);       /* @sic R5-113734 change 8 sic@ */
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