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Change 1

Test case name
11.x

Reason for change
PIXIT for SMS message format is missing. UE which only supports PDU mode will be configured for text mode.

Summary of change
Added parameter px_SMS_MsgFrmt

Source of change
Parameters.ttcn

Before change:

module Parameters {

  import from CommonDefs all;
  import from NAS_CommonTypeDefs all;
  import from EUTRA_CommonDefs all;

  ...

  modulepar boolean                     px_SMS_ChkMsgReceived       := true;            // @desc  Whether the operator can check an MT Short Message received
  modulepar integer                     px_SMS_IndexOffset          := 0;               // @desc  Memory location index at UE for SMS storage, used in +CMSS command
  modulepar charstring                  px_SMS_PrefMem1             := "SM";            // @desc  SMS Preferred Memory 1 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_PrefMem2             := "SM";            // @desc  SMS Preferred Memory 2 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_PrefMem3             := "MT";            // @desc  SMS Preferred Memory 3 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_Service              := "0";             // @desc  SMS Service <service> of TS 27.005 cl. 3.2.1
  ...

  modulepar boolean                     pc_voice_centric            := false;           // @desc  Support of configuring the UE to voice centric

                                                                                        // Reference: 36.523-2 A.4.4-2/4

}

After change:

module Parameters {

  import from CommonDefs all;
  import from NAS_CommonTypeDefs all;
  import from EUTRA_CommonDefs all;

  ...

  modulepar boolean                     px_SMS_ChkMsgReceived       := true;            // @desc  Whether the operator can check an MT Short Message received
  modulepar integer                     px_SMS_IndexOffset          := 0;               // @desc  Memory location index at UE for SMS storage, used in +CMSS command
  modulepar charstring                  px_SMS_PrefMem1             := "SM";            // @desc  SMS Preferred Memory 1 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_PrefMem2             := "SM";            // @desc  SMS Preferred Memory 2 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_PrefMem3             := "MT";            // @desc  SMS Preferred Memory 3 <mem1> of TS 27.005 cl. 3.2.2
  modulepar charstring                  px_SMS_Service              := "0";             // @desc  SMS Service <service> of TS 27.005 cl. 3.2.1

  modulepar charstring                  px_SMS_MsgFrmt              := "1";             // @desc  SMS message format  <mode> of TS 27.005 cl. 3.2.3
  ...

  modulepar boolean                     pc_voice_centric            := false;           // @desc  Support of configuring the UE to voice centric

                                                                                        // Reference: 36.523-2 A.4.4-2/4

}

Change 2

Test case name
11.1.1 & 11.1.2

Reason for change
UE which only supports PDU mode will be configured for text mode.

Summary of change
Changed input parameter in functioncall f_SMS_AT_CMGF from “1” to px_SMS_MsgFrmt.

Source of change
SMS_Testcases.ttcn

Before change:

function f_TC_11_1_1_EUTRA() runs on EUTRA_PTC

{

  ...

  // Set Preferrred memory topreferred memories as indicated in the PIXIT.

  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);

  // Set message format to text mode

  f_SMS_AT_CMGF("1");

  // Set Character Set "GSM"

  f_SMS_AT_CSCS("""GSM""");

  // Set the UE to delete all messages from Preferred message store

  f_SMS_AT_CMGD_ALL();

  f_EUTRA_TestBody_Set(true);

  fl_TC_11_1_1_Body();

  // Postamble

  f_EUTRA_TestBody_Set(false);

  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

} // f_TC_11_1_1_EUTRA

...

function f_TC_11_1_2_EUTRA() runs on EUTRA_PTC

{

  ...

  // Set Preferrred memory topreferred memories as indicated in the PIXIT.

  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);

  // Set message format to text mode

  f_SMS_AT_CMGF("1");

  // Set Character Set "GSM"

  f_SMS_AT_CSCS("""GSM""");

  // Set the UE to delete all messages from Preferred message store

  f_SMS_AT_CMGD_ALL();

  f_EUTRA_TestBody_Set(true);

  fl_TC_11_1_2_Body();

  // Postamble

  f_EUTRA_TestBody_Set(false);

  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

} // f_TC_11_1_2_EUTRA

After change:

function f_TC_11_1_1_EUTRA() runs on EUTRA_PTC

{

  ...

  // Set Preferrred memory topreferred memories as indicated in the PIXIT.

  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);

  // Set message format to text mode

  f_SMS_AT_CMGF(px_SMS_MsgFrmt);

  // Set Character Set "GSM"

  f_SMS_AT_CSCS("""GSM""");

  // Set the UE to delete all messages from Preferred message store

  f_SMS_AT_CMGD_ALL();

  f_EUTRA_TestBody_Set(true);

  fl_TC_11_1_1_Body();

  // Postamble

  f_EUTRA_TestBody_Set(false);

  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

} // f_TC_11_1_1_EUTRA

...

function f_TC_11_1_2_EUTRA() runs on EUTRA_PTC

{

  ...

  // Set Preferrred memory topreferred memories as indicated in the PIXIT.

  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);

  // Set message format to text mode

  f_SMS_AT_CMGF(px_SMS_MsgFrmt);

  // Set Character Set "GSM"

  f_SMS_AT_CSCS("""GSM""");

  // Set the UE to delete all messages from Preferred message store

  f_SMS_AT_CMGD_ALL();

  f_EUTRA_TestBody_Set(true);

  fl_TC_11_1_2_Body();

  // Postamble

  f_EUTRA_TestBody_Set(false);

  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

} // f_TC_11_1_2_EUTRA

