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< Unchanged sections omitted >
F.1.2
Measurement of transmitter

Table F.1.2: Maximum Test System Uncertainty for transmitter tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2 Maximum Output Power
	0,7 dB
	

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	0,7 dB
	

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	0,7 dB
	

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	0,7 dB
	

	5.2BA UE Maximum Output Power for DC-HSUPA
	0,7 dB
	The accuracy over two carriers is the same as over one carrier

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2DA UE Relative Code Domain Power Accuracy for DC-HSUPA with QPSK
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

For -20 dB ≥ -30 dB CDP 0.5 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.3 Frequency Error
	±10 Hz
	

	5.3A Frequency Error for DC-HSUPA
	±10 Hz per carrier
	

	5.4.1 Open loop power control in uplink
	1,0 dB
	The uncertainty of this test is a combination of the downlink level setting error and the uplink power measurement that are uncorrelated.

Formula = SQRT(source_level_error2 + power_meas_error2)

	5.4.1A Open Loop Power Control in the Uplink for DC-HSUPA
	1,0 dB per carrier
	The uncertainty of this test is a combination of the downlink level setting error and the uplink power measurement that are uncorrelated.

Formula = SQRT(source_level_error2 + power_meas_error2)

	5.4.2 Inner loop power control in the uplink
	The test system uncertainty is the function of the UE transmitter power control range for each combination of the step size and number of steps.

For 0 dB and 1 dB range 0,1 dB

For a nominal 2 dB range 0,15 dB

For a nominal 3 dB range 0,2 dB

For a greater than 3 dB range 0,3 dB
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.4.2A Inner Loop Power Control in the Uplink for DC-HSUPA
	The test system uncertainty is the function of the UE transmitter power control range for each combination of the step size and number of steps.

For 0 dB and 1 dB range 0,1 dB per carrier

For a nominal 2 dB range 0,15 dB per carrier

For a nominal 3 dB range 0,2 dB per carrier

For a greater than 3 dB range 0,3 dB per carrier
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.4.3 Minimum Output Power
	1,0 dB
	Measured on a static signal

	5.4.3A Minimum Output Power for DC-HSUPA
	1,0 dB
	Measured on a static signal

	5.4.4 Out-of-synchronisation handling of output power: 
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	0,4 dB
	0.1 dB uncertainty in DPCCH ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCCH_Ec/Ior ratio. The absolute error of the AWGN Ioc is not important but is specified as 1.0 dB

	5.4.4A Out-of-synchronisation handling of output power for UE which supports type 1 for DCH: 
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	0,4 dB
	0.1 dB uncertainty in DPCCH ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCCH_Ec/Ior ratio. The absolute error of the AWGN Ioc is not important but is specified as 1.0 dB

	5.5.1 Transmit OFF Power: (static case)
	1,0 dB
	Measured on a static signal

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0,7 dB / -1,0 dB 

Off power (dynamic case) TBD
	Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit (assume UE won't go above 24 nominal).

For the off power, the accuracy of a two-pass measurement needs to be analysed.

	5.6 Change of TFC: power control step size (7 dB step)
	0,3 dB relative over a 9 dB range
	

	5.7 Power setting in uplink compressed mode:-
UE output power
	A subset of 5.4.2.
	

	5.7A HS-DPCCH
	The test system uncertainty is the function of the UE transmitter power range for each step size on the HS-DPCCH channel.

For 0 dB and 1 dB range 0,1 dB

For a nominal 2 dB range 0,15 dB

For a nominal 3 dB range 0,2 dB

For a greater than 3 dB range 0,3 dB
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.8 Occupied Bandwidth
	100 kHz
	Accuracy = 3*RBW. Assume 30 kHz bandwidth.

	5.8A Occupied Bandwidth for DC-HSUPA
	100 kHz
	Accuracy = 3*RBW. Assume 30 kHz bandwidth.

	5.9 Spectrum emission mask 
	1,5 dB
	

	5.9A Spectrum emission mask with HS-DPCCH
	1,5 dB


	

	5.9B Spectrum emission mask with E-DCH
	1,5 dB


	

	5.9C Additional Spectrum Emission Mask for DC-HSUPA
	1,5 dB
	

	5.10 ACLR
	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.10A ACLR with HS-DPCCH
	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.10B ACLR with E-DCH
	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.10C ACLR with E-DCH for DC-HSUPA
	7.5 MHz offset: 0,8 dB

12.5 MHz offset: 0,8 dB
	

	5.11 Spurious emissions
	2,0 dB for UE and coexistence bands for results ≥ ‑60 dBm

3,0 dB for results < -60 dBm

Outside above:

f2.2GHz: ± 1.5 dB

2.2 GHz < f 4 GHz:

± 2.0 dB

f > 4 GHz: ±4.0 dB
	

	5.11A Spurious emissions for DC-HSUPA
	2,0 dB for UE and coexistence bands for results ≥ ‑60 dBm

3,0 dB for results < -60 dBm

Outside above:

f2.2GHz: ± 1.5 dB

2.2 GHz < f 4 GHz:

± 2.0 dB

f > 4 GHz: ±4.0 dB
	

	5.12 Transmit Intermodulation
	2.2 dB
	CW Interferer error is 0.7 dB for the UE power RSS with 0.7 dB for CW setting = 1.0 dB

Measurement error of intermod product is 0.7 dB for UE power RSS with 0.7 dB for relative = 1.0 dB

Interferer has an effect of 2 times on the intermod product so overall test uncertainty is 2*1.0 RSS with 1.0 = 2.2 dB.

Apply half any excess test system uncertainty to increase the interferer level

	5.12A Transmit Intermodulation for DC‑HSUPA
	2.2 dB
	

	5.13.1 Transmit modulation: EVM
	±2.5 % 

(for single code)
	

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	±2.5 % 

(for single code)
	

	5.13.1AA Transmit modulation: EVM and phase discontinuity with HS-DPCCH
	±2.5 % 

(for single code)
	

	
	±6 degree for Phase discontinuity
	

	5.13.1AAA EVM and IQ origin offset for HS-DPCCH with E-DCH with 16 QAM
	±0.5 dB

(for IQ origin offset)
	

	5.13.2 Transmit modulation: peak code domain error
	±1.0dB
	

	5.13.2A Relative Code Domain Error
	±0.5 dB
	

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	±0.5 dB
	

	5.13.2C Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	±0.5 dB
	

	5.13.3 UE phase discontinuity 
	±2.5 % for EVM (for single code)
	

	
	±10 Hz for Frequency error
	

	
	±6 degree for Phase discontinuity
	

	5.13.4 PRACH quality (EVM)
	±2.5 %
	

	5.13.4 PRACH quality (Frequency error)
	±10 Hz
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