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	Reason for change:
(

	Both operator requirements and test requirements are for C2K UEs to support eHRPD which provides means of interworking with E-UTRAN.

In order to negotiate eHRPD (and not HRPD), the UE shall include Alternate Enhanced Multi-Flow Packet Application subtype (0xFFFE) in the ATSupportedApplicationSubtypes attribute during session negotiation of the Session Configuration Protocol. The SS should also have this application subtype in the list of its packet applications in order to correctly perform SCP negotiation indicating eHRPD support (ref. C.S0087). 

	
	

	Summary of change:
(

	tsc_PacketAppDef changed to altEnhMultiFlowPacketApp.

	
	

	Consequences if 
(

not approved:
	UE and SS will not negotiate eHRPD capabilities resulting in the UE failing some test cases due to not using eHRPD procedures, or UE passing test cases while operating in the wrong (HRPD) mode.
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	tsc_PacketAppDef in CDMA2000_Constants.ttcn
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Change 1

	Reason for change
	Both operator requirements and test requirements are for C2K UEs to support eHRPD which provides means of interworking with E-UTRAN.

In order to negotiate eHRPD (and not HRPD), the UE shall include Alternate Enhanced Multi-Flow Packet Application subtype (0xFFFE) in the ATSupportedApplicationSubtypes attribute during session negotiation of the Session Configuration Protocol. The SS should also have this application subtype in the list of its packet applications in order to correctly perform SCP negotiation indicating eHRPD support (ref. C.S0087).

	Summary of change
	tsc_PacketAppDef changed to altEnhMultiFlowPacketApp.

	Source of change
	CDMA2000_Constants.ttcn


Before change:

	  const MCC_Type                    tsc_CountryCodeDef := { 0, 0, 1 };                                  // default home PLMN MCC

  const MNC_Type                    tsc_MNC_Def := {  0, 1 };                                         // default home PLMN MNC

  const ReverseRateLimit_Type       tsc_ReverseRateLimitDef := kbps153_6;                               // Arbitrarily Selected

  //const ReverseLinkMACIndex_Type    tsc_MACIndexDef    := px_MACIndex;                    //@sic R5-120721 sic@

  const PacketApplication_Type      tsc_PacketAppDef   := enhMultiFlowPacketApp;


After change:

	  const MCC_Type                    tsc_CountryCodeDef := { 0, 0, 1 };                                  // default home PLMN MCC

  const MNC_Type                    tsc_MNC_Def := {  0, 1 };                                         // default home PLMN MNC

  const ReverseRateLimit_Type       tsc_ReverseRateLimitDef := kbps153_6;                               // Arbitrarily Selected

  //const ReverseLinkMACIndex_Type    tsc_MACIndexDef    := px_MACIndex;                    //@sic R5-120721 sic@

  const PacketApplication_Type      tsc_PacketAppDef   := altEnhMultiFlowPacketApp;
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