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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D12wk09’.
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Corrections 

Change 1 – Correction to ‘f_EUTRA_CellInfo_SetHighestBandwidth()’ 

	Function name
	f_EUTRA_CellInfo_SetHighestBandwidth()

	Reason for change
	Function “f_EUTRA_CellInfo_SetHighestBandwidth” is only used for TC 7.1.7.x in which – regardless of the PIXIT settings – always the maximum bandwidth for the band in use is configured. However, in case of Band 18, the maximum allowed BW is 15 MHz which is not supported by TTCN.

	Summary of change
	To avoid this situation, 10MHz is configured as “pseudo maximum” in case that 15 MHz would be the really allowed maximum bandwidth.

	TTCN module
	CommonEUTRA\EUTRA_Component.ttcn

	MCC160 Comment
	


Before change

	...

  /*
   * @desc      Assign the CellInformation of the parameterized cell to the highest bandwidth (UL and DL) according to the parameterised band
   * @param     p_CellId
   * @status    APPROVED
   */
  function f_EUTRA_CellInfo_SetHighestBandwidth (CellId_Type p_CellId) runs on EUTRA_PTC
  {
    var FrequencyBand_Type v_FrequencyBand := f_EUTRA_CellInfo_GetBand ( p_CellId );
    var Dl_Bandwidth_Type v_Dl_Bandwidth := f_EUTRA_GetHighestDL_Bandwidth ( v_FrequencyBand  );
    var Ul_Bandwidth_Type v_Ul_Bandwidth := f_EUTRA_GetHighestUL_Bandwidth ( v_FrequencyBand  );
    var Combination_Type v_Combination   := f_EUTRA_CellInfo_GetCombination ( p_CellId );
    f_EUTRA_CellInfo_Set( p_CellId,
                          f_EUTRA_CellInfo_Init( p_CellId,
                                                 v_FrequencyBand,
                                                 v_Combination,
                                                 v_Dl_Bandwidth,
                                                 v_Ul_Bandwidth));
  }
  /*
   * @desc      Assign the CellInformation of the parameterized cell to the default 2TX parameters
   * @param     p_CellId
   * @status    APPROVED

...


After change

	...

  /*
   * @desc      Assign the CellInformation of the parameterized cell to the highest bandwidth (UL and DL) according to the parameterised band
   * @param     p_CellId
   * @status    APPROVED
   */
  function f_EUTRA_CellInfo_SetHighestBandwidth (CellId_Type p_CellId) runs on EUTRA_PTC
  {
    var FrequencyBand_Type v_FrequencyBand := f_EUTRA_CellInfo_GetBand ( p_CellId );
    var Dl_Bandwidth_Type v_Dl_Bandwidth := f_EUTRA_GetHighestDL_Bandwidth ( v_FrequencyBand  );
    var Ul_Bandwidth_Type v_Ul_Bandwidth := f_EUTRA_GetHighestUL_Bandwidth ( v_FrequencyBand  );
    var Combination_Type v_Combination   := f_EUTRA_CellInfo_GetCombination ( p_CellId );
    if (v_Dl_Bandwidth == n75) { v_Dl_Bandwidth := n50; }  // Cell settings for BW 15 MHz are not supported by TTCN, using 10 MHz configuration instead

    if (v_Ul_Bandwidth == n75) { v_Ul_Bandwidth := n50; }  // Cell settings for BW 15 MHz are not supported by TTCN, using 10 MHz configuration instead
    f_EUTRA_CellInfo_Set( p_CellId,
                          f_EUTRA_CellInfo_Init( p_CellId,
                                                 v_FrequencyBand,
                                                 v_Combination,
                                                 v_Dl_Bandwidth,
                                                 v_Ul_Bandwidth));
  }
  /*
   * @desc      Assign the CellInformation of the parameterized cell to the default 2TX parameters
   * @param     p_CellId
   * @status    APPROVED

...
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