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6.3.3B
UE Transmit OFF power for UL-MIMO
Editor’s notes: the following items are missing or incomplete:

- Test Tolerance

6.3.3B.1
Test purpose

To verify that the UE transmit OFF power for UL-MIMO is lower than the value specified in the test requirement.
Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.
6.3.3B.2
Test applicability

The requirements of this test apply in test cases 6.3.4B.1 General ON/OFF time mask to all types of E-UTRA UE release 10 and forward that support UL-MIMO
6.3.3B.3
Minimum conformance requirement

The transmit OFF power is defined as the mean power at each transmit connector in a duration of at least one sub-frame (1ms) excluding any transient periods. The transmit OFF power at each transmit connector shall not exceed the values specified in Table 6.3.3B.3-1. 
Table 6.3.3B.3-1: Transmit OFF power per antenna port
	
	Channel bandwidth / Minimum output power / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF power
	-50 dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


The normative reference for this requirement is TS 36.101 [2] clause 6.3.3B.1.

6.3.3B.4
Test description

This test is covered by clause 6.3.4B.1 General ON/OFF time mask.

6.3.3B.5
Test requirement

The requirement for the transmit OFF power at each transmit antenna connector shall not exceed the values specified in Table 6.3.3B.5-1. 
Table 6.3.3B.5-1: Transmit OFF power
	
	Channel bandwidth / Transmit OFF power / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	For carrier frequency f ≤ 3.0GHz: ≤ -50 +TT dBm 

For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤ -50 +TT dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz
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