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	The Ciphering Algorithm used throughout the LTE TCs has been determined by two PIXIT parameters with default values specified in 36.523-3 namely the px_NAS_CipheringAlgorithm and the px_RRC_CipheringAlgorithm.

To facilitate Test Debugging the value of the px_RRC_CipheringAlgorithm has been set to EEA0.

The RAN5 LTE test suit has now matured enough that the default value should be set to a suitable not null algorithm to avoid the possibility that Devices are not at all tested for correct implementation of ciphering

On the editorial side, the default values set for px_NAS_CipheringAlgorithm and px_NAS_IntegrityProtAlgorithm are in Binary which makes it difficult for the not educated reader to easily understand what they are. 
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9
IXIT Proforma

This partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite is to be used against the Implementation Under Test (IUT).

Text in italics is a comment for guidance for the production of an IXIT, and is not to be included in the actual IXIT.

The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.

9.1
E-UTRAN PIXIT

Table 9.1-1: CommonPIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_AccessPointName
	octetstring
	
	
	Access Point Name, as defined in TS 23.003 [48] and used in TS 24.008 [20], clause 10.5.6.1

	px_AttachTypeTested
	EUTRA_ATTACH_TESTED_Type
	EPS_ATTACH_ONLY
	EPS_ATTACH_ONLY, COMBINED_ATTACH
	Attach Type to be tested, if UE supports both pc_Attach and pc_Combined_Attach

	px_eAuthRAND
	B128_Type
	oct2bit(‘A3DE0C6D363E30C364A4078F1BF8D577’O)
	
	Random Challenge

	px_ePrimaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	E-UTRA primary band channel bandwidth

	px_eJapanMCC_Band6
	NAS_Mcc
	‘442’H
	
	Japan MCC code to be used for Band 6. The same value will be used for E-UTRA and Inter-RAT cells. Type is different to that defined in TS 34.123-3 [7]

	px_ePrimaryFrequencyBand
	FrequencyBand_Type
	1
	
	E-UTRA primary frequency band

	px_eSecondaryFrequencyBand
	FrequencyBand_Type
	2
	
	E-UTRA secondary frequency band

	px_ETWS_CB_DataPage1
	charstring
	
	
	ETWS Page 1 warning data message

	px_ETWS_CB_DataPage2
	charstring
	
	
	ETWS Page 2 warning data message

	px_ETWS_DigitalSignature
	O43_Type
	
	
	ETWS Digital Signature

	px_IPv4_Address1_UE
	charstring
	
	
	IPv4 Address connected to PDN1

	px_IPv4_Address2_UE
	charstring
	
	
	IPv4 Address connected to PDN2

	px_IPv4_Address1_NW
	charstring
	
	
	IPv4 Gateway Address in PDN1

	px_Ipv4_Address2_NW
	charstring
	
	
	Ipv4 Gateway Address in PDN2

	px_Ipv4_Address_HomeAgent
	charstring
	
	
	Ipv4 Home Agent Address

	px_IPv6_Address1_UE
	charstring
	
	
	IPv6 Address connected to PDN1

	px_IPv6_Address2_UE
	charstring
	
	
	IPv6 Address connected to PDN2

	px_IPv6_Address1_NW
	charstring
	
	
	IPv6 Gateway Address in PDN1

	px_Ipv6_Address2_NW
	charstring
	
	
	Ipv6 Gateway Address in PDN2

	px_Ipv6_Address_HomeAgent
	charstring
	
	
	Ipv6 Home Agent Address

	px_SMS_ChkMsgReceived
	boolean
	true
	
	Whether the operator can check an MT Short Message received

	px_RATComb_Tested
	RATComb_Tested_Type
	EUTRA_UTRA
	EUTRA_UTRA, EUTRA_GERAN, EUTRA_Only
	This parameter represents the network RAT capability / preference and indicates which, if any is supported, RAT combination is to be tested.

	px_SinglePLMN_Tested
	SinglePLMN_Tested_Type
	MultiPLMN
	SinglePLMN,

MultiPLMN
	This parameter represents the network capability/preference to support multi PLMNs on the same test Band and indicates the preference of multi PLMNs or single PLMN test environment.

	px_UE_ CS_PS_UsageSetting_Tested
	CS_PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which CS/PS mode is under test

	px_UE_PS_UsageSetting_Tested
	PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which PS mode is under test

	px_UTRAN_ModeUnderTest
	UTRAN_FDD_TDD
	UTRAN_FDD
	UTRAN_FDD, UTRAN_TDD
	Specifies which radio access technology is being tested in UTRAN


Table 9.1-2: E-UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_eTDDsubframeConfig
	TDD_SubframeAssignment_Type
	1
	
	TDD uplink-downlink subframe configuration

	px_eSecondaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	E-UTRA secondary band channel bandwidth

	px_NAS_CipheringAlgorithm
	B3_Type
	001’B
	
	NAS Ciphering Algorithm (eea1)

	px_NAS_IntegrityProtAlgorithm
	B3_Type
	001’B
	
	NAS Integrity Algorithm (eia1)

	px_RRC_CipheringAlgorithm
	CipheringAlgorithm
	eea1
	
	Ciphering Algorithm

	px_RRC_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	eia1
	
	Integrity Algorithm

	px_MaxNumberROHC_ContextSessions
	MaxNumberROHC_ContextSessions_Type
	Cs16
	
	Maximum number of ROHC context sessions
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