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3.2
Symbols

For the purposes of the present document, the following symbols apply:


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel

BWChannel
Channel bandwidth (for E-UTRA)

BWRF 
Base Station RF bandwidth, where BWRF = FBW RF,high – FBW RF,low 

BWRF,max 
Maximum Base Station RF bandwidth

DwPTS
Downlink part of the special subframe (for E-UTRA TDD operation)

f
Frequency




(f
Separation between the Base Station RF bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency

Ffilter
Filter centre frequency

f_offset 
Separation between the Base Station RF bandwidth edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

Fblock,high
Upper sub-block edge, where Fblock,high = FC,block,high + Foffset, RAT 
Fnlock,low
Lower sub-block edge, where Fblock,low = FC,block,low - Foffset, RAT
FBW RF,high  
Upper RF bandwidth edge, where FBW RF,high  = FC,high + Foffset, RAT 

FBW RF,low  
Lower RF bandwidth edge, where FBW RF,low  = FC,low - Foffset, RAT
FC,block, high

Center frequency of the highest transmitted/received carrier in a sub-block.
FC,block, low

Center frequency of the lowest transmitted/received carrier in a sub-block.

FC,high

Center frequency of the highest transmitted/received carrier.
FC,low

Center frequency of the lowest transmitted/received carrier.

Foffset, RAT
Frequency offset from the centre frequency of the highest transmitted/received carrier to the upper RF bandwidth edge or sub-block edge, or from the centre frequency of the lowest transmitted/received to the lower RF bandwidth edge or sub-block edge for a specific RAT.

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

PEM,N
Declared emission level for channel N

Pmax
Maximum total output power

Pmax,RAT
Maximum RAT output power

Pmax,c
Maximum carrier output power
PRated,c
Rated carrier output power
PREFSENS

Reference Sensitivity power level

Wgap
Sub-block gap size
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Figure 3.2-1: Illustration of RF bandwidth related symbols and definitions for Multi-standard Radio.
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Figure 3.2-2: Illustration of RF bandwidth related non-contiguous Multi-standard Radio.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

ARFCN
Absolute Radio Frequency Channel Number

AWGN
Additive White Gaussian Noise

BC
Band Category

BER
Bit Error Ratio

BS
Base Station

BTS
Base Transceiver Station 

CA
Carrier Aggregation

CACLR
Cumulative Adjacent Channel Leakage Ratio

CP
Cyclic prefix

CW
Continuous Wave

DB-DC-HSDPA
Dual Band Dual Cell HSDPA 

DC-HSDPA
Dual Cell HSDPA

DC-HSUPA
Dual Cell HSUPA

DTT
Digital Terrestrial Television

EARFCN
E-UTRA Absolute Radio Frequency Channel Number 

EDGE
Enhanced Data rates for GSM Evolution

EIRP 
Effective Isotropic Radiated Power

EVM
Error Vector Magnitude

FCC
Federal Communications Commission

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

GP
Guard Period (for E-UTRA TDD operation)

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access

HSUPA
High Speed Uplink Packet Access

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU
LA
Local Area
LNA
Low Noise Amplifier

MIMO
Multiple Input Multiple Output
MR
Medium Range
MS
Mobile Station

MSR
Multi-Standard Radio

PA
Power Amplifier

PHS
Personal Handyphone System

QPSK
Quadrature Phase-Shift Keying

RAT
Radio Access Technology

RB
Resource Block (for E-UTRA)

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex

TX
Transmitter 

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment

UEM
operating band Unwanted Emissions Mask
WA
Wide Area
Wgap
Sub-block gap size

-------------------------------------------------------- NEXT SECTION ----------------------------------------------------------------

4.3
Base station classes


The requirements in this specification apply to Wide Area Base Stations, Medium Range Base Stations and Local Area Base Stations unless otherwise stated.  
Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equal to 70 dB. The Wide Area Base Station class has the same requirements as the base station for General Purpose application in Release 9 and 10.

Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum coupling loss equals to 53 dB.

Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equal to 45 dB.
For GSM/EDGE operation of an MSR BS, the requirements according to the applicable multicarrier BTS class apply. The Wide Area BS, Medium Range BS and Local Area BS in the present specification correspond to the Wide Area multicarrier BTS, Medium Range multicarrier BTS and Local Area multicarrier BTS respectively in the GSM/EDGE specifications. MSR requirements for multi-RAT operation only apply for the highest GSM/EDGE static power step.
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