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<START OF MODIFICATION>

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [26] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [26].

MBSFN ABS: ABS configured in MBSFN-configurable subframe.

Non-MBSFN ABS: ABS configured in any downlink subframe.
Primary Cell: As defined in [2].

Secondary Cell: As defined in [2].

Serving Cell: As defined in [2].
Primary Timing Advance Group: As defined in [2].

Secondary Timing Advance Group: As defined in [2].
Timing Advance Group: As defined in [2].
IDC solution: This refers to DRX or IDC autonomous denial configured by eNodeB in response to receiving InDeviceCoexIndication from the UE [2].

<UNCHANGED SECTIONS OMITTED>

7.6.2.5
Minimum requirement under IDC Interference
When the UE is provided with IDC solution, the UE shall also perform radio link monitoring and meet the corresponding requirements in section 7.6.2.

<UNCHANGED SECTIONS OMITTED>

8.1.1
Introduction

This section contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracies are specified in section 9. Control of measurement reporting is specified in [2].
When the UE is provided with IDC solution, the UE shall also perform RRM measurements and meet the corresponding requirements in section 8.

<END OF CHANGES>
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