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1.1 Change 1

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	After R5-123740 approval the increased RRCConnectionRelease timer have introduced some side effects in the MO/MT call test cases (where redirection info

is sent). The additional 640 msec was introduced to ensure the UE is re-camping on the cell and has read relevant system information, MIB, SIB1 and SIB2 however in above case this will cause test case to fail as UE will try to perform CS fallback as quickly as possible (without expiry of additional timer).

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, added one more parameter of type boolean whose default is "false" and in re-direction (using RRC CONN REL) test cases, passing this parameter as "true" and if it is "false" then the current flow to add delay gets called and if "true" then, delay reduced.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_EUTRA_RRC_ConnectionRelease_Common(EUTRA_CellId_Type p_CellId,

                                                template (value) DL_DCCH_Message p_RRCConnectionRelease,

                                                template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                                template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def) runs on EUTRA_PTC

  { /* @sic R5-110803 change 13 sic@ */

    /* @sic R5s110634 MCC160 implementation of change 1.1: new parameter p_DrbConfigList sic@ */

    /* @sic R5-123740 change 2: additional delay of 640ms at the end of the generic RRC Connection Release procedure (result of AP#55.04, replacing R5-1421779 change 14) sic@ */

    var SubFrameTiming_Type v_TimingAtT;   // time T: sending of RRCConnectionRelease acc. to 36.523-3 clause 7.18

    var SubFrameTiming_Type v_TimingNow;

    var integer v_MilliSecondsDelay := tsc_EUTRA_DelayBeforeIntraCellHO;

    var integer v_Duration;

    timer t_Timer;

    if (f_TimingInfo_IsNow(p_TimingInfo)) {

      v_TimingAtT := f_EUTRA_GetNextSendOccasion(p_CellId, v_MilliSecondsDelay);

      v_Duration := v_MilliSecondsDelay;

    }

    else {

      // dedicated timing info is given

      v_TimingAtT := valueof(p_TimingInfo.SubFrame);

      v_TimingNow := f_EUTRA_GetCurrentTiming(p_CellId);

      v_Duration := f_EUTRA_SubFrameTimingDuration(v_TimingNow, v_TimingAtT);

    }

    v_Duration := v_Duration + tsc_EUTRA_DelayAfterRRCConnectionRelease;   // @sic R5s120683 sic@
    t_Timer.start (int2float(v_Duration) / 1000.0);

    SRB.send(cas_SRB1_RrcPdu_REQ(p_CellId,

                                 cs_TimingInfo(v_TimingAtT.SFN.Number, v_TimingAtT.Subframe.Number),

                                 p_RRCConnectionRelease));

    f_EUTRA_RRC_ConnectionRelease_Local(p_CellId, v_TimingAtT, p_DrbConfigList);

    alt {

      [] t_Timer.timeout {}

      [] SRB.check(receive(car_SRB0_RrcPdu_IND(?, cr_RRCConnectionRequest(cr_EstablishmentCause_Any)))) {

        // there is an RRCConnectionRequest sent by the UE which can be received by TTCN-3 in a sub-sequent function

        t_Timer.stop;

      }

    }

  }


After:
	function f_EUTRA_RRC_ConnectionRelease_Common(EUTRA_CellId_Type p_CellId,

                                                template (value) DL_DCCH_Message p_RRCConnectionRelease,

                                                template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                                template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def,

                                                boolean p_RedirectFlag := false) runs on EUTRA_PTC

  { /* @sic R5-110803 change 13 sic@ */

    /* @sic R5s110634 MCC160 implementation of change 1.1: new parameter p_DrbConfigList sic@ */

    /* @sic R5-123740 change 2: additional delay of 640ms at the end of the generic RRC Connection Release procedure (result of AP#55.04, replacing R5-1421779 change 14) sic@ */

    var SubFrameTiming_Type v_TimingAtT;   // time T: sending of RRCConnectionRelease acc. to 36.523-3 clause 7.18

    var SubFrameTiming_Type v_TimingNow;

    var integer v_MilliSecondsDelay := tsc_EUTRA_DelayBeforeIntraCellHO;

    var integer v_Duration;

    timer t_Timer;

    if (f_TimingInfo_IsNow(p_TimingInfo)) {

      v_TimingAtT := f_EUTRA_GetNextSendOccasion(p_CellId, v_MilliSecondsDelay);

      v_Duration := v_MilliSecondsDelay;

    }

    else {

      // dedicated timing info is given

      v_TimingAtT := valueof(p_TimingInfo.SubFrame);

      v_TimingNow := f_EUTRA_GetCurrentTiming(p_CellId);

      v_Duration := f_EUTRA_SubFrameTimingDuration(v_TimingNow, v_TimingAtT);

    }

     if(p_RedirectFlag == false)

    {

    v_Duration := v_Duration + tsc_EUTRA_DelayAfterRRCConnectionRelease;   // @sic R5s120683 sic@

    }

    else

    {

          v_Duration := v_Duration + 80;   

    }
    t_Timer.start (int2float(v_Duration) / 1000.0);

    SRB.send(cas_SRB1_RrcPdu_REQ(p_CellId,

                                 cs_TimingInfo(v_TimingAtT.SFN.Number, v_TimingAtT.Subframe.Number),

                                 p_RRCConnectionRelease));

    f_EUTRA_RRC_ConnectionRelease_Local(p_CellId, v_TimingAtT, p_DrbConfigList);

    alt {

      [] t_Timer.timeout {}

      [] SRB.check(receive(car_SRB0_RrcPdu_IND(?, cr_RRCConnectionRequest(cr_EstablishmentCause_Any)))) {

        // there is an RRCConnectionRequest sent by the UE which can be received by TTCN-3 in a sub-sequent function

        t_Timer.stop;

      }

    }

  }


1.2 Change 2

	Testcase name
	13.1.2

	Protocol
	Multi-layer



	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_TC_13_1_2_EUTRA() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NAS_Ind;

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var ReleaseCause v_ReleaseCause := other;

    f_EUTRA_Init(c4);      //SIB2, SIB3 & SIB6 are transmitted
.

.

.

.

.

.

//@siclog "Step 8" siclog@

    //Transmit RRCConnectionRelease to redirect UE to utran cell 5

    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell1,

                                          cs_RRCConnectionRelease (tsc_RRC_TI_Def,

                                                                   v_ReleaseCause,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit)); .

.

.

.




After:
	function f_TC_13_1_2_EUTRA() runs on EUTRA_PTC

  {

    var NAS_MSG_Indication_Type v_NAS_Ind;

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var ReleaseCause v_ReleaseCause := other;

    f_EUTRA_Init(c4);      //SIB2, SIB3 & SIB6 are transmitted
.

.

.

.

.

.

//@siclog "Step 8" siclog@

    //Transmit RRCConnectionRelease to redirect UE to utran cell 5

    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell1,

                                          cs_RRCConnectionRelease (tsc_RRC_TI_Def,

                                                                   v_ReleaseCause,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit),

                                                                   -,

                                                                   -,

                                                                   true);

.
.

.

.


1.3 Change 3

	Testcase name
	13.1.3

	Protocol
	Multi-layer

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_TC_13_1_3_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var integer v_RSEPRE_Cell1_T0 := -75;

    var octetstring v_IP_PDU_delay := 'FF'O;// IP_PDU_delay = 255 sec

    var GutiParameters_Type v_GutiParams;

    var ReleaseCause v_ReleaseCause := other;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    f_EUTRA_Init (c4);
.

.

.

.

//@siclog "Step 5" siclog@

    //SS transmits an RRCConnectionRelease message on Cell 1 with IE redirectionInformation including UTRA-CarrierFreq of Cell 5

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ) );
.

.

.




After:
	function f_TC_13_1_3_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var integer v_RSEPRE_Cell1_T0 := -75;

    var octetstring v_IP_PDU_delay := 'FF'O;// IP_PDU_delay = 255 sec

    var GutiParameters_Type v_GutiParams;

    var ReleaseCause v_ReleaseCause := other;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var PDCP_SDUList_Type v_PDCP_SDUList_DRB1 := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };      /* @sic R5s120470 sic@ */

    f_EUTRA_Init (c4);
.

.

.

.

//@siclog "Step 5" siclog@

    //SS transmits an RRCConnectionRelease message on Cell 1 with IE redirectionInformation including UTRA-CarrierFreq of Cell 5

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ),

                                                                    -,

                                                                    -,

                                                                    true);.

.

.

.


1.4 Change 4

	Testcase name
	13.1.15

	Protocol
	Multi-layer

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_TC_13_1_15_EUTRA() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    f_EUTRA_Init (c4);.

.

.

.

.

//@siclog "Step 9" siclog@

    //Transmit RRCConnectionRelease to redirect UE to utran cell 5

    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell1,

                                          cs_RRCConnectionRelease (tsc_RRC_TI_Def,

                                                                   other,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit));.

.

.

.


After:
	function f_TC_13_1_15_EUTRA() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    f_EUTRA_Init (c4);
.

.

.

.

//@siclog "Step 9" siclog@

    //Transmit RRCConnectionRelease to redirect UE to utran cell 5

    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell1,

                                          cs_RRCConnectionRelease (tsc_RRC_TI_Def,

                                                                   other,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit),

                                                                   -,

                                                                   -,

                                                                   true);
.

.

.


1.5 Change 5

	Testcase name
	8.1.3.8

	Protocol
	RRC

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_TC_8_1_3_8_EUTRA ( ) runs on EUTRA_PTC

  {

    var ReleaseCause v_ReleaseCause := other;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    var integer v_T0_Cell_Specific_RS_EPRE_Cell1 := -75;

    var SystemInformationBlockType7 v_SystemInformationBlockType7;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init( c5 );//EUTRA-GERAN configuration
.

.

.

//@siclog "Step 1" siclog@

    //Step 1: Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit  ) );
.

.




After:
	function f_TC_8_1_3_8_EUTRA ( ) runs on EUTRA_PTC

  {

    var ReleaseCause v_ReleaseCause := other;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    var integer v_T0_Cell_Specific_RS_EPRE_Cell1 := -75;

    var SystemInformationBlockType7 v_SystemInformationBlockType7;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init( c5 );//EUTRA-GERAN configuration
.

.

.

.

//@siclog "Step 1" siclog@

    //Step 1: Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit  ),

                                                                     -,

                                                                     -,

                                                                     true);
.

.

.

.


1.6 Change 6
	Testcase name
	8.1.3.6

	Protocol
	RRC

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function f_TC_8_1_3_6_EUTRA ( ) runs on EUTRA_PTC

  {

    var ReleaseCause v_ReleaseCause := other;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c4);
.

.

.

.

//@siclog "Step 1" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ) );
.

.

.


After:
	function f_TC_8_1_3_6_EUTRA ( ) runs on EUTRA_PTC

  {

    var ReleaseCause v_ReleaseCause := other;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c4);
.

.

.

.

//@siclog "Step 1" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_Cell1,

                                           cs_RRCConnectionRelease ( v_RRC_TI,

                                                                     v_ReleaseCause,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ),

                                                                     -,

                                                                     -,

                                                                     true);
.

.

.


1.7 Change 7
	Testcase name
	9.2.1.2.1d

	Protocol
	EMM

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function fl_EUTRA_9_2_1_2_1d_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode (eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(eutra_CellA);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, Combined);

    var NAS_MSG_Indication_Type v_NasInd;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var AccessPointName v_APN;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct( v_TAC ) } ); // @sic R5s100029 sic@

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ); // @sic R5s120156 sic@
.

.

.

.

.

//@siclog "Step 23" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_CellA,

                                           cs_RRCConnectionRelease ( tsc_RRC_TI_Def,

                                                                     other,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ) );
.

.

.

.

//@siclog "Step 52" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_CellA,

                                           cs_RRCConnectionRelease ( tsc_RRC_TI_Def,

                                                                     other,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ) );
.

.

.


After:
	function fl_EUTRA_9_2_1_2_1d_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode (eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(eutra_CellA);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, Combined);

    var NAS_MSG_Indication_Type v_NasInd;

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var AccessPointName v_APN;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct( v_TAC ) } ); // @sic R5s100029 sic@

    //Synchronise with UTRAN PTC and get Cell Parameters for UTRAN cell

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo (UTRAN);

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ); // @sic R5s120156 sic@
.

.

.

.

//@siclog "Step 23" siclog@

    //Transmit RRC Connection Release message

    //@siclog "Step 23" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_CellA,

                                           cs_RRCConnectionRelease ( tsc_RRC_TI_Def,

                                                                     other,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ),

                                                                     -,

                                                                     -,

                                                                     true);.
.

.

.

//@siclog "Step 52" siclog@

    //Transmit RRC Connection Release message

    f_EUTRA_RRC_ConnectionRelease_Common ( eutra_CellA,

                                           cs_RRCConnectionRelease ( tsc_RRC_TI_Def,

                                                                     other,

                                                                     v_RedirectedCarrierInfo,

                                                                     omit ),

                                                                     -,

                                                                     -,

                                                                     true);
.

.

.

.


1.8 Change 8
	Testcase name
	9.2.3.2.1c

	Protocol
	EMM

	Function Name
	f_EUTRA_RRC_ConnectionRelease_Common

	Reason for change
	The modifications were done as part of Change 1

	Summary of change
	In the “f_EUTRA_RRC_ConnectionRelease_Common” function, boolean p_RedirectFlag set to TRUE as these are re-direction (using RRC CONN REL) test cases.

	Source of change
	EUTRA_RRCSteps.ttcn


Before:
	function fl_TC_9_2_3_2_1c_Body() runs on EUTRA_PTC

  {

    var NAS_Lac v_Lac := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellB);

    var template (omit) MobileIdentity v_MSId := f_GetMSId(Combined); // @sic R5s110176 sic@

    var NasCount_Type v_NasCountDL;

    var GutiParameters_Type v_Guti_Params_B := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (value) CellPowerList_Type v_CellPowerList;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var boolean v_CSInOtherRAT := false;

    var NAS_KsiValue v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    var octetstring v_HandoverToUtranCommand, v_Nas_SecurityParamFromEUTRA;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti_Params_B.PLMN_Identity);

    var template (value) LocAreaId v_LAI := cs_LAI('13'O, v_PLMN, v_Lac);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC(eutra_CellB);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) });

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var EUTRA_SecurityParams_Type v_AuthParams;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var ReleaseCause v_ReleaseCause := other;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info(eutra_CellB);

    v_AntennaInfo :=  f_EUTRA_CellInfo_GetAntennaInfo
.

.

.

.

.

.

.

.

//@siclog "Step 28" siclog@

    //  Check: Does the UE transmit EXTENDED SERVICE REQUEST message with the content set as in step 4 of table 13.1.2.3.2-1?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_EXT_SERVICE_REQUEST_MO(f_EUTRA_SecurityKSIasme_Get(),

                                                                                           bit2oct(v_Guti_Params_B.M_TMSI))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    // @sic R5s120228 sic@

    f_EUTRA_RRC_ConnectionRelease_Common(eutra_CellB,

                                         cs_RRCConnectionRelease(tsc_RRC_TI_Def,

                                                                   v_ReleaseCause,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit));
    f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);               // wait for trigger from UTRAN side

  } // function fl_TC_9_2_3_2_1c_Body


After:
	function fl_TC_9_2_3_2_1c_Body() runs on EUTRA_PTC

  {

    var NAS_Lac v_Lac := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellB);

    var template (omit) MobileIdentity v_MSId := f_GetMSId(Combined); // @sic R5s110176 sic@

    var NasCount_Type v_NasCountDL;

    var GutiParameters_Type v_Guti_Params_B := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (value) CellPowerList_Type v_CellPowerList;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var boolean v_CSInOtherRAT := false;

    var NAS_KsiValue v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    var octetstring v_HandoverToUtranCommand, v_Nas_SecurityParamFromEUTRA;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti_Params_B.PLMN_Identity);

    var template (value) LocAreaId v_LAI := cs_LAI('13'O, v_PLMN, v_Lac);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC(eutra_CellB);

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) });

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var IRAT_CoOrd_SysInfo_Type v_CoordInfo;

    var CoOrd_UTRANSysInfoFDD_Type v_UTRANSysInfoFDD;

    var CoOrd_UTRANSysInfoTDD_Type v_UTRANSysInfoTDD;

    var EUTRA_SecurityParams_Type v_AuthParams;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var ReleaseCause v_ReleaseCause := other;

    var template (value) RedirectedCarrierInfo v_RedirectedCarrierInfo;

    v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info(eutra_CellB);

    v_AntennaInfo :=  f_EUTRA_CellInfo_GetAntennaInfo
.

.

.

.

.

//@siclog "Step 28" siclog@

    //  Check: Does the UE transmit EXTENDED SERVICE REQUEST message with the content set as in step 4 of table 13.1.2.3.2-1?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_EXT_SERVICE_REQUEST_MO(f_EUTRA_SecurityKSIasme_Get(),

                                                                                           bit2oct(v_Guti_Params_B.M_TMSI))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    // @sic R5s120228 sic@

    f_EUTRA_RRC_ConnectionRelease_Common(eutra_CellB,

                                         cs_RRCConnectionRelease(tsc_RRC_TI_Def,

                                                                   v_ReleaseCause,

                                                                   v_RedirectedCarrierInfo,

                                                                   omit),

                                                                   -,

                                                                   -,

                                                                   true);
    f_EUTRA_SendAuthParameters(eutra_CellA, UTRAN);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);               // wait for trigger from UTRAN side

  } // function fl_TC_9_2_3_2_1c_Body
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