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	Reason for change:
(

	When function f_UTRAN_CS_Fallback_WithRedirection_WithoutRRCConnEst is called with p_PS_RB_Already_Est = true, the UE will send the SERVICE REQUEST message in step 18 within an UplinkDirectTransfer. When TTCN later on calls f_UTRAN_SS_SecurityDownloadStart (ps_domain, v_RRC_DATA_IND.ttcn_start), this produces an execution error as ttcn_start is a mandatory field for InitialDirectTransfer, but it is “omit” for UplinkDirectTransfer. According to the definition of UTRAN_SecurityInfo_Type, start_CS  and start_PS are not defined like optional fileds and thus, cannot be assigned an “omit” value.
Note that the call to f_UTRAN_SS_SecurityDownloadStart is steps 16-17 does not produce this error as InitialDirectTransfer will be sent where START is a mandatory field.
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	f_UTRAN_SS_SecurityDownloadStart is commented out for the case of p_PS_RB_Already_Est set to true as UplinkDirectTransfer will not bring a start value.
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Change 1
	Function name
	f_UTRAN_CS_Fallback_WithRedirection_WithoutRRCConnEst

	Reason for change
	When function f_UTRAN_CS_Fallback_WithRedirection_WithoutRRCConnEst is called with p_PS_RB_Already_Est = true, the UE will send the SERVICE REQUEST message in step 18 within an UplinkDirectTransfer. When TTCN later on calls f_UTRAN_SS_SecurityDownloadStart (ps_domain, v_RRC_DATA_IND.ttcn_start), this produces an execution error as ttcn_start is a mandatory field for InitialDirectTransfer, but it is “omit” for UplinkDirectTransfer. According to the definition of UTRAN_SecurityInfo_Type, start_CS  and start_PS are not defined like optional fileds and thus, cannot be assigned an “omit” value. 

Note that the call to f_UTRAN_SS_SecurityDownloadStart is steps 16-17 does not produce this error as InitialDirectTransfer will be sent where START is a mandatory field.

	Summary of change
	f_UTRAN_SS_SecurityDownloadStart is commented out for the case of p_PS_RB_Already_Est set to true as UplinkDirectTransfer will not bring a start value. 

	TTCN module
	UTRAN_CommonProcedures.ttcn

	MCC160 Comment
	


Before change:

	//Step 19: Receive ROUTING AREA UPDATE COMPLETE
    U_Dc.receive (car_PS_UplinkDirectTransfer (utran_CellDedicated, tsc_RB3, cr_U_RAUpdComplete));
    
    if (p_PS_RB_Already_Est) {
      //Step 20: Receive Service Request
      U_Dc.receive (car_PS_UplinkDirectTransfer (utran_CellDedicated,
                                                 tsc_RB3,
                                                 cr_U_ServiceRequest (cr_ServiceType ('001'B),//Service type 'data'
                                                                      cs_MobileIdTMSIorPTMSI (omit, px_PTMSI_Def), //@sic R5s120485 sic@
                                                                      v_SecurityInfo.authKeys.AuthPS.KeySeq))) -> value v_RRC_DATA_IND;

 

     f_UTRAN_SS_SecurityDownloadStart (ps_domain, v_RRC_DATA_IND.ttcn_start);
      
      //Step 21-22: Send Radio Bearer Setup message and receive Radio Bearer Setup Complete message
      f_UTRAN_Setup_RAB_PS_and_ConvSpeech_PSexists(p_CellId);
      // RB Setup complete not received needs to be received in test body for possible race condition with loop back data
      
    }




After change:

	//Step 19: Receive ROUTING AREA UPDATE COMPLETE
    U_Dc.receive (car_PS_UplinkDirectTransfer (utran_CellDedicated, tsc_RB3, cr_U_RAUpdComplete));
    
    if (p_PS_RB_Already_Est) {
      //Step 20: Receive Service Request
      U_Dc.receive (car_PS_UplinkDirectTransfer (utran_CellDedicated,
                                                 tsc_RB3,
                                                 cr_U_ServiceRequest (cr_ServiceType ('001'B),//Service type 'data'
                                                                      cs_MobileIdTMSIorPTMSI (omit, px_PTMSI_Def), //@sic R5s120485 sic@
                                                                      v_SecurityInfo.authKeys.AuthPS.KeySeq))) -> value v_RRC_DATA_IND;

 

     //f_UTRAN_SS_SecurityDownloadStart (ps_domain, v_RRC_DATA_IND.ttcn_start);                
      //Step 21-22: Send Radio Bearer Setup message and receive Radio Bearer Setup Complete message
      f_UTRAN_Setup_RAB_PS_and_ConvSpeech_PSexists(p_CellId);
      // RB Setup complete not received needs to be received in test body for possible race condition with loop back data
      
    }
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