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 Change 1- addition of new template ‘cs_DL_CommonInfo_Maintain_TDD’
	Template name
	cs_DL_CommonInfo_Maintain_TDD

	Reason for change
	To be used in “cds_RadioBearerSetup_r9_IEs_Speech_TDD”.

	Summary of change
	A new template cs_DL_CommonInfo_Maintain_TDD is defined as per the details mentioned as following table in “Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)”of 3GPP TS 34108-b40_s09_01_02 using A2 which means “This IE need for "Speech to CELL_DCH from CELL_DCH in CS".
Downlink information common for all radio links

A1, A2, A3

  - Downlink DPCH info common for all RL

    - Timing indication

Maintain
    - CFN-targetSFN frame offset

Not Present

    - Downlink DPCH power control information

      - CHOICE mode

TDD

        - TPC Step Size

1

    - MAC-d HFN initial value

Not Present

    - CHOICE mode

TDD

  - CHOICE mode 

TDD

    - CHOICE TDD option
1.28 Mcps TDD

         - TSTD indicator

FALSE

  - Default DPCH Offset Value

Not Present

A2 

This IE need for "Speech to CELL_DCH from CELL_DCH in CS"



	Source of change
	UTRAN_RRC_CommonTemplates.ttcn


After Change: 
	  template (value) DL_CommonInformation_r8 cs_DL_CommonInfo_Maintain_TDD :=

  { 

    dl_dpchInfoCommon := {

      dl_DPCH_InfoCommon := {

        cfnHandling := { 



  maintain := {




timingmaintainedsynchind := false_



  }



},

        modeSpecificInfo := {

          tdd := {

            dl_DPCH_PowerControlInfo := {

              modeSpecificInfo := {

                tdd := {

                  tpc_StepSizeTDD := tsc_TPC_StepSize_TDD

                }

              }

            }

          }

        },

        mac_d_HFN_initial_value := omit

      }

    },

    modeSpecificInfo := {

      tdd := {

        tddOption := {

          tdd128 := {

            tstd_Indicator := false

          }

        },

        defaultDPCH_OffsetValue := tsc_DefaultDPCH_OffsetValue_TDD

      }

    },

    mac_hsResetIndicator := omit,

    postVerificationPeriod := omit

  };


Change 2- corrections to template ‘cds_RadioBearerSetup_r9_IEs_Speech_TDD’
	Function name
	cds_RadioBearerSetup_r9_IEs_Speech_TDD

	Reason for change
	According to “Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)” in 3GPP TS34.108-b40_s09_01_02, Downlink information common for all radio links must use maintain in IE Timing indication.

	Summary of change
	Modify dl_CommonInformation from cs_DL_CommonInfo_TDD to cs_DL_CommonInfo_Maintain_TDD.

	Source of change
	UTRAN_RRC_RAB_Templates_r9.ttcn


Before Change: 
	  template (value) RadioBearerSetup_r9_IEs cds_RadioBearerSetup_r9_IEs_Speech_TDD(ActivationTime   p_Activetime,

                                                                                  bitstring        p_RAB_Id,

                                                                                  CellParametersID p_CellParametersID)

    modifies cs_RadioBearerSetup_r9_IEs_Omit :=

  { /* @status    APPROVED */

    activationTime              := p_Activetime,

    rrc_StateIndicator          := cell_DCH,

    rab_InformationSetupList := {

      cs_RAB_InfoSetupTM_12_2k (useT314, p_RAB_Id)

    },

    ul_CommonTransChInfo        := cs_UL_CommTrChInfoTM_12_2k_TDD,

    ul_AddReconfTransChInfoList := cs_UL_AddReconfTransChInfoListTM_12_2k,

    dl_CommonTransChInfo        := cs_DL_CommonTransChInfoSameAsUL_r4_TDD,

    dl_AddReconfTransChInfoList := cs_DL_AddReconfTransChInfoListTM_12_2k_r9,

    maxAllowedUL_TX_Power       := tsc_MaxAllowPwr,

    ul_DPCH_Info                := cs_UL_DPCH_Speech_TDD,

    dl_CommonInformation        := cs_DL_CommonInfo_TDD,
    dl_InformationPerRL_List    := cs_DL_InformationPerRL_r8_TDD (p_CellParametersID, cs_DL_DPCH_InfoPerRL_Speech_TDD)

  };


After Change: 
	  template (value) RadioBearerSetup_r9_IEs cds_RadioBearerSetup_r9_IEs_Speech_TDD(ActivationTime   p_Activetime,

                                                                                  bitstring        p_RAB_Id,

                                                                                  CellParametersID p_CellParametersID)

    modifies cs_RadioBearerSetup_r9_IEs_Omit :=

  { //modified by mag 20121127, need to submit CR after discussion with ZhangYuan

    activationTime              := p_Activetime,

    rrc_StateIndicator          := cell_DCH,

    rab_InformationSetupList := {

      cs_RAB_InfoSetupTM_12_2k (useT314, p_RAB_Id)

    },

    ul_CommonTransChInfo        := cs_UL_CommTrChInfoTM_12_2k_TDD,

    ul_AddReconfTransChInfoList := cs_UL_AddReconfTransChInfoListTM_12_2k,

    dl_CommonTransChInfo        := cs_DL_CommonTransChInfoSameAsUL_r4_TDD,

    dl_AddReconfTransChInfoList := cs_DL_AddReconfTransChInfoListTM_12_2k_r9,

    maxAllowedUL_TX_Power       := tsc_MaxAllowPwr,

    ul_DPCH_Info                := cs_UL_DPCH_Speech_TDD,

    dl_CommonInformation        := cs_DL_CommonInfo_Maintain_TDD, 

    dl_InformationPerRL_List    := cs_DL_InformationPerRL_r8_TDD (p_CellParametersID, cs_DL_DPCH_InfoPerRL_Speech_TDD)

  };


Change 3- corrections to template ‘cds_RadioBearerSetup_r9_IEs_64k_PS_TDD’
	Function name
	cds_RadioBearerSetup_r9_IEs_64k_PS_TDD

	Reason for change
	According to “Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)” in 3GPP TS34.108-b40_s09_01_02, Downlink information common for all radio links must use maintain in IE Timing indication.

	Summary of change
	Modify dl_CommonInformation from cs_DL_CommonInfo_TDD to cs_DL_CommonInfo_Maintain_TDD.

	Source of change
	UTRAN_RRC_RAB_Templates_r9.ttcn


Before Change: 
	  template (value) RadioBearerSetup_r9_IEs cds_RadioBearerSetup_r9_IEs_64k_PS_TDD (ActivationTime      p_Activetime,

                                                                                   bitstring           p_RAB_Id,

                                                                                   CellParametersID    p_CellParametersID)

    modifies cs_RadioBearerSetup_r9_IEs_Omit :=

  { /* @status    APPROVED */

    activationTime := p_Activetime,

    rrc_StateIndicator := cell_DCH,

    rab_InformationSetupList := {

      cs_RAB_InfoSetupDCH_PS_64k (p_RAB_Id, cs_RLC_InfoAM_Def)

    },

    ul_CommonTransChInfo := cs_UL_CommTrChInfoDCH_PS_64k_TDD,

    ul_AddReconfTransChInfoList := cs_UL_AddReconfTransChInfoListDCH_PS_64k,

    dl_CommonTransChInfo := cs_DL_CommonTransChInfoDCH_TDD (cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

    dl_AddReconfTransChInfoList := cs_DL_AddReconfTransChInfoListDCH_PS_64k_r9,

    maxAllowedUL_TX_Power := tsc_MaxAllowPwr,

    ul_DPCH_Info := cs_UL_DPCH_64k_PS_TDD,

    dl_CommonInformation := cs_DL_CommonInfo_TDD,
    dl_InformationPerRL_List := cs_DL_InformationPerRL_r8_TDD (p_CellParametersID, cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD)

  };


After Change: 
	  template (value) RadioBearerSetup_r9_IEs cds_RadioBearerSetup_r9_IEs_64k_PS_TDD (ActivationTime      p_Activetime,

                                                                                   bitstring           p_RAB_Id,

                                                                                   CellParametersID    p_CellParametersID)

    modifies cs_RadioBearerSetup_r9_IEs_Omit :=

  { /* @status    APPROVED */

    activationTime := p_Activetime,

    rrc_StateIndicator := cell_DCH,

    rab_InformationSetupList := {

      cs_RAB_InfoSetupDCH_PS_64k (p_RAB_Id, cs_RLC_InfoAM_Def)

    },

    ul_CommonTransChInfo := cs_UL_CommTrChInfoDCH_PS_64k_TDD,

    ul_AddReconfTransChInfoList := cs_UL_AddReconfTransChInfoListDCH_PS_64k,

    dl_CommonTransChInfo := cs_DL_CommonTransChInfoDCH_TDD (cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx),

    dl_AddReconfTransChInfoList := cs_DL_AddReconfTransChInfoListDCH_PS_64k_r9,

    maxAllowedUL_TX_Power := tsc_MaxAllowPwr,

    ul_DPCH_Info := cs_UL_DPCH_64k_PS_TDD,

    dl_CommonInformation := cs_DL_CommonInfo_Maintain_TDD,
    dl_InformationPerRL_List := cs_DL_InformationPerRL_r8_TDD (p_CellParametersID, cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD)

  };
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