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42
CA configuration CA_1A-8A Independent of Release

CA configuration CA_1A-8A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

42.1
CA_1A-8A UE

UEs that conform to Release 11 and support CA_1A-8A shall support the following requirements in Release 12.

42.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-8A specified in [3]. These requirements are:

Table 42.1.1-1: RF Requirements for CA_1A-8A UE 

	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A1
	Channel bandwidths per operating band for CA

	6.2.5A
	Configured transmitted Power for CA

	7.3.1
	Minimum requirements (QPSK)


42.1.2
RRM Requirements
The UE shall comply with the following RRM requirements for CA_1A-8A specified in [4]. These requirements are:
Table 42.1.2-1: RRM Requirements for CA_1A-8A UE

	Section / Clause
	Description

	8
	UE Measurements Procedures in RRC_CONNECTED State

	9
	Measurement Performances for UE.


Annex A (informative) :
Frequency arrangement for overlapping operating bands

The following information is provided in order to assist a UE derive the DL EARFCN and UL EARFCN in a multi-band environment, in which multiple overlapping operating bands may be indicated in the fields freqBandIndicator and multiBandInfoList of SIB1. 

The overlapping bands, independent of release, which may be indicated in a cell are shown in Table A-1 for applicable E-UTRA bands. The DL EARFCN and UL EARFCN are derived according to [2].
Table A-1: Overlapping bands (multi-band environments) for each E-UTRA band

	E-UTRA Operating Band
	Overlapping E-UTRA operating bands
	Duplex Mode

	2
	25
	FDD

	3
	9
	FDD

	4
	10
	FDD

	5
	18, 19, 26
	FDD

	9
	3
	FDD

	10
	4
	FDD

	12
	17
	FDD

	17
	12
	FDD

	18
	5, 26, 27
	FDD

	19
	5, 26
	FDD

	25
	2
	FDD

	26
	5, 18, 19, 27
	FDD

	27
	18, 26
	FDD

	33
	39
	TDD

	38
	41
	TDD

	39
	33
	TDD

	41
	38
	TDD
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