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	1. As agreed in R5-123621, FDD band 6 is not checked anymore. In test step ts_CheckBand1_To7, ts_CheckBand1_To7ext_Meas8_To22 and ts_CheckBand1_To7ext__MeasEUTRA, this revise has been applied, but still needed in ts_CheckBand8_To22.
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	1. pc_Band6_Supp was removed in lt_Check_MeasurementFDD2;
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3. FDD band 20 & 22 were checked in lt_Check_MeasurementFDD2.
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1.1 Change 1
	Object name 
	ts_CheckBand8_To22

	Reason for change
	As agreed in R5-123621, FDD band 6 is not checked anymore. In test step ts_CheckBand1_To7, ts_CheckBand1_To7ext_Meas8_To22 and ts_CheckBand1_To7ext__MeasEUTRA, this revise has been applied, but still needed in ts_CheckBand8_To22.

	Summary of change
	pc_Band6_Supp was removed in lt_Check_MeasurementFDD2.

	Source of change
	HSPA9_ENHva30.mp
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1.2 Change 2
	Object name 
	ts_CheckBand8_To22 and ts_CheckBand8_To22ext_MeasEUTRA

	Reason for change
	FDD band 20 & 22 are not correctly checked in line 13# and 15#.

	Summary of change
	pc_Band20_Supp and pc_Band22_Supp  were corrected at line 13# and 15#.

	Source of change
	HSPA9_ENHva30.mp
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1.3 Change 3
	Object name 
	ts_CheckBand8_To22

	Reason for change
	FDD band 20 & 22 are not checked in lt_Check_MeasurementFDD2.

	Summary of change
	FDD band 20 & 22 were checked in lt_Check_MeasurementFDD2.

	Source of change
	HSPA9_ENHva30.mp
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