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4
Recommended test case applicability

<### Text skipped ###>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	ROWS SKIPPED

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	8.1.1.1
	RRC / Paging for connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.2
	RRC / Paging for notification of BCCH modification in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.3
	RRC / Paging for connection in idle mode / Multiple paging records
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.4
	RRC / Paging for connection in idle mode / Shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.6
	RRC / BCCH modification in connected mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.7
	RRC / Paging / EAB active
	Rel-11
	FFS
	FFS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.1
	RRC connection establishment / Ks=1.25 / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.2
	RRC connection establishment / Reject with wait time
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.3
	RRC connection establishment / Return to idle state after T300 timeout
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.5
	RRC connection establishment / 0% access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.6
	RRC connection establishment / Non-zero percent access probability for MO calls, no restriction for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.7
	RRC connection establishment / 0% access probability for AC 0 to 9, AC 10 is barred, AC 11 to 15 are not barred, access for UE with access class in the range 11 to 15 is allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.8
	RRC connection establishment / Range of access baring time
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.9
	RRC Connection Establishment / 0% access probability for MO calls, non-zero percent access probability for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.10
	Void
	
	
	
	
	
	
	

	8.1.2. 11
	RRC connection establishment of emergency call
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.12
	RRC connection establishment of emergency call / Limited service
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.13
	RRC connection establishment / 0% access probability for MO calls, 0% access probability for MO signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.14
	RRC connection establishment / High speed flag
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	ROWS SKIPPED

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	
	
	

	9.1.1.2
	Void
	
	
	
	
	
	
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.2
	Void
	
	
	
	
	
	
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.4
	Authentication not accepted by the UE / MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.5
	Authentication not accepted by the UE / SQN failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.6
	Abnormal cases / Network failing the authentication check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.3
	No emergency bearer service / NAS security mode command with EIA0 not accepted by the UE
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.4.2
	Identification procedure / IMEI / IMEISV requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.5.1
	EMM information procedure
	Rel-8
	C51
	UEs supporting E-UTRA and  supporting the EMM information message
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.5.2
	EMM information procedure not supported by the UE
	Rel-8
	C46
	UEs supporting E-UTRA and  does not support the EMM information message
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1
	Attach / Success / Valid GUTI
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1a
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 9.2.1.1.1a or TC 9.2.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1b
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA

This test is 'cells on single frequency only' equivalent of TC 9.2.1.1.1a
	pc_eFDD
	
	Either TC 9.2.1.1.1a or TC 9.2.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.2
	Attach / Success / With IMSI, GUTI reallocation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.2a
	Attach Procedure / AttachWithIMSI configured / Selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs / Success
	Rel-10
	C173
	UEs supporting E-UTRA and AttachWithIMSI
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.3
	Attach Procedure / Success / Request for obtaining the IPv6 address of the home agent
	Rel-8
	C68
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv6 address of the Home Agent during Attach procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.4
	Attach Procedure / Success / Request for obtaining the IPv4 address of the home agent
	Rel-8
	C69
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv4 address of the Home Agent during Attach procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.5
	Void
	
	
	
	
	
	
	

	9.2.1.1.7
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.7 or TC 9.2.1.1.7a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.7a
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.7 or TC 9.2.1.1.7a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.9
	Attach / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.10
	Attach / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.11
	Attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.1.12
	Attach / Rejected / EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.1.13
	Attach / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	Either TC 9.2.1.1.13 or TC 9.2.1.1.13a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.13a
	Attach / Rejected / PLMN not allowed / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

This test is 'cells on single frequency only' equivalent of TC 9.2.1.1.13
	pc_eFDD
	
	Either TC 9.2.1.1.13 or TC 9.2.1.1.13a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.14
	Attach / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.15
	Attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.15 or TC 9.2.1.1.15a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.15a
	Attach / Rejected / Roaming not allowed in this tracking area / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

This test is 'cells on single frequency only' equivalent of TC 9.2.1.1.15
	pc_eFDD
	
	Either TC 9.2.1.1.15 or TC 9.2.1.1.15a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.16
	Attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.16 or TC 9.2.1.1.16a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.16a
	Attach / Rejected / EPS services not allowed in this PLMN / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

This test is 'cells on single frequency only' equivalent of TC 9.2.1.1.16
	pc_eFDD
	
	Either TC 9.2.1.1.16 or TC 9.2.1.1.16a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.17
	Attach / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.18
	Attach / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and allowed CSG list and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.19
	Attach / Abnormal case / Failure due to non integrity protection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.20
	Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.21
	Attach / Abnormal case / Success after several attempts due to no network response
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.22
	Attach / Abnormal case / Unsuccessful attach after 5 attempts
	Rei-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.23
	Attach / Abnormal case / Repeated rejects for network failures
	Rei-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.24
	Attach / Abnormal case / Change of cell into a new tracking area
	Rei-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.25
	Attach / Abnormal case / Mobile originated detach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.26
	Attach / Abnormal case / Detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.27
	Attach / Abnormal case /  Network reject with Extended Wait Timer
	Rel-10
	C178
	UEs supporting E-UTRA and LAP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.28
	Attach / Success / IMS
	Rel-8
	C183
	UEs supporting E-UTRA and VoLTE in GSMA
	pc_eFDD
	
	
	

	
	
	
	
	PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eTDD
	
	
	

	9.2.1.2.1
	Combined attach / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.1b
	Combined attach procedure / Success / SMS only
	Rel-8
	C88
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and combined EPS/IMSI attach
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 or 2 Executions (Note 2 AND Note 6)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.1c
	Combined attach procedure / Success / EPS and CS Fallback not preferred
	Rel-8
	C86
	UEs supporting E-UTRA and UTRA and combined EPS/IMSI attach (with or without pre-configuration) and CS fallback and configured to CS/PS mode 1 (voice centric)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	9.2.1.2.1d
	Combined attach procedure / Success / EPS and CS Fallback not preferred/data centric UE
	Rel-8
	C87
	UEs supporting E-UTRA and UTRA and combined EPS/IMSI attach (with or without pre-configuration) and CS fallback (and implicitly SMSoverSGs) and configured to CS/PS mode 2 (data centric)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	9.2.1.2.2
	Combined attach / Success / EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.3
	Combined attach / Success / EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.4
	Combined attach / Success / EPS services only / CS domain not available
	Rel-8
	C125
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and (CS/PS Mode 2 or CS/PS Mode 1 with IMS Voice Support)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.5
	Combined attach / Rejected / IMSI invalid
	Rel-8
	C128
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.6
	Combined attach / Rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.7
	Combined attach / Rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.8
	Combined attach / Rejected / EPS services not allowed
	Rel-8
	C128
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.9
	Combined attach / Rejected / PLMN not allowed
	Rel-8
	C128
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.10
	Combined attach / Rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and  combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.11
	Combined attach / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.12
	Combined attach / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.13
	Combined attach / Rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.1.2.14
	Combined attach / rejected / Not authorized for this CSG
	Rel-8
	C123
	UEs supporting E-UTRA and allowed CSG list and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.15
	Combined attach / Abnormal case / Handling of the EPS attach attempt counter
	Rel-8
	C128
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	
	
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	
	
	

	9.2.2.1.3
	UE initiated detach / EPS capability of the UE is disabled
	Rel-8
	C153
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and disabling the EPS services
	pc_eFDD

pc_UTRA, pc_GERAN pc_EPS_Disable
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD
pc_UTRA, pc_GERAN pc_EPS_Disable
	
	
	

	9.2.2.1.4
	UE initiated detach / detach for non-EPS services
	Rel-8
	C106
	UEs supporting E-UTRA and detach for non-EPS services, and combined EPS/IMSI attach
	pc_eFDD

pc_IMSI_Detach
	
	
	

	
	
	
	
	
	pc_eTDD
pc_IMSI_Detach
	
	
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / Local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.1.7
	UE initiated detach / Abnormal case / Detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD, pc_Re_Attach_AfterDetachColl
	
	
	

	
	
	
	
	
	pc_eTDD, pc_Re_Attach_AfterDetachColl
	
	
	

	9.2.2.1.8
	UE initiated detach / Abnormal case / Detach and EMM common procedure collision
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.1.9
	UE initiated detach / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.1.10
	UE initiated detach / Mapped security context
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	9.2.2.2.1
	NW initiated detach / Re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.2.2.14
	NW initiated detach / Abnormal case / EMM cause not included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.1
	Normal tracking area update / Accepted
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.2
	Void
	
	
	
	
	
	
	

	9.2.3.1.4
	Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.5
	Periodic tracking area update / Accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.5a
	Periodic tracking area update / Accepted / Per-device timer
	Rel‑10
	C174
	UEs supporting E-UTRA and T3412 Extended IE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.8a
	Normal tracking area update / low priority override
	Rel-11
	FFS
	FFS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.9
	Normal tracking area update / Correct handling of CSG list
	Rel-8
	C143
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	
	

	
	
	
	
	and EPS attach
	pc_eTDD
	
	
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.12
	Normal tracking area update / Rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.13
	Normal tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.14
	Normal tracking area update / Rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.15 or TC 9.2.3.1.15a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.15a
	Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)

This test is 'cells on single frequency only' equivalent of TC 9.2.3.1.15
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.15 or TC 9.2.3.1.15a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.16
	Normal tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.18 or TC 9.2.3.1.18a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.18a
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

This test is 'cells on single frequency only' equivalent of TC 9.2.3.1.18
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.18 or TC 9.2.3.1.18a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.19
	Normal tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.20
	Normal tracking area update / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and EPS attach (with or without configuration) and allowed CSG list
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.22
	Normal tracking area update / Abnormal case / access barred due to access class control or NAS signalling connection establishment rejected by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.25
	Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.26
	Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.27
	Normal tracking area update / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.28
	Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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	10
	EPS Session Management
	
	
	
	
	
	
	

	10.2.1
	Dedicated EPS bearer context activation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.3.1
	EPS bearer context modification / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.1
	EPS bearer context deactivation / Success
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.2
	EPS bearer context deactivation / Re-establishment
	Rel-8
	C183
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.1
	UE requested PDN connectivity procedure accepted by the network
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.1a
	UE requested PDN connectivity accepted / Dual priority / T3396 override
	Rel-11
	FFS
	FFS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.2
	Void
	
	
	
	
	
	
	

	10.5.3
	UE requested PDN connectivity procedure not accepted
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.4
	UE requested PDN connectivity not accepted / Network reject with Extended Wait Timer
	Rel-10
	C178
	UEs supporting E-UTRA and LAP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.6.1
	UE requested PDN disconnect procedure accepted by the network
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.6.2
	Void
	
	
	
	
	
	
	

	10.7.1
	UE requested bearer resource allocation, accepted by the network / New EPS bearer context
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.7.2
	UE requested bearer resource allocation accepted by the network / Existing EPS bearer context
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.7.3
	UE requested bearer resource allocation not accepted by the network
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.7.4
	UE requested bearer resource allocation / Expiry of timer T3480
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.7.5
	UE requested bearer resource allocation / BEARER RESOURCE ALLOCATION REJECT message including cause #43 “unknown EPS bearer context”
	Rel-8
	C98
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.1
	UE requested bearer resource modification accepted by the network / New EPS bearer context
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.2
	UE requested bearer resource modification accepted by the network / Existing EPS bearer context
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.3
	UE requested bearer resource modification not accepted by the network
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.4
	UE requested bearer resource modification / Cause #36 “regular deactivation”
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.5
	UE requested bearer resource modification / BEARER RESOURCE MODIFICATION REJECT message including cause #43 “unknown EPS bearer context”
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.6
	UE requested bearer resource modification / Collision of a UE requested bearer resource modification procedure and EPS bearer context deactivation procedure
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.7
	UE requested bearer resource modification / Expiry of timer T3481
	Rel-8
	C55
	UEs supporting E-UTRA and ESM UE requested bearer resource modification procedure and UE requested modification of network allocated TFTs
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.8.8
	UE requested bearer resource modification / Dual priority / low priority override
	Rel-11
	FFS
	FFS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.9.1
	UE routing of uplink packets
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


