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	Reason for change:
	1) The input value in cr_SDP_Media_Audio have to be in pattern. And, cr_SDP_Media_Audio is already using tsc_SDP_AnyMediaFormatDescr as input pattern.

2) In case of 200 OK on UPDATE v_Port_us is OMIT and TC fails with TTCN mismatch because there is missing modification of variable v_Port_us

	
	

	Summary of change:
	1) Use default input value (pattern tsc_SDP_AnyMediaFormatDescr) in cr_SDP_Media_Audio.

2) Move modification of variable v_Port_us to if (v_A2A4) clause

	
	

	Consequences if not approved:
	A conformant UE will not trigger emergency call over IMS
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Change 1
	Testcase name
	12.13

	Reason for change
	Constant tsc_SDP_AnyMediaFormatDescr as input value in cr_SDP_Media_Audio have to be in format pattern

	Summary of change
	Use default input value (pattern tsc_SDP_AnyMediaFormatDescr) in cr_SDP_Media_Audio.

	Source of change
	Common\IMS\IMS_SDP_Messages.ttcn


Before change:

	function f_IMS_BuildSDP_AnnexC11_Step4or8(charstring p_Step) runs on IMS_PTC return template (present) SDP_Message

  { /* @sic R5-123077 change 3: 'inactive' removed from 'Attributes for media' for step 4 sic@ */

    var charstring v_FmtAudio := tsc_SDP_AnyMediaFormatDescr;  // @sic R5s130897 change 6: acc. RFC 3264 section 5.1 the UE may come back with a different payload type number sic@

    var charstring v_AddrType := f_IMS_PTC_NW_Address_GetTypeStr();

    var template (present) charstring v_IPAddrOrigin := ?;

    var template (present) charstring v_IPAddrConnection := ?;

    var template (present) SDP_media_desc v_SDP_Media_Desc;

    var template (present) SDP_attribute_list v_SDP_Attribute_List;
……

  case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    v_SDP_Media_Desc := cr_SDP_Media_Desc(cr_SDP_Media_Audio(v_FmtAudio), 

                                          cr_SDP_Connection(v_AddrType, v_IPAddrConnection),

                                          cr_SDP_Bandwidth_List_Media(?, ?, ?),

                                          v_SDP_Attribute_List);

    return cr_SDP_Message_Def(v_AddrType, v_IPAddrOrigin, v_IPAddrConnection, v_SDP_Media_Desc);

  }


After change :

	function f_IMS_BuildSDP_AnnexC11_Step4or8(charstring p_Step) runs on IMS_PTC return template (present) SDP_Message

  { /* @sic R5-123077 change 3: 'inactive' removed from 'Attributes for media' for step 4 sic@ */

    var charstring v_FmtAudio := tsc_SDP_AnyMediaFormatDescr;  // @sic R5s130897 change 6: acc. RFC 3264 section 5.1 the UE may come back with a different payload type number sic@

    var charstring v_AddrType := f_IMS_PTC_NW_Address_GetTypeStr();

    var template (present) charstring v_IPAddrOrigin := ?;

    var template (present) charstring v_IPAddrConnection := ?;

    var template (present) SDP_media_desc v_SDP_Media_Desc;

    var template (present) SDP_attribute_list v_SDP_Attribute_List;
……

  case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    v_SDP_Media_Desc := cr_SDP_Media_Desc(cr_SDP_Media_Audio(), 

                                          cr_SDP_Connection(v_AddrType, v_IPAddrConnection),

                                          cr_SDP_Bandwidth_List_Media(?, ?, ?),

                                          v_SDP_Attribute_List);

    return cr_SDP_Message_Def(v_AddrType, v_IPAddrOrigin, v_IPAddrConnection, v_SDP_Media_Desc);

  }


Change 2
	Testcase name
	12.13

	Reason for change
	In case of 200 OK on UPDATE v_Port_us is OMIT and TC fails with TTCN mismatch because there is missing modification of variable v_Port_us

	Summary of change
	Move modification of variable v_Port_us to if (v_A2A4) clause

	Source of change
	Common\IMS\IMS_Procedures_Common.ttcn


Before change:

	function f_IMS_OtherResponse_200_MessageHeaderRX(template (value) MessageHeader p_MessageHeader_Request,

                                                   template ContentType p_ContentType := omit) runs on IMS_PTC return template (present) MessageHeader

  { /* NOTE: Message is sent by the UE => conditions A2, A4 and A5 are applicable;

     *       For A4 (GIBA) pAccessNetworkInfo is optional */

    /* @sic R5-130683 sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var template (present) MessageHeader v_MessageHeader_Response := cr_MessageHeader_Dummy;

    var template (present) PAccessNetworkInfo v_PAccessNetworkInfo := cr_PAccessNetworkInfoDef(f_IMS_PTC_RanType_GetString(), *);  /* acc. to A.3.1 condition A5: access network technology and, if applicable, the cell ID */

    var boolean v_A5 := true;    /* true => response sent by the UE within a dialog */

    var boolean v_A2A4 := false; /* true => Response sent by UE for INVITE/UPDATE */

    var boolean v_RequestIsInvite := false;

    var charstring v_Method := valueof(p_MessageHeader_Request.cSeq.method);

    var integer v_Port_us;
select (v_Method) {

      case ("NOTIFY", "MESSAGE") {

        v_A5 := false;

      }

      case ("UPDATE") {

        v_A2A4 := true;

      }

      case ("INVITE") {

        v_A2A4 := true;

        v_RequestIsInvite := true;

      }

    }

……

  if (not f_IMS_PTC_SecurityScheme_IsGiba() and v_A5) {     // @sic R5-130683: pAccessNetworkInfo is optional for GIBA sic@

      v_MessageHeader_Response.pAccessNetworkInfo := v_PAccessNetworkInfo;

    } else {

      v_MessageHeader_Response.pAccessNetworkInfo := v_PAccessNetworkInfo ifpresent;

    }

    if (v_RequestIsInvite) {  /* @sic R5-135004 Change 3 sic@

                                 PROSE ISSUE: prose is not clear about whether there shall be any RecordRoute header for responses to requests other than INVITE */
      v_Port_us := f_IMS_PTC_GetPort_us(); 

      v_MessageHeader_Response.recordRoute := p_MessageHeader_Request.recordRoute;     // @sic R5-135004: same as in the INVITE sent to the UE sic@

    }

    if (v_A2A4) {

      v_MessageHeader_Response.contact     := cr_Contact(cr_SipUri_HostPort(?, v_Port_us));    // host address needs to be checked after receiving

    }

    return v_MessageHeader_Response;

  }

}


After change :

	function f_IMS_OtherResponse_200_MessageHeaderRX(template (value) MessageHeader p_MessageHeader_Request,

                                                   template ContentType p_ContentType := omit) runs on IMS_PTC return template (present) MessageHeader

  { /* NOTE: Message is sent by the UE => conditions A2, A4 and A5 are applicable;

     *       For A4 (GIBA) pAccessNetworkInfo is optional */

    /* @sic R5-130683 sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var template (present) MessageHeader v_MessageHeader_Response := cr_MessageHeader_Dummy;

    var template (present) PAccessNetworkInfo v_PAccessNetworkInfo := cr_PAccessNetworkInfoDef(f_IMS_PTC_RanType_GetString(), *);  /* acc. to A.3.1 condition A5: access network technology and, if applicable, the cell ID */

    var boolean v_A5 := true;    /* true => response sent by the UE within a dialog */

    var boolean v_A2A4 := false; /* true => Response sent by UE for INVITE/UPDATE */

    var boolean v_RequestIsInvite := false;

    var charstring v_Method := valueof(p_MessageHeader_Request.cSeq.method);

    var integer v_Port_us;
select (v_Method) {

      case ("NOTIFY", "MESSAGE") {

        v_A5 := false;

      }

      case ("UPDATE") {

        v_A2A4 := true;

      }

      case ("INVITE") {

        v_A2A4 := true;

        v_RequestIsInvite := true;

      }

    }

……

  if (not f_IMS_PTC_SecurityScheme_IsGiba() and v_A5) {     // @sic R5-130683: pAccessNetworkInfo is optional for GIBA sic@

      v_MessageHeader_Response.pAccessNetworkInfo := v_PAccessNetworkInfo;

    } else {

      v_MessageHeader_Response.pAccessNetworkInfo := v_PAccessNetworkInfo ifpresent;

    }

    if (v_RequestIsInvite) {  /* @sic R5-135004 Change 3 sic@

                                 PROSE ISSUE: prose is not clear about whether there shall be any RecordRoute header for responses to requests other than INVITE */

      v_MessageHeader_Response.recordRoute := p_MessageHeader_Request.recordRoute;     // @sic R5-135004: same as in the INVITE sent to the UE sic@

    }

    if (v_A2A4) {

      v_Port_us := f_IMS_PTC_GetPort_us(); 

      v_MessageHeader_Response.contact     := cr_Contact(cr_SipUri_HostPort(?, v_Port_us));    // host address needs to be checked after receiving

    }

    return v_MessageHeader_Response;

  }

}
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