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	Reason for change:
	For test case 13.4.3.1 and other SRVCC test cases, the function f_IMS_Generic_Sequence_SRVCC() handles IMS registration. In this function the coordination messages to EUTRA PTC which are sent when IMS registration is handled in f_IMS_DefaultHandler(), are not being sent. These coordination messages control the “WaitForIMS” timer on EUTRAN PTC and not sending them can cause the RRC connection to be released partway through IMS registration.

	
	

	Summary of change:
	Receive the initial IMS REGISTER message outside of the function f_IMS_Registration. Send one trigger to EUTRA PTC when this is received, and another when the registration procedure is complete..
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	The test case can fail if a UE takes more than 10s to complete IMS registration.
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1.1 Change 1

	Testcase name
	13.4.3.1

	Protocol
	Multilayer

	Function Name
	f_IMS_GenericSequence_SRVCC()

	Reason for change
	For test case 13.4.3.1 and other SRVCC test cases, the function f_IMS_Generic_Sequence_SRVCC() handles IMS registration. In this function the coordination messages to EUTRA PTC which are sent when IMS registration is handled in f_IMS_DefaultHandler() are not being sent. These coordination messages control the “WaitForIMS” timer on EUTRAN PTC and not sending them can cause the RRC connection to be released partway through IMS registration.

	Summary of change
	Receive the initial IMS REGISTER message outside of the function f_IMS_Registration. Send one trigger to EUTRA PTC when this is received, and another when the registration procedure is complete..

	Source of change
	IMS_CommonSRVCC.ttcn


Before:
	  function f_IMS_Generic_Sequence_SRVCC(boolean p_DeRegister) runs on IMS_PTC

  {

    f_IMS_PTC_Init();

    f_IMS_Registration();
    f_IMS_GenericIMS_MT_SpeechCall();

    if (p_DeRegister) {

      f_IMS_IPCAN_WaitForTrigger(IPCAN);

      f_IMS_PTC_Deregistration();

    }

  }


After:

	  function f_IMS_Generic_Sequence_SRVCC(boolean p_DeRegister) runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_DATA_REQ;
    f_IMS_PTC_Init();    

    IMS_Server.receive(car_IMS_Register_Request(?)) -> value v_IMS_DATA_REQ;       // receive any REGISTER

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);     // send trigger to EUTRA PTC to indicate start of IMS registration @sic R5-123731 sic@

    f_IMS_Registration(v_IMS_DATA_REQ);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);     // send trigger to EUTRA PTC to indicate end of IMS registration @sic R5-123731 sic@
    f_IMS_GenericIMS_MT_SpeechCall();

    if (p_DeRegister) {

      f_IMS_IPCAN_WaitForTrigger(IPCAN);

      f_IMS_PTC_Deregistration();

    }

  }
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