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2 Corrections to test case 8.3.1.22
2.1 Corrections to template cs_RRCConnectionReconfiguration_A1_83122
	Template name
	cs_RRCConnectionReconfiguration_A1_83122

	Reason for change
	The measurement object id is not according to the prose.

	Summary of change
	Changed the template to use p_MeasObjectId_2 as part of cs_MeasIdToAddModList_1Entry

	TTCN module
	\LTE_A\8_3\EUTRA_Measurements_CA.ttcn

	MCC160 Comment
	


Before change

	...

template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_A1_83122(RRC_TransactionIdentifier p_RRC_TI,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                            MeasObjectId p_MeasObjectId_2,  //@sic R5s130402 sic@

                                                                            template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       p_MeasObjectId_2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A1,

                                                                                                       cs_ReportConfigEUTRA_A1_83122(-72)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1,

                                                                                                 tsc_IdMeasObject_f1,
                                                                                                 tsc_IdReportConfig_A1),

                                                                    -,

                                                                    p_MeasGapConfig));

...


After change

	...

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_A1_83122(RRC_TransactionIdentifier p_RRC_TI,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                            MeasObjectId p_MeasObjectId_2,  //@sic R5s130402 sic@

                                                                            template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       p_MeasObjectId_2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A1,

                                                                                                       cs_ReportConfigEUTRA_A1_83122(-72)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1,

                                                                                                 p_MeasObjectId_2,

                                                                                                 tsc_IdReportConfig_A1),

                                                                    -,

                                                                    p_MeasGapConfig));

...


