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	Reason for change:
	RAN5 CR R5-134645 proposes removal of QuantityConfig IE in MeasConfig from RRC Connection Reconfiguration message which is used to configure UE for EUTRAN measurements.

But as per TS 36.331 clause 5.5.2.3, a measId will be configured only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.

From the core spec point of view, the network shall include QuantityConfig at least once. The default values defined under QuantityConfig is applicable only when the top level field in QuantityConfig is included in the message. 
From TS 36.331 Clause 5.5.2.3:

5.5.2.3 Measurement identity addition/ modification

E-UTRAN applies the procedure as follows:

- configure a measId only if the corresponding measurement object, the corresponding reporting configuration and

the corresponding quantity configuration, are configured;

In iwd-EUTRA-B2013-03_D13wk49 the changes from this prose CR were implemented. This document is to propose such TTCN changes which remove effect of this CR from the iwd-EUTRA-B2013-03_D13wk49..

	
	

	Summary of change:
	In the templates where cs_QuantityConfigEUTRA was omitted due to prose CR R5-134645 the cs_QuantityConfig_Def template is used again.

	
	

	Consequences if not approved:
	Confomant UE will fail testcases.
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Change 1
	Template name
	cs_MeasConfig

	Reason for change
	In affiliated document.

	Summary of change
	The QuantityConfig is set to cs_QuantityConfig_Def in cs_easConfig template.

	TTCN module
	Common\EUTRA_Templates\EUTRA_Measurement_Templates.ttcn


Before change

  template (value) MeasConfig cs_MeasConfig(template (omit) MeasObjectToRemoveList p_MeasObjectToRemoveList,

                                            template (omit) MeasObjectToAddModList p_MeasObjectToAddModList,

                                            template (omit) ReportConfigToRemoveList p_ReportConfigToRemoveList,

                                            template (omit) ReportConfigToAddModList p_ReportConfigToAddModList,

                                            template (omit) MeasIdToRemoveList p_MeasIdToRemoveList,

                                            template (omit) MeasIdToAddModList p_MeasIdToAddModList,

                                            template (omit) QuantityConfig p_QuantityConfig := omit, //@sic R5-134645 sic@
                                            template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                            template (omit) RSRP_Range p_RSRP_Range := omit,

                                            template (omit) PreRegistrationInfoHRPD p_HRPD_PreRegistrationInfo := omit,

                                            template (omit) MeasConfig.speedStatePars p_SpeedStatePars := omit ) :=

  { /* @sic R5s100477 Additional Changes: merge of cs_MeasConfig and cs_MeasConfig_Common sic@ */

    /* @status    APPROVED (LTE, LTE_A, LTE_IRAT) */

    measObjectToRemoveList   := p_MeasObjectToRemoveList,

    measObjectToAddModList   := p_MeasObjectToAddModList,

    reportConfigToRemoveList := p_ReportConfigToRemoveList,

    reportConfigToAddModList := p_ReportConfigToAddModList,

    measIdToRemoveList       := p_MeasIdToRemoveList,

    measIdToAddModList       := p_MeasIdToAddModList,

    quantityConfig           := p_QuantityConfig,

    measGapConfig            := p_MeasGapConfig,

    s_Measure                := p_RSRP_Range,

    preRegistrationInfoHRPD  := p_HRPD_PreRegistrationInfo,

    speedStatePars           := p_SpeedStatePars,

    measObjectToAddModList_v9e0 := omit       /* @sic R5s130195 BASELINE MOVING 2013 sic@ */

  }
After change

        template (value) MeasConfig cs_MeasConfig(template (omit) MeasObjectToRemoveList p_MeasObjectToRemoveList,

                                            template (omit) MeasObjectToAddModList p_MeasObjectToAddModList,

                                            template (omit) ReportConfigToRemoveList p_ReportConfigToRemoveList,

                                            template (omit) ReportConfigToAddModList p_ReportConfigToAddModList,

                                            template (omit) MeasIdToRemoveList p_MeasIdToRemoveList,

                                            template (omit) MeasIdToAddModList p_MeasIdToAddModList,

                                            template (omit) QuantityConfig p_QuantityConfig := cs_QuantityConfig_Def,
                                            template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                            template (omit) RSRP_Range p_RSRP_Range := omit,

                                            template (omit) PreRegistrationInfoHRPD p_HRPD_PreRegistrationInfo := omit,

                                            template (omit) MeasConfig.speedStatePars p_SpeedStatePars := omit ) :=

  { /* @sic R5s100477 Additional Changes: merge of cs_MeasConfig and cs_MeasConfig_Common sic@ */

    /* @status    APPROVED (LTE, LTE_A, LTE_IRAT) */

    measObjectToRemoveList   := p_MeasObjectToRemoveList,

    measObjectToAddModList   := p_MeasObjectToAddModList,

    reportConfigToRemoveList := p_ReportConfigToRemoveList,

    reportConfigToAddModList := p_ReportConfigToAddModList,

    measIdToRemoveList       := p_MeasIdToRemoveList,

    measIdToAddModList       := p_MeasIdToAddModList,

    quantityConfig           := p_QuantityConfig,

    measGapConfig            := p_MeasGapConfig,

    s_Measure                := p_RSRP_Range,

    preRegistrationInfoHRPD  := p_HRPD_PreRegistrationInfo,

    speedStatePars           := p_SpeedStatePars,

    measObjectToAddModList_v9e0 := omit       /* @sic R5s130195 BASELINE MOVING 2013 sic@ */

  }
Change 2
	Template name
	cs_RRCConnectionReconfiguration_8_6_4_2_Step1
cs_RRCConnectionReconfiguration_8_6_4_4_Step1

	Reason for change
	In affiliated document. 

	Summary of change
	The QuantityConfig is set to cs_QuantityConfig_Def in cs_RRCConnectionReconfiguration_8_6_4_x_Step1 templates.

	TTCN module
	EUTRA_MDT_Specific_Templates.ttcn


Before change

template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_4_2_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED (LTE_A) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2, p_MeasurementBandwidth_2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_508_ReportConfigEUTRA_A3),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@
                                                                    cs_508_MeasGapConfig_GP1));

  //------------------------------------------------

  //8.6.4.4, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_4_4_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2, p_MeasurementBandwidth_2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_508_ReportConfigEUTRA_A3),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));
After change

    template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_4_2_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED (LTE_A) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2, p_MeasurementBandwidth_2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_508_ReportConfigEUTRA_A3),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    cs_QuantityConfig_Def,                                                                    cs_508_MeasGapConfig_GP1));

  //------------------------------------------------

  //8.6.4.4, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_6_4_4_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1, p_MeasurementBandwidth_1),

                                                                                                       tsc_IdMeasObject_f2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2, p_MeasurementBandwidth_2)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_508_ReportConfigEUTRA_A3),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    cs_QuantityConfig_Def,
                                                                    cs_508_MeasGapConfig_GP1));
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