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4.4.3
Common parameters for simulated E-UTRA cells

The parameters specified in this sub clause apply to all simulated E-UTRA cells unless otherwise specified.

4.4.3.1
Common configurations of system information blocks

4.4.3.1.1
Combinations of system information blocks

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, the following combinations of system information blocks are defined.

Combination 1 is the default combination which applies to the following test case scenarios:

- E-UTRA FDD single cell scenario
- 

[Text skipped here]
Combination 20 applies to the following test case scenarios:

- 3GPP E-UTRA FDD + MBMS inter-frequency multi cell scenario (MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS inter-frequency multi cell scenario (MBMS cell broadcasting SIB15)
- 3GPP E-UTRA FDD + MBMS inter-band multi cell scenario (MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS inter-band multi cell scenario (MBMS cell broadcasting SIB15)
Combination 21 applies to the following test case scenarios:

- E-UTRA FDD SIMTC single cell scenario

- E-UTRA TDD SIMTC single cell scenario

Table 4.4.3.1.1-1: Combinations of system information blocks
	
	System information block type

	Combination No.
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB8
	SIB9
	SIB10
	SIB11
	SIB12
	SIB13
	SIB 14
	SIB

15

	1
	X
	X
	
	
	
	
	
	
	
	
	
	
	
	

	2
	X
	X
	X
	
	
	
	
	
	
	
	
	
	
	

	3
	X
	X
	
	X
	
	
	
	
	
	
	
	
	
	

	4
	X
	X
	
	
	X
	
	
	
	
	
	
	
	
	

	5
	X
	X
	
	
	
	X
	
	
	
	
	
	
	
	

	6
	X
	X
	
	
	
	
	X
	
	
	
	
	
	
	

	7
	X
	X
	X
	
	
	
	
	X
	
	
	
	
	
	

	8
	X
	X
	
	
	
	
	
	
	X
	X
	
	
	
	

	9
	X
	X
	
	X
	X
	
	
	
	
	
	
	
	
	

	10
	X
	X
	
	
	X
	X
	
	
	
	
	
	
	
	

	10a
	X
	X
	
	X
	X
	X
	
	
	
	
	
	
	
	

	11
	X
	X
	X
	
	X
	
	
	X
	
	
	
	
	
	

	12
	X
	X
	
	X
	
	X
	
	
	
	
	
	
	
	

	13
	X
	X
	X
	X
	
	
	
	X
	
	
	
	
	
	

	14
	X
	X
	X
	
	
	X
	
	X
	
	
	
	
	
	

	15
	X
	X
	
	
	
	
	
	
	
	
	
	X
	
	

	16
	X
	X
	X
	
	
	
	
	
	
	
	
	X
	
	

	17
	X
	X
	
	
	
	
	
	
	
	
	X
	
	
	

	18
	X
	X
	
	X
	
	
	
	
	
	
	
	
	
	X

	19
	X
	X
	X
	
	
	
	
	
	
	
	
	X
	
	X

	20
	X
	X
	
	X
	
	
	
	
	
	
	
	X
	
	X

	21
	X
	X
	
	
	
	
	
	
	
	
	
	
	X
	


	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	


4.4.3.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables.

Table 4.4.3.1.2-1: Scheduling for combination 1

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3


[Text skipped here]

Table 4.4.3.1.2-20: Scheduling for combination 20
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5

	4
	See sub clause 4.4.3.4
	SIB13

	5
	See sub clause 4.4.3.4
	SIB15


Table 4.4.3.1.2-21: Scheduling for combination 21
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB14


4.4.3.3
Common contents of system information blocks
[Text skipped here]

SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

Table 4.4.3.3-13: SystemInformationBlockType13
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType13 ::= SEQUENCE {
	
	
	

	  MBSFN-AreaInfo-r9 SEQUENCE (SIZE(1..maxMBSFN-Area)) OF SEQUENCE {
	
	
	

	    mbsfn-AreaId-r9
	0
	
	

	    non-MBSFNregionLength
	1
	
	

	    notificationIndicator-r9
	0
	
	

	    mcch-Config-r9 SEQUENCE {
	
	
	

	      mcch-RepetitionPeriod-r9
	rf32
	
	

	      mcch-Offset-r9
	1
	
	FDD

	
	0
	
	TDD

	      mcch-ModificationPeriod-r9
	rf512
	
	

	      sf-AllocInfo-r9
	‘100000’
	
	FDD

	
	‘000010’
	
	TDD

	      signallingMCS-r9
	n2
	
	

	    }
	
	
	

	  }
	
	
	

	  MBMS-NotificationConfig-r9 ::= SEQUENCE {
	
	
	

	    notificationRepetitionCoeff-r9
	n4 
	
	

	    notificationOffset-r9
	1
	
	FDD

	
	0
	
	TDD

	    notificationSF-Index-r9
	1
	Subframe #1
	FDD

	
	4
	Subframe #8
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment



SystemInformationBlockType14
The IE SystemInformationBlockType14 contains the EAB parameters.
Table 4.4.3.3-13A: SystemInformationBlockType14
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType14-r11 ::= SEQUENCE {
	
	
	

	  eab-Param-r11 CHOICE {
	
	
	

	    EAB-Config-r11 ::= SEQUENCE {
	
	
	

	      eab-Category-r11
	a
	EAB applies to all UEs in the PLMN
ENUMERATED {a, b, c}
	

	      eab-BarringBitmap-r11
	'1111111111'B
	All UE classes 0-9

BIT STRING (SIZE (10))
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not Present
	
	

	}
	
	
	


-
SystemInformationBlockType15
The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

Table 4.4.3.3-14: SystemInformationBlockType15

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType15 ::= SEQUENCE {
	
	
	

	  mbms-SAI-IntraFreq-r11[1] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	1
	1 entry

INTEGER (0..65535)
	

	  mbms-SAI-InterFreqList-r11
	Not present
	
	MBMS_intraFreq

	  mbms-SAI-InterFreqList-r11 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers providing the MBMS service in the test case (including additional bands, if any)
	n denotes the index of the entry
	MBMS_interFreq, MBMS_interBand

	    dl-CarrierFreq-r11
	Downlink EARFCN under test, see table 6.3.1.2-1.
	
	

	    mbms-SAI-List-r11[n] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	The same number of entries as the configured MBMS SAIs providing the MBMS service in the test case for the specific frequency
	INTEGER (0..65535)
	

	  lateNonCriticalExtension
	Not present
	
	

	  lateNonCriticalExtension {
	
	
	MBMS_interBand

	    mbms-SAI-InterFreqList-v1140[n] SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers providing the MBMS service in the test case.
	
	

	      multiBandInfoList-r11[n] SEQUENCE (SIZE (1..maxMultiBands)) OF { INTEGER (1..maxFBI2) }
	The same number of entries as the number of additional frequency bands of the cells participating in the MBSFN transmission in the test case.

For each entry the value is set according to the specific band(s) under test
	INTEGER (1..maxFBI2)
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	MBMS_intraFreq
	SIB15 transmitted for a MBMS intra-band cell environment (MBMS service only provided for intra-frequency cells).

	MBMS_interFreq
	SIB15 transmitted for a MBMS inter-frequency cell environment (MBMS service provided on multiple frequencies within a band).

	MBMS_interBand
	SIB15 transmitted for a MBMS inter-band cell environment (MBMS service provided on multiple frequencies on different band).














































































































































































































































































































































































































