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7.1.1.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2.
Set the parameters according to Test 1, Test 2, or Test 3 in Tables 7.1.1.5-1, 7.1.1.5-2 and 7.1.1.5-3 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is within the limits specified in Table 7.1.1.5-4  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs) for ≥3 MHz downlink bandwidth (Test 1, Test 2) and a delay of +128× TS (approximately +4 µs) for 1.4MHz downlink bandwidth (Test 3) compared to that in step 5.

7.
Step 7 applies for Test 1 and Test 3, but is omitted for Test 2. The test system samples the UE Transmit Timing once per SRS transmission (periodicity 2 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+2) is within Rule 1 as specified in clause 7.1.1.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.1.5, the SS shall measure the change in SRS transmission timing over a 1.002s sliding window, with step size 2ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.1.5, the SS shall measure the change in SRS transmission timing over a 198ms sliding window, with step size 2ms. The three rules apply until the UE transmit timing offset is within the limits specified in Table 7.1.1.5-4  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
In case for Test 1 and Test 3, the SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.1.5-4  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1. In case for Test 2, the SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.1.5-4 with respect to the first timing adjustment after downlink frame of Cell 1 is changed.
9.
The SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

10.
After the RRC connection release, the SS switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

11.
Repeat step 1-10 for each sub-test in Tables 7.1.1.5-1, 7.1.1.5-2 and 7.1.1.5-3 as appropriate.

---------------------------------- NEXT CHANGED SECTION -------------------------------
Table 7.1.1.5-2:  Sounding Reference Signal Configuration to be used in UE transmit timing accuracy for E-UTRAN FDD test case

	Field
	Test 1
	Test 2
	Test 3
	Comment

	
	Value
	

	srs-BandwidthConfig 
	bw5
	bw5
	bw7
	

	srs-SubframeConfig 
	sc1
	sc3
	sc1
	

	ackNackSRS-SimultaneousTransmission
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPts
	N/A
	N/A
	N/A
	Not applicable for FDD

	srs-Bandwidth 
	0
	0
	0
	No hopping

	srs-HoppingBandwidth
	hbw0
	hbw0
	hbw0
	

	freqDomainPosition
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	Indefinite duration

	srs-ConfigIndex
	0
	77
	0
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331 [5].


---------------------------------- NEXT CHANGED SECTION -------------------------------
7.1.1_1.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2.
Set the parameters according to Test 1 or Test 3 in Tables 7.1.1_1.5-1 and 7.1.1_1.5-2  as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is within the limits specified in Table 7.1.1_1.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs) for ≥3 MHz downlink bandwidth (Test 1) and a delay of +128× TS (approximately +4 µs) for 1.4MHz downlink bandwidth (Test 3) compared to that in step 5.

7.
The test system samples the UE Transmit Timing once per SRS transmission (periodicity 2 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+2) is within Rule 1 as specified in clause 7.1.1_1.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.1_1.5, the SS shall measure the change in SRS transmission timing over a 1.002s sliding window, with step size 2ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.1_1.5, the SS shall measure the change in SRS transmission timing over a 198ms sliding window, with step size 2ms. The three rules apply until the UE transmit timing offset is within the limits specified in Table 7.1.1_1.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
The SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.1_1.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
9.
The SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

10.
After the RRC connection release, the SS switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

11.
Repeat step 1-10 for each sub-test in Tables 7.1.1_1.5-1 and  7.1.1_1.5-2 as appropriate.

---------------------------------- NEXT CHANGED SECTION -------------------------------
Table 7.1.1_1.5-2: Sounding Reference SignalConfiguration to be used in UE transmit timing accuracy for E-UTRAN FDD test case

	Field
	Test 1
	Test 2
	Test 3
	Comment

	
	Value
	

	srs-BandwidthConfig 
	bw5
	N/A
	bw7
	

	srs-SubframeConfig 
	sc1
	N/A
	sc1
	

	ackNackSRS-SimultaneousTransmission
	FALSE
	N/A
	FALSE
	

	srsMaxUpPts
	N/A
	N/A
	N/A
	Not applicable for FDD

	srs-Bandwidth 
	0
	N/A
	0
	No hopping

	srs-HoppingBandwidth
	hbw0
	N/A
	hbw0
	

	freqDomainPosition
	0
	N/A
	0
	

	Duration
	TRUE
	N/A
	TRUE
	Indefinite duration

	srs-ConfigIndex
	0
	N/A
	0
	SRS periodicity of 2ms for Test 1 and Test 3, respectively.

	transmissionComb
	0
	N/A
	0
	

	cyclicShift
	cs0
	N/A
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331 [5].


---------------------------------- NEXT CHANGED SECTION -------------------------------
7.1.2.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Set the parameters according to Test 1, Test 2, or Test 3 in Tables 7.1.2.5-1 and 7.1.2.5-2 and 7.1.2.5-3 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is 624× TS to within the Te limits specified in Table 7.1.2.5-4 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs) for ≥3 MHz downlink bandwidth (Test 1, Test 2) and a delay of +128× TS (approximately +4 µs) for 1.4MHz downlink (Test 3) bandwidth compared to that in step 5.

7.
Step 7 applies for Test 1 and Test 3, but is omitted for Test 2. The test system samples the UE Transmit Timing once per SRS transmission (periodicity 10 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+10) is within Rule 1 as specified in clause 7.1.2.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.2.5, the SS shall measure the change in SRS transmission timing over a 1.01s sliding window, with step size 10ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.2.5, the SS shall measure the change in SRS transmission timing over a 190ms sliding window, with step size 10ms. The three rules apply until the UE transmit timing offset is (624 × TS) to within the limits specified in Table 7.1.2.5-4 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
In case for Test 1 and Test 3, the SS shall check that the UE transmit timing offset stays at 624× TS to within the Te limits specified in Table 7.1.2.5-4 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1. In case for Test 2, the SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.2.5-4 with respect to the first timing adjustment after downlink frame of Cell 1 is changed.
9.
The SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

10.
After the RRC connection release, the SS switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

11.
Repeat step 1-10 for each sub-test in Tables 7.1.2.5-1, 7.1.2.5-2 and 7.1.2.5-3 as appropriate.

---------------------------------- NEXT CHANGED SECTION -------------------------------
7.1.2_1.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Set the parameters according to Test 1 or Test 3 in Tables 7.1.2_1.5-1 and 7.1.2_1.5-2  as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is 624× TS to within the Te limits specified in Table 7.1.2_1.5-3 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs) for ≥3 MHz downlink bandwidth (Test 1) and a delay of +128× TS (approximately +4 µs) for 1.4MHz downlink (Test 3) bandwidth compared to that in step 5.

7.  The test system samples the UE Transmit Timing once per SRS transmission (periodicity 10 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+10) is within Rule 1 as specified in clause 7.1.2_1.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.2_1.5, the SS shall measure the change in SRS transmission timing over a 1.01s sliding window, with step size 10ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.2_1.5, the SS shall measure the change in SRS transmission timing over a 190ms sliding window, with step size 10ms. The three rules apply until the UE transmit timing offset is (624 × TS) to within the limits specified in Table 7.1.2_1.5-3 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
The SS shall check that the UE transmit timing offset stays at 624× TS to within the Te limits specified in Table 7.1.2_1.5-3 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
9.
The SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

10.
After the RRC connection release, the SS switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

11.
Repeat step 1-10 for each sub-test in Tables 7.1.2_1.5-1 and 7.1.2_1.5-2 as appropriate.
---------------------------------- NEXT CHANGED SECTION -------------------------------
Table 7.2.1.5-2: Sounding Reference SignalConfiguration to be used in E-UTRAN FDD - UE timing advance adjustment accuracy test case

	Field
	Value
	Comment

	srs-BandwidthConfig
	bw5
	

	srs-SubframeConfig
	sc3
	Once every 5 subframes

	ackNackSRS-SimultaneousTransmission
	FALSE
	

	srsMaxUpPts
	N/A
	Not applicable for E-UTRAN FDD

	srs-Bandwidth
	0
	No hopping

	srs-HoppingBandwidth
	hbw0
	

	freqDomainPosition
	0
	

	duration
	TRUE
	Indefinite duration

	srs-ConfigIndex
	7
	SRS periodicity of 10.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331 [15].


---------------------------------- NEXT CHANGED SECTION -------------------------------
Table 7.2.2.5-2:Sounding Reference SignalConfiguration for E-UTRAN TDD Transmit Timing Accuracy Test

	Field
	Value
	Comment

	srsBandwidthConfiguration
	bw5
	

	srsSubframeConfiguration
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	

	srsMaxUpPTS
	N/A
	

	srsBandwidth
	bw0
	No hopping

	srsHoppingBandwidth
	hbw0
	

	frequencyDomainPosition
	0
	

	Duration
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	SRS periodicity of 10ms.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note:
For further information see section 6.3.2 in 3GPP TS 36.331.


