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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1x RTT
CDMA2000 1x Radio Transmission Technology 
ARQ
Automatic Repeat Request

AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BS
Base Station

BSIC
Base transceiver Station Identity Code
CA
Carrier Aggregation

CC
Component Carriers
CCCH SDU
Common Control Channel SDU

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

CPICH
Common Pilot Channel

CPICH Ec/No
CPICH received energy per chip divided by the power density in the band

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

DL
Downlink

DCCH
Dedicated Control Channel

DPCH
Dedicated Physical Channel

DPCCH
Dedicated Physical Control Channel

DRX
Discontinuous Reception

DTX
Discontinuous Transmission
DwPTS
Downlink Pilot Time-Slot

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPRE
Energy Per Resource Element

E-UTRA 
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network

FDD
Frequency Division Duplex
FGI
Feature Group Indicator
FRC
Fixed Reference Channel

GSM
Global System for Mobile communication

HARQ
Hybrid Automatic Repeat Request

HO
Handover

HRPD
High Rate Packet Data

MAC
Medium Access Control

OCNG
OFDMA Channel Noise Generator

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

PBCH
Physical Broadcast Channel

PCC
Primary Component Carrier

PCCH
Paging Control Channel

P-CCPCH
Primary Common Control Physical Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PHICH
Physical Hybrid ARQ Indicator Channel

PLMN
Public Land Mobile Network

PMI
Precoding Matrix Indicator

PRACH
Physical Random Access Channel
PSS
Primary Synchronization Signal

PSS_RA
PSS-to-EPRE ratio for the channel PSS
PUCCH
Physical Uplink Control Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel

RAT
Radio Access Channel

REFSENS
Reference Sensitivity power level
RLC
Radio Link Control

RMC
Reference Measurement Channel
r.m.s
Root Mean Square 

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RRM
Radio Resource Management

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SCC
Secondary Component Carrier

SCH
Synchronization Channel

SCell
Secondary Cell

SDU
Service Data Unit

SFN
System Frame Number

SNR
Signal-to-Noise Ratio

SON
Self Organizing Network

SRS
Sounding Reference Signal
SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSS
TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System
UpPTS
Uplink Pilot Time-Slot
UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network
3.4
Void
3.5
Additional notation

3.5.1
Groups of bands

The intention with the band grouping below is to increase the readability of the specification.

Table 3.5.1-1: E-UTRA band groups

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD_A
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24
	TDD_A
	33, 34, 35, 36, 37, 38, 39, 40

	B
	FDD_B
	-
	TDD_B
	-

	C
	FDD_C
	9, 30
	TDD_C
	42, 43

	D
	FDD_D
	28
	TDD_D
	-

	E
	FDD_E
	2, 5, 7, 27
	TDD_E
	41, 44

	F
	FDD_F
	26 Note 3
	TDD_F
	-

	G
	FDD_G
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 2
	TDD_G
	-

	H
	FDD_H
	25
	TDD_H
	-

	I
	FDD_I
	-
	TDD_I
	-

	J
	FDD_J
	-
	TDD_J
	-

	K
	FDD_K
	-
	TDD_K
	-

	L
	FDD_L
	-
	TDD_L
	-

	M
	FDD_M
	-
	TDD_M
	-

	N
	FDD_N
	31
	TDD_N
	-

	NOTE 1:
The bands within the same group have the same Io conditions in a corresponding requirement in this specification.

NOTE 2:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.

NOTE 3:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


3A
Requirements for support of RRM

3A.1
General

Radio Resource Management (RRM) ensures the efficient use of the available radio resources and also provides mechanisms that enable E-UTRAN to meet radio resource related requirements. The requirements that are tested include: 

