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	Reason for change:
	In Rel-10, 3G Logged MDT capable UE is allowed to make MDT measurement logging of neighbour cells in idle mode and X_PCH states for the reason of relatively longer DRX cycle length. With the introduction of FACH 2nd DRX in Rel-11, some FACH 2nd DRX capable UEs are expected to use FACH 2nd DRX cycle off periods for Logged MDT purpose, as FACH 2nd DRX cycle lengths are almost equivalent as X_PCH states.

At RAN2#84, it was discussed and assumed that “we will have an extension of 3G logged MDT in CELL_FACH in Rel-12”.
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	Consequences if not approved:
	Smaller UE population can perform 3G Logged MDT. MDT task holder UEs cannot perform Logged MDT if staying in Cell_FACH state when second DRX cycle is used for longer time, so that NW may not get expected MDT logs as desired.
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5.7
Logged Measurements

The UE may be configured to perform logging of measurement results in idle mode, CELL_PCH, URA_PCH states  and CELL_FACH state when second DRX cycle is used with LOGGING MEASUREMENT CONFIGURATION message specified in TS 25.331 [4]. This configuration is valid while the logging duration timer is running.

If the configuration of logged measurements is valid, the UE shall perform logging of measurement results if all of the following conditions are met:

-
the UE is in camped normally state in idle mode, CELL_PCH or URA_PCH states or CELL_FACH state when second DRX cycle is used;
-
the RPLMN of the UE is present in the MDT PLMN identity list, if received in the LOGGING MEASUREMENT CONFIGURATION message, or the RPLMN of the UE is the same as the RPLMN at the point of time of LOGGING MEASUREMENT CONFIGURATION message reception

-
the UE is camped on a cell belonging to Area Configuration (see TS 25.331 [4]), if configured;

-
the UE is camped on the RAT where the logged measurement configuration was received.

Otherwise, the logging of measurement results shall be suspended.

NOTE:
Even if logging of measurement results is suspended, the logging duration timer and time stamp will continue, and the logged measurement configuration and corresponding log are kept.
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