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	Reason for change:
	Definitions of RF channels B (bottom), M (middle) and T (top) are not exactly in line with that in single-RAT specifications. In addition, for those RF requirements refers to test procedures defined in the single-RAT specifications, the test of method refer to the single-RAT specification directly, and the terms B, M and T are not used in the test procedure of 37.141 indeed. 
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== Start of the changes ==
4.9.1 
RF channels

Many tests in this TS are performed with the maximum RF bandwidth located at the bottom, middle and top of the supported frequency range in the operating band. These are denoted as BRFBW (bottom), MRFBW (middle) and TRFBW (top).

Unless otherwise stated, the test shall be performed at BRFBW, MRFBW and TRFBW defined as following:

BRFBW: 
maximum RF bandwidth located at the bottom of the supported frequency range in the operating band.

MRFBW: 
maximum RF bandwidth located in the middle of the supported frequency range in the operating band. MRFBW may be shifted maximum 100 kHz towards lower frequencies to align carriers with the channel raster.
TRFBW: 
maximum RF bandwidth located at the top of the supported frequency range in the operating band.

For the test of certain RF requirements the present specification refers to test procedures defined in the single-RAT specifications. In this case, the interpretation of the RF channels to be tested shall be according to the definitions in the corresponding single-RAT specifications.



When a test is performed by a test laboratory, the position of BRFBW, MRFBW and TRFBW in the operating band shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.
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